
 

ORDINANCE NO. 2019-12 

 
AN ORDINANCE OF THE MAYOR AND COUNCIL OF THE 
CITY OF PEORIA, AMENDING CHAPTER 18 OF THE 
PEORIA CITY CODE (1992) BY AMENDING SECTION 18-3 
PERTAINING TO INTERNATIONAL ENERGY 
CONSERVATION CODE – ADOPTED AND AMENDED; BY 
AMENDING SECTION 18-4 PERTAINING TO 
INTERNATIONAL PROPERTY MAINTENANCE CODE – 
ADOPTED AND AMENDED; BY AMENDING SECTION 18- 
21 PERTAINING TO INTERNATIONAL BUILDING CODE – 
ADOPTED AND AMENDED; BY AMENDING SECTION 18- 
25 PERTAINING TO INTERNATIONAL RESIDENTIAL CODE 
– ADOPTED AND AMENDED; BY AMENDING SECTION 
18-41 PERTAINING TO NATIONAL ELECTRICAL CODE – 
ADOPTED AND AMENDED; BY AMENDING SECTION 18- 
44 PERTAINING TO INTERNATIONAL PLUMBING CODE – 
ADOPTED AND AMENDED; BY AMENDING SECTION 18- 
76 PERTAINING TO INTERNATIONAL MECHANICAL CODE 
– ADOPTED AND AMENDED; BY AMENDING SECTION 
18-78 PERTAINING TO INTERNATIONAL FUEL GAS CODE 
– ADOPTED AND AMENDED; AND PROVIDING FOR 
SEVERABILITY AND FOR AN EFFECTIVE DATE. 

 

THEREFORE, it is ordained by the Mayor and Council of the City of Peoria as 
follows: 

 

SECTION 1. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section 18-3 pertaining to International Energy Conservation Code – 
Adopted and Amended and which shall read as follows: 

 

Sec. 18-3. International Energy Conservation Code – Adopted and Amended. 
 

(A) A certain document, one copy of which is on file in the City Clerk’s
Office of the City of Peoria, being marked and designated as “International 
Energy Conservation Code, 2015 2018 Edition,” published by the International 
Code Council is hereby adopted, as amended herein, as the Energy Code of the 
City of Peoria. 

 

(B) The International Energy Conservation Code, 2015 2018 Edition, is
amended as follows: 

 

(1) Chapter 1 [CE], “Scope and Administration” is hereby amended as 

follows: 
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Note:  For sections designated “RESERVED” herein, refer to the Building Code  
of the City of Peoria for these code requirements. 

 
C101.2 Scope. This code applies to commercial buildings and the building sites 
and associated systems and equipment. Group R-2, when defined as a 
commercial building by Section C202, shall have the option of complying under 
the Residential Provisions of the code, regardless of height. Once defined as 
such on the submittal documents, all components of the Residential Provisions 
shall be followed. 

 

Section C102 ALTERNATIVE MATERIALS, DESIGN AND METHODS OF 
CONSTRUCTION AND EQUIPMENT – Reserved 

 

C102.1 General. The provisions of this code are not intended to prevent the 
installation of any material or to prohibit any design or method of construction not 
specifically prescribed by this code, provided that any such alternative has been 
approved. An alternative material, design or method of construction shall be 
approved where the code official finds that the proposed design is satisfactory 
and complies with the intent of the provisions of this code, and that the material, 
method or work offered is, for the purpose intended, not less than the equivalent 
of that prescribed in this code in quality, strength, effectiveness, fire resistance, 
durability and safety. Where the alternative material, design or method of 
construction is not approved, the code official shall respond in writing, stating the 
reasons why the alternative was not approved. 

 

C102.1.1 Above code programs. The code official or other authority having 
jurisdiction shall be permitted to deem a national, state or local energy efficiency 
program to exceed the energy efficiency required by this code. Buildings 
approved in writing by such an energy efficiency program shall be considered to 
be in compliance with this code. The requirements identified as “mandatory” in 
Chapter 4 shall be met. 

 
 

Part 2 – Administration and Enforcement 
 

Section C103 Construction Documents RESERVED 
 

C103.3 Examination of documents RESERVED 
C103.3.1 Approval of construction documents. RESERVED 
C103.3.2 Previous approvals. RESERVED 
C103.3.3 Phased Approval. RESERVED 
C103.3.4 Amended construction documents. RESERVED 
C103.3.5 Retention of construction documents RESERVED 

 

Section C104 Inspections Fees RESERVED. 
 

Section C105 Validity Inspections RESERVED. 
Section C107 Fees  C106 Validity RESERVED 
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Section C108 Stop Work Orders RESERVED. 
 
Section C109  Board of Appeals RESERVED. 

 
(2) Chapter 4 [CE], “Commercial Energy Efficiency” is hereby amended as 

follows: 
C401.2  Application. Commercial  buildings  shall  comply  with  one  of  the 
following: 

1.  The requirements of ANSI/ASHRE/IESNA 90.1 
2. The requirements of Sections C402 through C405 and C408. In

addition, commercial buildings shall comply with Section C406 and 
tenant spaces shall comply with Section C406.1.1. 

3. The requirements of Sections C402.5, C403.2, C403.3 through 
C403.3.2, C403.4 through C403.4.2.3, C403.5.5, C403.7, C403.8.1 
through C403.8.4, C403.10.1 through C403.10.3, C403.11, C403.12, 
C404, C405, and C407 and C408. The building energy cost shall be 
equal or less than 85 percent of the standard reference design  
building. 

4. Compliance with the provisions of Section C408 are optional. 
 

C408.3 Functional testing of lighting controls. 
Automatic lighting controls required by this code shall comply with this section. 

 

C408.3.1 Functional testing. 
Prior to passing final inspection, the registered design professional a 
preliminary report of commissioning test procedures and results shall be 
completed and certified by the registered design professional or approved 
agency and provided to the building owner or owner's authorized agent. 
The report shall be identified as "Preliminary Commissioning Report - 
Lighting," and shall be provided to the code official from the building owner 
or owner’s authorized agent. The preliminary report shall include the 
completed Commissioning Compliance Checklist, Figure C408.2.4, and 
shall identify: 

 

1. Itemization of deficiencies found during testing required by this section 
that have not been corrected at the time of report preparation. 
2. Deferred tests that cannot be performed at the time of report.
3. Schedule of when deferred tests will be performed. 
4. Results of functional performance tests. 
5. Functional performance test procedures used during the commissioning 
process, including measurable criteria for test acceptance. 

 

The preliminary and final commissioning reports shall provide evidence
that the lighting control systems have been tested to ensure that control 
hardware and software are calibrated, adjusted, programmed and in
proper working condition in accordance with the construction  documents 
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and manufacturer's instructions. Functional testing shall be in accordance 
with Sections C408.3.1.1 through C408.3.1.3 for the applicable control 
type. 

 

(3) Chapter 1 [RE], “Scope and Administration” is hereby amended as 

follows: 

R101.2 Scope. This code applies to commercial buildings and the building sites 
and associated systems and equipment. Group R-2, when defined as a 
residential building by Section R202, shall have the option of complying under  
the Commercial Provisions of the code, regardless of height. Once defined as 
such on the submittal documents, all components of the Commercial Provisions 
shall be followed. 

 

Section R102 ALTERNATIVE MATERIALS, DESIGN AND METHODS OF 
CONSTRUCTION AND EQUIPMENT - RESERVED 

 

R102.1 General. RESERVED The provisions of this code are not intended to 
prevent the installation of any material or to prohibit any design or method of 
construction not specifically prescribed by this code, provided that any such 
alternative has been approved. An alternative material, design or method of 
construction shall be approved where the code official finds that the proposed 
design is satisfactory and complies with the intent of the provisions of this code, 
and that the material, method or work offered is, for the purpose intended, not 
less than the equivalent of that prescribed in this code in quality, strength, 
effectiveness, fire resistance, durability and safety. Where the alternative  
material, design or method of construction is not approved, the code official shall 
respond in writing, stating the reasons why the alternative was not approved. 

 

R102.1.1 Above code programs. RESERVED The code official or other 
authority having jurisdiction shall be permitted to deem a national, state or local 
energy efficiency program to exceed the energy efficiency required by this code. 
Buildings approved in writing by such an energy efficiency program shall be 
considered to be in compliance with this code. The requirements identified as 
“mandatory” in Chapter 4 shall be met. 

 
 

R102.1.2 RESNET Testing & Inspection Protocol. The Residential Energy 
Services Network (RESNET) Mortgage Industry National Home Energy Rating 
System Standard Protocol for third party testing and inspections, shall be 
deemed to meet the requirements of Sections R402.4.1.1, R402.4.1.2, and 
R403.3.2 and shall meet the following conditions: 

 

1. Third Party Testing and Inspections shall be completed by RESNET 

certified Raters or Rating Field Inspectors and shall be subject to 

RESNET Quality Assurance Field Review procedures. 
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2. Sampling in accordance with Chapter 6 of the RESNET Standards  

shall be performed by Raters or Rating Field Inspectors working under 

a RESNET Accredited Sampling Provider. 

3. Third Party Testing is required for the following items: 
 

a. R402.4.1.1 – Building Envelope – Thermal and Air Barrier 

Checklist 

b. R404.4.1.2 – Testing – Air Leakage Rate 
 

c. R403.3.2 – Sealing – Duct Tightness 
 

4. The other requirements identified as “mandatory” in Chapter 4 shall be 

met. 

5. Alternate testing and inspection programs and protocols shall be 

allowed when approved by the Code Official. 

Section R103 Construction Documents RESERVED 
R103.3 Examination of documents RESERVED 

R103.3.1 Approval of construction documents. RESERVED 
R103.3.2 Previous approvals. RESERVED 
R103.3.3 Phased Approval. RESERVED 
R103.3.4 Amended construction documents. RESERVED 
R103.3.5 Retention of construction documents RESERVED 

 

Section R104 Inspections  Fees RESERVED. 
 

Section R105 Validity  Inspections RESERVED. 
 

Section R107 Fees R106 Validity RESERVED. 
 

Section R108 Stop Work Orders RESERVED. 
 

Section R109  Board of Appeals RESERVED. 
 

(4) Chapter 4 [RE], “Residential Energy Efficiency” is hereby amended as 

follows: 

Section R403.3.1 Insulation (Prescriptive). Supply and return ducts in attics 
shall be insulated to a minimum of R-8 where 3 inches (76 mm) in diameter and 
greater and R-6 where less than 3 inches (76 mm) in diameter. Supply and  
return ducts in other portions of the building shall be insulated to a minimum of R- 
6 where 3 inches (76 mm) in diameter or greater and R-4.2 where less than 3 
inches (76 mm) in diameter. 
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Exceptions: 
1. Ducts or portions thereof located completely inside the building thermal 

envelope 

2. Supply ducts may be insulated to a minimum of R-6 when one or more 

of the following conditions are met: 

2.1 Minimum SEER rating of space heating/cooling system is 

increased to 16. 

2.2 Maximum U-factor is decreased to 0.30 and maximum SHGC is 

decreased to 0.22 for all fenestration products. 

2.3 Wall cavity insulation minimum R-value is increased to R-19. 
 

2.4 Residential buildings that meet the requirements of sections 

R102.1.1 or R405. 

Table R406.4 Maximum Energy Rating Index, is amended for Climate Zone 2 as 

follows: 

TABLE R406.4 
 

MAXIMUM ENERGY RATING INDEX 
 

CLIMATE ZONE ENERGY RATING INDEXa
 

1 52 57 

2 591 57 

3 51 57 

4 54 62 

5 55 61 

6 54 61 

7 53 58 

8 53 58 

1Energy generated from on-site renewable energy shall not be included in the calculation 
of the Energy Rating Index value. a. Where on-site renewable energy is included in for 
compliance using the ERI analysis of Section R406.4, the building shall meet the 
mandatory requirements of Section R406.2, and the building thermal envelope shall be 
greater than or equal to the levels of efficiency and SHGC in Table R402.1.2 or Table 
R402.1.4 of the 2015 International Energy Conservation Code. 

 

SECTION 2. Chapter 18 of the Peoria City Code (1992) is amended by
amending Section 18-4 pertaining to License to operate; required and which shall 
read as follows: 
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Sec. 18-4. International Property Maintenance Code – Adopted and Amended. 
 

(A) A certain document, one copy of which is on file in the City Clerk’s
Office of the City of Peoria, being marked and designated as “International 
Property Maintenance Code, 2015 2018 Edition,” published by the International 
Code Council is hereby adopted, as amended herein, as the Code for 
establishing the minimum regulations governing the conditions and maintenance 
of property, buildings, and structures within the City of Peoria. 

 
(B) The International Property Maintenance Code, 2015 2018 Edition,

is amended as follows: 

Note:  For sections designated “RESERVED” herein, refer to the Building Code  
of the City of Peoria Administrative Provisions for these code requirements. 

 
Chapter 1, SCOPE AND ADMINISTRATION”, is hereby amended as follows: 

 

Section 101.1 Title. These regulations shall be known as the International 
Property maintenance Code of The City of Peoria, hereinafter referred to as “this 
code.” 

 

Amend Section 102.3 Application of other codes, by replacing the section in its 
entirety with the following: 

 

102.3 Application of other codes. Repairs, additions or alterations to a structure, 
or changes of occupancy, shall be done in accordance with the procedures and 
provisions of the Peoria City Code. Nothing in this code shall be construed to 
cancel, modify, or set aside any provision of the Peoria City Code. 

 
SECTION 103 to be amended as follows: 

 

SECTION 103 CODE ENFORCEMENT 
 

[A] 103.1 General. Code Enforcement is hereby created and the executive
official in charge thereof shall be known as the code official. 

 

Amend Section 103.5 Fees, by deleting it in its entirety.

Section 108 to be amended as follows: 

Section 108 UNSAFE STRUCTURES AND EQUIPMENT 
108.1 General. When a structure or equipment is found by the code official to be 
unsafe, or when a structure is found unfit for human occupancy, or is found 
unlawful, such structure shall be condemned pursuant to the provisions of this 
code and Section 116 of the International Building Code, as amended. 

 

Section 111, Means of Appeal – RESERVED. 
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Chapter 3, “GENERAL REQUIREMENTS”, is hereby amended as follows:

Amend Section 302.4 Weeds, by inserting “six (6) inches” in the first sentence. 

Amend Section 303, Swimming Pools, Spas and Hot Tubs by replacing it with the 
following: 

 
303.1 Swimming pools. Swimming pools, spas, and hot tubs shall be 
maintained in a clean and sanitary condition, and in good repair. 

 

303.2 Enclosures. Private swimming pools, hot tubs and spas,
containing water more than 18 inches (457 mm) in depth shall be 
completely surrounded by a fence or barrier at least 60 inches (1524 mm) 
in height above the finished ground level measured on the side of the 
barrier away from the pool. Gates and doors in such barriers shall be self- 
closing and self-latching. Where the self-latching device is less than 54 
(1372 mm) inches above the bottom of the gate, the release mechanism 
shall be located on the pool side of the gate. Self-closing and self-latching 
gates shall be maintained such that the gate will positively close and latch 
when released from an open position of 6 inches (152 mm) from the 
gatepost. No existing pool enclosure shall be removed, replaced or 
changed in a manner that reduces its effectiveness as a safety barrier. 
Pool enclosures and barriers, including gates, locks, latches, doors, 
alarms and any other safety features, including interior child barriers, shall 
be maintained in safe and good working order at all times. 

 

Amend Section 304.14 Insect Screens, by inserting the dates “January 1” 
and “December 31” in the first sentence. 

 

Chapter  6,  “MECHANICAL  AND  ELECTRICAL  REQUIREMENTS”,  is hereby 
amended as follows: 

 
Delete SECTION 602 HEATING FACILITIES in its entirety and replace with the 
following: 

 
SECTION 602 HEATING AND COOLING FACILITIES 

 

602.1 Facilities required. Heating and cooling facilities shall be provided 
in structures as required by this section. 

 

602.2 Heating and cooling systems. Habitable spaces shall be provided 

with active or passive space-heating and space cooling systems capable 

of maintaining temperatures between 70o F (21o C) and 90o F (32o C) at a 

point 3 feet (914 mm) above the floor. The installation of portable space

heaters or coolers shall not be used to achieve compliance with this section. 
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Charter reference(s) -- Adoption by reference, art. VII, § 14. 
Cross reference(s) -- Nuisances, Ch. 17. 
State law reference(s) -- Adoption by reference, A.R.S. § 9-801 et seq. 

 
SECTION 3. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section Section 18-21 International Building Code – Adopted and 
Amended and which shall read as follows: 

 

Sec. 18-21.  International Building Code – Adopted and Amended. 
 

(A) A certain document, one copy of which is on file in the City Clerk’s

Office of the City of Peoria, being marked and designated as the “International 

Building Code, 2015 2018 Edition,” published by the International Code Council 

Inc., is hereby adopted, as amended herein, as the Building Code of the City of 

Peoria. 

(B) The International Building Code, 2015 2018 Edition, is amended as

follows: 
 

(1) Chapter 1, “Scope and Administration”, is hereby amended as 

follows: 

[A] 101.1 Title. These regulations shall be known as the Building Code of The
City of Peoria, hereinafter referred to as “this code.” 

 

Amend Section 101.2 Scope to read as follows: 
 
[A]  101.2 Scope. 
The provisions of this code shall apply to the construction, alteration, relocation, 

enlargement, replacement, repair, equipment, use of occupancy, location,
maintenance, removal and demolition of every building or structure or any 
appurtenances connected or attached to such buildings or structures. 

 
Exception: Detached one- and two-family dwellings and townhouses not more 
than three stories, above grade plane in height with a separate means of egress, 
and their accessory structures not more than three stories above grade plane in 
height, shall comply with this code or the International Residential Code, as 
amended. 

 

Exceptions.  The provisions of this code shall not apply to: 
1. Federal, state or county owned projects (building and land) are exempt from 

the required permits, inspections, and fees of Table 27-6 of the City of Peoria 

code. 

2. Work primarily located within a public way such as streets, roads, sidewalks, 

bridges,  drainage  structures,  street  lights  and  traffic  control  signs  or 
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equipment. Pedestrian tunnels or bridges which cross a public way are 

regulated by this code when they directly connect one or more buildings 

located outside of the public way. 

3. Canals, dams and hydraulic flood control structures constructed by or under 

contract with a governmental agency or jurisdiction. 

4. Utility towers, poles, equipment or systems under the exclusive control of an 

electric utility and directly used to generate, transmit, transform, control or 

distribute electrical energy to utility customers. Electrical installations in 

buildings used by the electric utility, such as office buildings, that are not an 

integral part of a generating plant, substation or control center, and electrical 

installations located on the premises of a utility customer, such as exterior 

lighting, service entrance equipment or customer-owned substation 

equipment, are regulated by this code. 

5. Installation of communications equipment under the exclusive control of 

communications utilities and located outdoors or in a building spaces used 

exclusively for such installations. Communications wiring run inside a  

building is regulated by this code. 

6. Piping and equipment owned and operated by a public service utility and 

directly used to produce, treat, distribute or meter water to utility customers, 

or directly used to collect, treat or dispose of sewage or waste water from 

utility customers. Domestic plumbing systems within water or sewer utility 

plants are regulated by this code. 

Amend Section 101.2.1 Appendices to read as follows: 
 
[A]  101.2.1 Appendices. The following appendices are adopted:  Appendix C 
– Group U – Agricultural Buildings, Appendix I – Patio Covers.

Amend Section 101.3 Intent to read as follows: 

[A] 101.3 Intent. The purpose of this code is to establish the minimum
requirements to provide a reasonable level of safety, safeguard the public health, 
safety and general welfare through structural strength, means of egress facilities, 
stability, sanitation, adequate light and ventilation, energy conservation, and 
safety to life and property from fire, explosion and other hazards, and to provide  
a reasonable level of safety attributed to the built environment and to provide 
safety to fire fighters and emergency responders during emergency operations. 

 

The purpose of this Code is not to create or otherwise establish or designate any 
particular class or group of persons who will or should be especially protected or 
benefited by the terms of this code. Although the Development and Engineering 
Director  (hereinafter  referred  to  as  the  “Director”)  or  designee  is  directed to 
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obtain substantial compliance with the provisions of this code, a guarantee that  
all buildings, structures or utilities have been constructed in accordance with all 
the provisions of the code is neither intended nor implied. 

 

101.4 Referenced codes. Shall be revised to read as follows: 
 

[A] 101.4 Referenced codes. The other codes listed in  Sections  101.4.1
through 101.4.9 and referenced elsewhere in this code shall be considered part 
of the requirements of this code to the prescribed extent of each such reference. 

 

Exception: Administrative requirements in the City of Peoria Fire Code 
 

[A] 101.4.1 Gas. The provisions of the International Fuel Gas Code, as
amended, shall apply to the installation of gas piping from the point of delivery, 
gas appliances and related accessories as covered in this code. These 
requirements apply to gas piping systems extending from the point of delivery to 
the inlet connections of appliances and the installation and operation of 
residential and commercial gas appliances and related accessories. 

 

[A] 101.4.2 Mechanical. The provisions of the International Mechanical Code,
as amended, shall apply to the installation, alterations, repair¸ and replacement
of mechanical systems, including equipment, appliances, fixtures, fittings and/or 
appurtenances, including ventilating, heating, cooling, air-conditioning and 
refrigeration systems, incinerators and other energy-related systems. 

 

[A] 101.4.3 Plumbing. The provisions of the International Plumbing Code, as
amended, shall apply to the installation, alteration, repair, and replacement of 
plumbing systems, including equipment, appliances, fixtures, fittings and 
appurtenances, and where connected to a water or sewage system and all 
aspects of a medical gas system. 

 
[A] 101.4.4 Property maintenance. The provisions of the International
Property Maintenance Code, as amended, shall apply to existing structures and 
premises; equipment and facilities; light, ventilation, space heating, sanitation, life 
and fire safety hazards; responsibilities of owners, operators and occupants; and 
occupancy of existing premises and structures. 

 

[A] 101.4.5 Fire prevention. The provisions of the International Fire Code, as
amended, shall apply to matters affecting or relating to structures, processes and 
premises from the hazard of fire and explosion arising from the storage, handling 
or use of structures, materials or devices; from conditions hazardous to life, 
property or public welfare in the occupancy of structures or premises; and from 
the construction, extension, repair, alteration or removal of fire suppression, 
automatic sprinkler systems and alarm systems or fire hazards in the structure or 
on the premises from occupancy or operation. 
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[A] 101.4.6 Energy. The provisions of the International Energy Conservation
Code, as amended, shall apply to all matters governing the design and
construction of buildings for energy efficiency. 

 
[A] 101.4.7 Existing Buildings. The provisions of the International Existing
Building Code, as amended shall apply to matters governing the repair, 
alteration, change of occupancy, addition to and relocation of existing buildings. 

 
[A] 101.4.78 Electrical. The provisions of the National Electrical Code, as
amended, shall apply to the installation of electrical systems, including  
alterations, repairs, replacement, equipment, appliances, fixtures, fittings and 
appurtenances thereto. 

 
[A] 101.4.9 Residential.  The provisions of the International Residential Code,
as amended, shall apply to detached one-and two-family dwellings and multiple 
single-family dwellings (townhouses) not more than three stories above grade 
plane in height with a separate means of egress, and their accessory structures 
not more than three stories above grade plane in height, shall comply with this 
code or the International Residential Code, as amended. 

 

SECTION 103 to be amended as follows: 
 
SECTION 103 Development and Engineering Department 

 

[A]  103.1 Creation of enforcement agency. 
The authority and responsibility for administration and enforcement of this Code  
is hereby assigned to the Director of the Development and Engineering 
Department. The Director may designate a person or persons to fulfill these 
duties. 

 
[A]  103.2 Appointment. 
The building official shall be appointed by the Director of the Development and
Engineering Department. 

 
[A]  103.3 Deputies. 
In accordance with the prescribed procedures of this jurisdiction and with the 
concurrence of the appointing authority, the Director of the Development and 
Engineering Department shall have the authority to appoint a deputy building 
official, the related technical officers, inspectors, plan examiners and other 
employees. Such employees shall have powers as delegated by the building
official. For the maintenance of existing properties, see the  International
Property Maintenance Code. 

 

SECTION 104 to be amended as follows: 
 
SECTION 104 DUTIES AND POWERS OF BUILDING OFFICIAL 

 

Amend Section 104.5 Identification to read as follows: 
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[A] 104.5 Identification. The building official and all Development and
Engineering Department employees shall carry proper identification when 
inspecting structures or premises in the performance of duties under this code. 

 
SECTION 104.10 is deleted in its entirety and replaced with the following: 

 
[A] 104.10 Administrative review, interpretations, modifications and
appeals. 
Any person dissatisfied with a technical code decision made by a 
Development and Engineering Department employee may request an
administrative review, formal interpretation, or a modification of a code 
requirement. 

 
104.10.1 Administrative review. Any person dissatisfied with a 
technical code decision made by a Development and Engineering 
Department employee may request a review of that decision by the 
employee’s supervisor. 

 

Any person dissatisfied with a decision of the supervisor may appeal 
that decision to the building official. The appeal shall be made in 
writing on a form provided by the Development and Engineering 
Department, and shall be accompanied by a non-refundable 
administrative processing fee, equal to the minimum permit fee, as set 
forth in Table 27-6 of the Peoria City Code. The decision of the 
building official shall be final except as provided in Section 113 of this 
Code. 

 

104.10.2 Interpretation. Any person may request a written 
interpretation of a code requirement. The request shall be in writing
on a form provided by the Development and Engineering Department, 
shall include all information, calculations or other data necessary to 
describe the specific condition in detail, and shall be accompanied by
a non-refundable administrative processing fee equal to additional
plan review as set forth in Table 27-6 of the Peoria City Code. The
decision of the building official shall be recorded in the files of the 
department. 

 
104.10.3 Modifications. 

 

Requests for modification of a code requirement shall be made in 
writing on a form provided by the Development and Engineering 
Department, and shall be accompanied by a non-refundable fee equal 
to additional plan review as set forth in Table 27-6 of the Peoria City 
Code. The applicant is responsible for providing all information, 
calculations or other data necessary to document or substantiate each 
request. The building official may approve, approve with stipulations, 
or deny the application based upon the substantiating data  submitted 
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and the building official’s determination that the modification results in 
substantial compliance with the intent of this code. In deciding each 
case, the building official may consider or require alternate methods or 
systems to be used for the particular code provision to be modified. 

 
The details of action granting modifications shall be recorded and 
entered in the department files. 

 
104.10.3.1 Flood hazard areas. RESERVED. 

 

104.10.4 Appeals. Any person may appeal a decision made by the 
building official to the Board of Appeals as set forth in Section 113 of 
this Code. 

 

SECTION 105 to be amended as follows: 
 
SECTION 105 PERMITS 

 

Amend Section 105.1.1 Annual Permits to read as follows: 
 

[A]  105.1.1 Annual permits.  See Section 117 of this code 

 
 

[A] 105.1.2 Annual Permit Records. Deleted in it’s entirety The person to
whom an annual permit is issued shall keep a detailed record of alterations made 
under such annual permit. The building official shall have access to such records 
at all times or such records shall be filed with the building official as designated. 

 
 

Amend Section 105.2 Work exempt from permit to read as follows: 

 
 

[A] 105.2 Work exempt from permit. Exemptions from permit requirements of
this code shall not be deemed to grant authorization for any work to be done in 
any manner in violation of the provisions of this code or any other codes, laws, or 
ordinances of this jurisdiction. Permits shall not be required for the following: 

 

Building:  
1. One-story detached accessory structures used as tool and 

storage sheds, playhouses and similar uses, provided the floor 

area is not greater than  200 square feet (18.58 m²). 

2. Fences not over 3 feet (915 mm) high. Fences not included in 

this exception, not over 7 feet (2134 mm) high, shall require a 

building permit demonstrating compliance with the Zoning 

Ordinance requirements and City Code requirements for site 

drainage only. 
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3. Oil derricks. 
 

4. Retaining walls that are not over 4 feet 40 inches (1219 mm)  

in height measured from the bottom top of the footing to the 

top of the wall, unless supporting a surcharge or impounding 

Class I, II or IIIA liquids. 

5. Water tanks supported directly on grade if the capacity is not 

greater than 5,000 gallons (18 925 L) and the ration of the 

height to diameter or width is not greater than 2:1. 

6. Platforms, sidewalks, and driveways not more than 30 inches 

(762 mm) above adjacent grade, and not over any basement 

or story below and are not part of an accessible route. 

7. Painting, papering, tilling, carpeting, cabinets, counter  tops

and similar finish work. 

8. Temporary motion picture, television, seasonal celebration, 

and theater stage sets and scenery. Additional bleachers and 

grandstands are not included in this exemption. 

9. Prefabricated swimming pools accessory to a Group R-3 

occupancy that are not greater than 5,000 gallons (18 925 L) 

and are installed entirely above ground. Barriers shall be 

installed in accordance with Section R326 of the International 

Residential.  A permit is required for the barrier. 

10. Shade cloth structures constructed for nursery or agricultural 

purposes, not including service systems. 

11. Swings and other playground equipment accessory to 

detached one-and two-family dwellings. 

12. Window awnings in Group R-3 and U occupancies, supported 

by an exterior wall that do not project more than 54 inches 

(1372 mm) from the exterior wall and do not require additional 

support. 

13. Nonfixed and moveable fixtures, cases, racks, counters and 

partitions not over 5 feet 9 inches (1753 mm) in height. 

14. Ground or roof supported structures, such as radio and

television antenna towers and flagpoles which do not  exceed 
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200 pounds (90 kg) in weight or 45 feet (13,700 mm) in height 

above the ground surface. 

15. Contractors’ temporary construction offices which are

associated with a permitted construction project in compliance 

with the City of Peoria Ordinance and are intended to be 

removed from the site upon completion of the project.

Structures which include sales offices which are open to the 

public do require a permit. 

16. Re-roofing with the same type of material as the original 

roofing and provided not more than two layers of asphalt 

shingles are applied over an existing asphalt shingle roof. 

17. Installation of nonstructural weatherproof exterior covering

over an existing weatherproof covering on an existing

structure so long as the new covering will not affect the fire- 

resistive classification of the existing structure. 

Exception: Installation of an Exterior Insulation  and Finish

System (EIFS). 

18. Unless part of a rated assembly, minor repair or replacement 

in kind of non-structural components such as glass or glazing 

materials, sash, doors and hardware, patching walls or  

ceilings and replacing pieces of siding, soffits or fascia. 

Installation of locking or security hardware on egress doors, or 

changing the types of locking devices requires a permit. 
 

Electrical: 
1. Installation or replacement of equipment such as appliances, 

lamp holders, lamps and other utilization equipment 

manufactured, approved and identified for cord-and plug- 

connection to suitable permanently installed receptacles. 

2. Repair or replacement of motors rated 50 HP or less, 

transformers rated 45 kVA or less, or fixed approved appliances 

of the same type and rating in the same location. 

3. Temporary decorative lighting approved and identified for cord- 

and plug-connection. 

4. Repair or replacement in kind of any switch, other than a service 

disconnect, receptacle, contactor, control device or other 

utilization equipment rated 60 amperes or less 
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5. Replacement in kind of any circuit breaker other than a service 

disconnect, rated at 125 amperes or less, or any fuse. 

6. Repair or replacement of electrodes or transformers of the same 

size and capacity for signs or gas tube systems 

7. Temporary wiring for experimental purposes in suitable

experimental laboratories. 

8. Temporary wiring for theaters, motion picture and television 

studios, performance areas, and similar locations where not 

accessible to the general public. 

9. Class 2 and Class 3 control and signal circuits not essential for 

safety to human life. 

10. Installation, repair or replacement of electrical systems and 

components within machinery or equipment which is not defined 

by this Code as building service equipment. 
 

Gas:  
1. Portable heating appliance. 

 

2. Replacement of any minor part that does not alter approval of 

equipment or make such equipment unsafe. 
 

 

Mechanical: 
1. Portable heating appliance 

 

2. Portable ventilation equipment. 
 

3. Portable cooling unit. 
 

4. Steam, hot or chilled water piping within any heating or cooling 

equipment regulated by this code. 

5. Replacement of any part that does not alter its approval or make 

it unsafe. 

6. Portable evaporative cooler. 
 

7. Self-contained refrigeration system containing 10 pounds (5 kg) 

or less of refrigerant and actuated by motors of 1 horsepower 

(746 W) or less. 
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8. Repair or replacement in kind, by a licensed contractor, of 

refrigeration units not over 5 tons (17.5 kW) of refrigeration 

capacity, when located outdoors. Replacement equipment shall 

be in the same location and equal to or less than the weight of 

that which is replaced. Repair or replacement of refrigeration 

systems located inside a building shall require a permit and 

compliance with all requirements of this Code for the 

classification of refrigerant utilized in the new equipment. 

 

Plumbing: 
1. The stopping of leaks in drains, water, soil, waste or vent pipe, 

provided however, that if any concealed trap, drain pipe, water, 

soil, waste or vent pipe becomes defective and it becomes 

necessary to remove and replace the same with new material, 

such work shall be considered as new work and a permit shall 

be obtained and inspection made as provided in this code. 

2. The clearing of stoppages or the repairing of leaks in pipes, 

valves or fixtures and the removal and reinstallation of water 

closets, provided such repairs do not involve or require the 

replacement or rearrangement of valves, pipes or fixtures. 

3. Replacement of water closets, valves or fixtures with new valves 

or fixtures complying with the water conservation requirements 

of this Code, and the 2010 Accessibility Standards, except that  

a permit shall be required for the relocation of any valves, pipes, 

or fixtures. 

4. Repair or replacement of portable or built-in appliances which 

are not regulated by this code as building service equipment  

and which connect to the building water, drain or gas piping 

systems by approved means. 

5. Replacement, in kind, of an existing water heater in one-and 

two-family dwellings when the work is performed by a licensed 

contractor. 

6. Repair or replacement of existing 2 inch and smaller secondary 

backflow prevention assemblies. A test report, completed by a 

certified backflow assembly tester, shall be submitted for 

approval to the authority having jurisdiction at the time of 

installation or repair. 
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7. 6.Hot water recirculators 
 

8. 7.Water softeners and soft water loops

Amend Section 105.3 Application for permit to read as follows: 

[A] 105.3 Application for permit or standard plan. To obtain a permit or
standard plan approval, the applicant shall first file an application therefor in 
writing on a form furnished by the Development and Engineering Department for 
that purpose.  Such application shall: 

 

1. Identify and describe the work to be covered by the permit for 

which application is made. 

2. Describe the land on which the proposed work is to be done by 

legal description, street address or similar description that will 

readily identify and definitely locate the proposed building or 

work. 

3. Indicate the use of occupancy for which the proposed work is 

intended. 

4. Be accompanied by construction documents and other

information as required in Section 107. 

5. State the valuation of the proposed work. 
 

6. Be signed by the owner, or the  owner’s authorized agent. 
 

7. Give such other data and information as required by the building 

official. 

Amend Section 105.3.2 Time limitation of application to read as follows: 
 
[A]  105.3.2 Time limitation of application. 
An application for a permit or standard plan approval for any proposed work shall 
be deemed to have been abandoned 180 days after the date of filing, unless  
such application has been pursued in good faith or a permit has been issued; 
except that the building official is authorized to grant one or more extensions of
time for additional periods not exceeding 180 days each. The extension shall be 
requested in writing and justifiable cause demonstrated. The application for 
extension shall include payment of a non-refundable fee as set forth in Table 27- 
6 of the City of Peoria Code. 

 
[A] 105.3.2.1 Standard plan expiration. Standard plans shall expire upon the
adoption of a new code or upon a transition plan approved by the building official. 

 

Amend Section 105.5 Expiration to read as follows: 
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[A] 105.5 Expiration. Every permit issued, except demolition permits and
permits subject to section 114 of this code, shall expire 24 months after the date 
of permit issuance or become invalid unless the work on the site authorized by 
such permit is commenced within 180 days after issuance, or if the work 
authorized on the site by such permit is suspended or abandoned for a period  of 
180 days after the time the work is commenced. The work shall not be 
considered suspended or abandoned if the permit holder has done one or more 
of the following: 

 
1. Received an inspection approval from Building Development 

within 180 days of the previous inspection approval; 

2. Conducted legally authorized site preparation such as 

demolition, clearing or excavation; or 

3. Pursued other activities deemed by the building official to 

indicate intent to start and complete the project. 

[A]  105.5.1 Extension.  The building official is authorized to grant, in writing,
one or more extensions at a time, for periods not more than one year each. The 
extension shall be requested in writing, prior to permit expiration or invalidation, 
and justifiable cause demonstrated. The application for extension shall include 
payment of a non-refundable fee as set forth in Table 27-6 of the Peoria City 
Code. 

 
Exception: 
The building official is authorized to extend a permit for 30 days if it can be 
demonstrated the permit holder requires no more than two inspections per 
each discipline to obtain a Certificate of Occupancy or Certificate of 
Completion. The fee for a 30 day extension shall be based on the hourly 
rate for building inspections (two hour minimum for each discipline) and 
shall include an administrative fee based on general hourly plan review 
rate (two hour minimum) as set forth in Table 27-6 of the Peoria City 
Code. 

 
[A] 105.5.2 Reinstatement. When a permit has expired or become invalid, as
described in section 105.5, the building official is authorized to grant, in writing,
reinstatement of the permit for a period of not more than one year provided the 
following conditions are met: 

1. No changes have been made or will be made in the original plans and 
specifications for such work; and 
2. The original permit expired less than one year from the request to
reinstate or became invalid less than 180 days from the request to
reinstate. 
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The reinstatement shall be requested in writing and justifiable cause 
demonstrated. The application for reinstatement shall include payment of a non- 
refundable fee as set forth in Table 2-209 of the Peoria City Code for permit 
extensions. 

 

Exception: 
The building official is authorized to reinstate a permit for 30 days if it can 
be demonstrated the permit holder requires no more than two inspections 
per each discipline to obtain a Certificate of Occupancy or Certificate of 
Completion. The fee for a 30 day extension shall be based on the hourly 
rate for building inspections (two hour minimum for each discipline) and
shall include an administrative fee based on the general hourly plan
review rate (two hour minimum) as set forth in Table 2-209 of the Peoria
City Code. 

 

[A] 105.5.3 2 Demolition. Demolition permits shall expire if the work authorized
by such permit is not commenced within 30 days or completed within 60 days 
from the date of permit issuance, or if active and continuous demolition work is
suspended or abandoned for any period of five working days or more prior to  
final completion and clearance of all debris from the site. Reasonable and 
continuous progress shall be made to complete all demolition work as 
expeditiously as possible. See Section 3303 of the International Building Code  
for demolition permit conditions. 

 
The building official is authorized to grant, in writing, one extension of not more 
than 30 days. The extension shall be requested in writing and justifiable cause 
demonstrated. The application for extension shall be submitted prior to permit 
expiration and include payment of a non-refundable fee as set forth in Table 27-6 
of the Peoria City Code. 

 

Amend Section 105.6 Suspension or revocation to read as follows: 
 

[A] 105.6 Suspension or revocation. The building official is authorized to
suspend or revoke a permit issued under the provisions of this code wherever  
the permit is issued in error or on the basis of incorrect, inaccurate or incomplete
information; or in violation of any ordinance or regulation or any of the provisions 
of this code; or reasonable and continuous progress has not been made to 
complete the construction; or the continuance of any work becomes dangerous  
to life or property. 

 

It shall be unlawful to proceed with any work for which a permit was issued after 
notice of permit suspension or revocation is served on the permit holder, the 
owner or the person having responsible charge of the work. Reinstatement of a 
suspended permit shall be by written notice from the building official authorizing 
work to resume, with or without conditions. Revoked permits shall be cancelled 
and the permit fee shall not be refunded except as may be provided in Section 
109.6 of this code. 
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Amend Section 105.7 Placement of permit to read as follows: 
 
[A] 105.7 Placement of permit. Work requiring a permit shall not be
commenced until the permit holder or an agent of the permit holder has posted a
visible sign which identifies the permit number and the street address or suite 
number where construction work is authorized. This sign may be a copy of the 
permit or a permit notice card provided by the building official. Other forms of 
identification may be used when approved by the building official. This permit 
notice shall be maintained by the permit holder until the required final approval 
has been granted by the building official. The building permit or copy shall be 
kept on the site of the work until completion of the project. The permit holder  
shall post a visible sign which identifies the permit number, street address and lot 
number or suite number where construction work is authorized until completion of 
the project. Other forms of identification may be used when approved by the 
building official. 

 

[A] 105.8 Record changes. 
 

[A] 105.8.1 Owner name change. Any time after a permit has been issued
a new owner may be substituted for the original owner, provided the new
owner submits sufficient evidence verifying ownership and agrees to assume 
all code compliance obligations related to the permit, including responsibility 
for correcting any work previously installed in violation of any code 
requirement. 

 

[A] 105.8.2 Business name change. Any time after a permit has been
issued, the name of the tenant or business may be changed provided the 
intended occupancy or use of the premises is not changed. 

 

[A] 105.8.3 Contractor name change. Any time after a permit has been
issued, the recorded owner of the property may by affidavit request 
substitution of a new contractor for the contractor named on the original 
permit, provided the new contractor agrees to assume all code compliance 
obligations related to the permit including assuming responsibility for 
correcting any work previously installed in violation of any code requirement. 
Nothing in this section shall be construed as preventing a new contractor 
from obtaining a new permit to authorize only that work intended to be 
performed by the new contractor. 

 

[A] 105.8.4 Registered Design Professional Change. Any time after a
permit has been issued, a new architect or engineer shall submit a new 
special inspection certificate to the Development and Engineering
Department inspector at the site prior to performing any special inspections. 
Any changes to the permitted drawings shall be approved either by the 
Development and Engineering Department inspector at the site or in the plan 
review process as revision submittal. The new registered  design  
professional must be registered in the State of Arizona. 
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[A] 105.8.5 Address changes. A permit is not transferable from one
property to another and no address change shall be processed which would 
have this effect. Any time after a permit has been issued or any time a 
property owner wishes to change the official address of any property, the 
recorded owner may request an address change in writing. The application 
shall be accompanied by a nonrefundable processing fee, equal to the 
minimum permit fee as set forth in Table 27-6 of the Peoria City Code. The 
department shall assign all addresses in accordance with established City 
regulations and may approve, modify or deny any request accordingly.  
Where an address change requires revising more than 10 records, the 
department may charge an administrative fee based upon the hourly rate for 
plan revisions. 

 
[A] 105.8.6 Scope of work changes. Permit records shall be changed to
increase or decrease the scope of work or valuation of any project. Any 
increase in scope of work or valuation requires an application for a new 
permit and payment of additional permit fees for the supplemental work. Any 
decrease in scope of work or valuation will be grounds for changing the 
permit record. In the case where a project scope is reduced after permit 
issuance, the original permit shall be revised to authorize the reduced scope 
of work, or, if no work has been started, the owner may, in writing, request to 
cancel the original  permit  and obtain  a  refund  in  accordance  with Section 
109.6 of this Code. In this case a new permit shall then be obtained for the 
actual work proposed. 

 

[A] 105.8.7 Fees. The fee for record changes shall be equal to the
minimum hourly charge as set forth in Table 27-6 of the Peoria City Code. 

 

SECTION 107 to be amended as follows: 
 
SECTION 107 SUBMITTAL DOCUMENTS 

 

Amend Section 107.1 General to read as follows: 
 
107.1 General. 
Submittal documents consisting of construction documents, statement of special 
inspections, geotechnical report and other data shall be submitted in two or more 
sets with each permit application. The construction documents shall be prepared
by a registered design professional as required by the State of Arizona Board of 
Technical Registration. Where special conditions exist, the building official is 
authorized to require additional construction documents to be prepared by a 
registered design professional licensed by the state of Arizona. 

Exception: The building official is authorized to waive the submission of 
construction documents and other data not required to be prepared by a
registered design professional if it is found that the nature of the work applied
for is such that review of construction documents is not necessary to obtain
compliance with this code. 
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Amend Section 107.2 Construction documents to read as follows: 
 
107.2.1.1 Fire Life Safety Report (FLSR). Prior to submitting construction 
drawings for high-rise buildings, covered mall buildings, buildings containing 
atriums and other structures as determined by the building official, the design 
team shall prepare and submit a Fire Life Safety Report. This FLSR shall provide 
a description of the occupancies, design codes, egress, emergency systems, 
smoke control and other related systems, and a conceptual description of the 
suppression system. The first submittal of the building construction plans must 
incorporate the first review comments of the FLSR. 

 
 

[A]  107.2.7  Shell Building Permit Application Drawings. 
 

Relocate Section 107.2.6.2 Exit Discharge Illumination and to read as follows: 
 

[A] 107.2.7.1  Exit Discharge Illumination.  If two or more exits are required for
a shell building, as determined by the code, then emergency exterior exit 
discharge illuminations shall be required for all exterior exit doors and the permit 
application drawings shall show such illuminations for all exterior exit doors. 

 

Relocate Section 107.2.6.3 Exterior Exit Door Accessibility and to read as 
follows: 

 

[A] 107.2.7.2 Exterior Exit Door Accessibility. All Exterior doors for a shell
building shall be accessible and shall be shown as such on the permit application
drawings. Accessible egress doors shall be on an accessible route of travel to  
the public way or an approved alternate. 

 

Relocate Section 107.2.6.4 Exterior Signs and to read as follows: 
 

[A] 107.2.7.3 Exterior Signs. Shell building permit application drawings shall
comply with NEC 600.5 for each front entrance. Tenant exterior sign locations 
shall be provided with a 20 amp, 120 volt circuit to a 4-gang junction box. 
Drawings shall show ¾ inch conduit routed and 3-#12, 1-#12 ground to a junction 
box inside the building to a tenant panel or inside the building near the vicinity of 
a future tenant panel.  Drawings shall show separate branch circuits for each  
sign junction box. 

 

Amend Section 107.4 Amended construction documents to read as follows: 
 

[A]  107.4 Amended construction documents. 
Work shall be installed in accordance with the approved construction documents, 
and any changes made during construction that are not in compliance with the 
approved construction documents shall be resubmitted for approval as an 
amended set of construction documents. Amended sets of construction 
documents shall be subject to revision fees as set forth in Table 27-6 of the 
Peoria City Code. 
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Amend Section 107.5 Retention of construction documents to read as follows: 
 

[A]  107.5 Retention of construction documents. 
One set of approved construction documents shall be retained by the building 
official in accordance with the retention schedules set by the Peoria City Clerk
Department Records Management Program. 

 
107.5.1 Standard Plans. Standard plans are valid under the code in effect  
at the time of submittal and valid for the duration of the code cycle as long as 
the plan remains active. Upon adoption of a new code standard plans shall 
expire and be discarded, by the building official, in accordance with the 
retention schedules set by the Peoria City Clerk. 

 
Amend Section 108 Temporary structures and uses to read as follows: 

 

SECTION 108 TEMPORARY STRUCTURES AND USES 
 
108.1 General. 
The building official is authorized to issue a permit for temporary structures and 
temporary uses. Such permits shall be limited as to time of service, but shall not 
be permitted for more than 180 days. The building official is authorized to grant 
extensions for demonstrated cause. 

 
Exception: Temporary fences, not associated with a construction project, 
shall not be permitted unless approved by the Planning and Zoning 
Department. 

 
 

SECTION 109 to be amended as follows: 
 
SECTION 109 FEES 

 

Amend Section 109.2 Schedule of permit fees to read as follows: 
 
[A]  109.2 Schedule of plan review and permit fees. 
On buildings, structures, electrical, gas, mechanical and plumbing systems or 
alterations requiring a permit, a fee for each permit and plan review shall be paid
as required, in accordance with the schedule set forth in Table 27-6 of the Peoria 
City Code. Fees paid for plan reviews, permits or other services are not 
transferable. 

 
109.2.1 Supplemental permits. The fee for a supplemental plan review and 
permit to cover any additional work or additional valuation not included in the
original permit shall be computed based on the valuation of the supplemental 
work. A new permit for a building addition shall be required to increase the
building area authorized by a permit. Supplemental work started prior to 
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obtaining a supplemental permit is subject to an investigation fee set forth in 
Section 109.4 of this Code. 

 
Amend Section 109.3 Building permit valuations to read as follows: 

 
[A]  109.3 Building permit valuations. 

 

The applicant for a permit shall provide an estimated project valuation at time of 

application. Project valuation shall include total value of work, including materials 

and labor, for which the permit is being issued, such as electrical, gas, 

mechanical, plumbing equipment, finish work and permanent systems. 

Project valuation is the higher of the minimum project valuation as calculated by 

Development and Engineering, or the project valuation as provided by the 

applicant. The minimum project valuation is calculated using the International 

Code Council Building Valuation Data adjusted for the City of Peoria. Final 

building permit valuation shall be set by the building official. 

Amend Section 109.6 Refunds to read as follows: 
 

[A] 109.6 Refunds. The building official is authorized to establish a refund
policy. 

 

109.6.1 Unused permits. The building official may authorize refunding of  
not more than 80 percent of the permit fee paid when no work has been done 
under a permit issued in accordance with this Code, or where the permit 
issued is found to be a duplication of a previously issued permit. In all cases, 
a minimum amount shall be retained to pay for processing the refund 
request. 

 
109.6.2 Withdrawn applications. The building official may authorize 
refunding of not more than 80 percent of the plan review fee paid when an 
application for a permit for which a plan review fee has been paid is 
withdrawn or canceled before any plan review is done. In all cases, a 
minimum amount shall be retained for processing the refund request. 

 

109.6.3 Special conditions. In paragraphs 1 and 2 above, the building 
official may at their discretion authorize a refund of more than 80 percent of 
the permit fee or plan review fee when the applicant demonstrates unique 
and unusual circumstances, provided the department retains an amount 
sufficient to recover all direct and indirect costs attributable to the project. In 
all cases, a minimum amount shall be retained for processing the refund 
request. 

 

109.6.4 Refund requests. The building official shall not authorize the 
refunding of any fee paid except upon written application filed by the original 
permit holder.  The written application must be submitted to the Development 
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and Engineering Department before the permit expires or not later than 180 
days after the date of the fee payment, whichever occurs first. 

 
Amend Section 109.7 Plan review fees to read as follows: 

 

[A] 109.7 Plan review fees. When submittal documents are  required by
Section 107.3.4.1 of this code, a plan review fee shall be paid at the time of 
submittal. The plan review fees specified in this section are separate fees from, 
and in addition to, the permit fees specified in section 109.2  this Code. 

 

When submittal documents are incomplete or changed so as to require additional 
plan review, or when the project involves deferred submittal items as defined in 
Section 107.3.4.1 of this code, an additional plan review fee shall be charged as 
set forth in this section. 

 
109.7.1 Deferred submittals. When the building official has agreed to
accept deferred submittals on a project, the full plan review fee for the entire
project shall be paid upon first submittal. Thereafter, the plan review fee for 
each additional submittal shall be determined as set for in Table 2-209 of the 
Peoria City Code. 

 
109.7.2 Plan review corrections. No additional fee shall be charged for 
checking corrections required by the building official on the first re-submittal. 
However, if the same or related corrections must again be noted on 
subsequent submittals, an additional rechecking fee shall be assessed and 
paid prior to re-submittal for a third or subsequent review. 

 
109.7.3 Plan revisions. When plans are changed or revised so as to  
require additional plan review, an additional plan review fee shall be 
assessed. Changes or revisions which add to the scope of work included in 
the original plan submittal or on an issued permit shall be treated as a new 
work requiring a new permit application, new plan review fee and new permit 
fee. 

 
109.7.4 Standard plans. The plan review fee for a non-site specific 
standard plan shall be determined as set forth in Table 2-209 of the Peoria 
City Code. In addition, a separate plot plan review fee shall be assessed 
each time a reviewed standard plan is referenced and used for purposes of 
obtaining a site specific building permit. 

 
109.7.5 Special plan review services. Additional fees shall be charged for 
special plan review services, but in no case less than an hourly rate sufficient 
to pay all direct and indirect expenses related to any special services 
provided. 
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Amend Section 109.8 Inspections and re-inspections to read as follows: 
 

[A] 109.8 Inspections and re-inspections. Permit fees provide for customary
inspections only. When inspections are requested for weekends, holidays, or  
any time other than the regular working hours of the building official, an additional 
fee will be required. 

 

A re-inspection fee may be assessed for each inspection or re-inspection when 
such portion of work for which inspection is called is not complete or when 
corrections called for are not made. 

 
Re-inspection fees may also be assessed when the approved plans are not 
readily available to the inspector; for failure to provide access on the date for 
which inspection is requested, or for deviating from plans requiring the approval 
of the building official. 

 
When inspections are requested for weekends, holidays, or any time other than 
the regular Development and Engineering inspection hours, an additional fee will 
be required as specified in Table 27-6 of the Peoria City Code. 

 
SECTION 110 INSPECTIONS to be amended as follows: 

 
SECTION 110 INSPECTIONS 

 

Amend Section 110.1 General to read as follows: 
 

[A] 110.1 General. Construction or work for which a permit is required shall be
subject to inspection by the building official and such construction or work shall 
remain accessible and exposed for inspection purposes until approved. Approval 
as a result of an inspection shall not be construed to be an approval of a violation 
of the provisions of this code or of other ordinances of the jurisdiction.  
Inspections presuming to give authority to violate or cancel the provisions of this 
code or of other ordinances of the jurisdiction shall not be valid. It shall be the 
duty of the permit applicant to cause the work to remain accessible and exposed 
for inspection purposes. Neither the building official nor the jurisdiction shall be
liable for expense entailed in the removal or replacement of any material required 
to allow inspection. A survey of the lot may be required by the building official to 
verify that the structure is located in accordance with the approved plans where 
existing, legal corner boundary markers are not readily verifiable. 

 

Amend Section 110.3.8.1 Swimming pool inspections to read as follows: 
 

[A] 110.3.8.1 Swimming pool inspections. In addition to the inspections
required in section 110.3.1 of this code, a rough-in inspection is required after all 
fixed metal parts are in place and electrically bonded but prior to concealing or 
placement of any concrete or gunite. A final inspection is required before a finish 
coating is placed and before the pool is filled with water. At the time of final 
inspection, all of the following must be complete: 
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1. Installation of all motors, lights and electrical circuits, including connection 
to approved overcurrent protection devices. 
2. Installation and electrical bonding of all fixed metal parts within 5 feet
(1524 mm) of the inside edge of the pool. 
3. Installation of approved backflow prevention devices on the nearest hose 
bibb(s) providing water supply for the pool. 
4. Installation of all pool enclosures and barriers required by this Code. 

 
SECTION 111 to be amended as follows: 

 
SECTION 111 CERTIFICATE OF OCCUPANCY 

 

[A]  111.1 Use and occupancy. 
A building or structure shall not be used or occupied, and a change in the  
existing use or occupancy classification of a building or structure or portion 
thereof shall not be made, until the building official has issued a certificate of 
occupancy therefore as provided herein. Issuance of a certificate of occupancy 
shall not be construed as an approval of a violation of the provisions of this code 
or other ordinances of the City of Peoria. 

 
Exceptions: 
1. Certificates  of  occupancy  are  not  required  for  work  exempt    from 

permits under Section 105.2. 
 

2. Certificates of occupancy are not required for one and two family 

residences. Only final inspection approval and a utility clearance is 

required prior to occupancy. 

[A] 111.2 Certificate issued. After the building official inspects the building or
structure and finds no violations of the provisions of this code or other laws that 
are enforced by the Development and Engineering Department, the building 
official shall issue a certificate of occupancy that contains the following: 

1. The building permit number. 
 

2. The address of the structure. 
 

3. The name and address of the owner. 
 

4. A description of that portion of the structure for which the certificate is 

issued. 

5. A statement that the described portion of the structure has been 

inspected for compliance with the requirements of this code for the 

occupancy and division of occupancy and the use for which the 

proposed occupancy is classified. 

6. The date of issuance. 
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7. The edition of the code under which the permit was issued. 
 

8. The use and occupancy, in accordance with the provisions of Chapter

3. 

9. The type of construction as defined in Chapter 6. 
 

10. The design occupant load. 
 

11. If an automatic sprinkler system is provided, whether the sprinkler 

system is required. 

12. Any special stipulations and conditions of the building permit. 
 

[A]  111.3 Temporary occupancy. 
The building official is authorized to issue a temporary certificate of occupancy 
before the completion of the entire work covered by the permit, provided that  
such portion or portions shall be occupied safely. The building official shall set a
time period during which the temporary certificate of occupancy is valid. The fee 
for a temporary certificate of occupancy shall be as set forth in Table 27-6. 

 
Exception: Where, in the opinion of the building official, there is very little 
remaining work to obtain a full certificate of occupancy, the fee for a 
temporary certificate of occupancy may be waived if the duration to 
resolve outstanding issues will take less than 14 calendar days. 

 

111.3.1 Application. Application for a temporary certificate of occupancy shall 
be on a form supplied by the Development and Engineering Department and  
shall include payment of a nonrefundable fee as set forth in Section 109 of this 
code. Issuance of a temporary certificate of occupancy shall be subject to the 
property owner and the permit holder agreeing in writing to comply with all 
stipulations set forth by the Development and Engineering Department. 

 

111.3.2 Duration. The maximum duration for temporary occupancy of a  
building, or a portion thereof, shall be the expiration date of the permit under 
which the temporary Certificate of Occupancy was issued or 60 days, whichever 
occurs first, at which time all requirements of the Building Code of the City of 
Peoria, the City of Peoria Fire Code, The City of Peoria Zoning Ordinance and 
other applicable codes and ordinances shall have been completed. 

 

[A] 111.5 Certificate of occupancy only. Application may be made for the
building official to consider issuing a certificate of occupancy only for a change in 
use or for new use of an existing building when no construction permit has been 
issued. Application for such a certificate shall be on a form provided by the 
Development and Engineering Department, and shall include payment of a 
nonrefundable application and inspection fee. This fee shall be in addition to any 
plan review fee or subsequent permit fee that may be required by Section 109 of
this Code. 
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111.6 Duplicate certificates of occupancy. Duplicate copies of a valid 
certificate of occupancy may be obtained from the Development and Engineering 
Department upon payment of an administrative service fee sufficient to cover 
records search and copy costs. 

 
SECTION 113 BOARD OF APPEALS is hereby amended as follows: 

 
SECTION 113 BOARD OF APPEALS 

 

Section 113.1 General is deleted in its entirety and hereby amended to read as 
follows: 

 

[A] 113.1 General.  Refer to Chapter 3, Section 3-17 of the Peoria City Code. 
 

SECTION 114 to be amended as follows: 
 
SECTION 114 VIOLATIONS 

 

Amend Section 114.1 to read as follows: 
 

[A] 114.1 Unlawful Acts. It shall be unlawful for any person, firm or corporation
to erect, construct, alter, extend, repair, move, remove, demolish or occupy any 
building, structure or equipment regulated by this code, or cause same to be 
done, in conflict with or in violation of any of the provisions of this code. 
Whenever, by the provisions of this Code, the performance of any act is
prohibited or wherever any regulation, dimension or limitation is imposed on the 
erection, alteration, repair, maintenance, demolition or occupancy of any building, 
structure or building service equipment, a failure to comply with the provisions of 
this Code shall constitute a violation. Every day on which a violation exists shall 
constitute a separate violation and a separate offense. The remedies herein are 
cumulative and the City of Peoria may proceed under one or more such 
remedies. 

 

114.1.1 Responsible parties. For the purpose of this Code, unless a particular 
section, subsection or clause places compliance responsibility upon a different 
person, the property owner, the tenant or occupant in responsible control of the 
premises and the person, firm or corporation performing the work all have the 
duty to ensure that all applicable requirements of this Code are complied with. 
Failure to comply with the provisions of this Code or with a lawful order of the 
Building official, subjects the owner, the tenant or occupant, and the person, firm 
or corporation performing the work to the criminal penalties and civil remedies 
prescribed in this section. 

 

114.1.2 Submittal information. It shall be unlawful and a violation of this Code 
for any person, firm or corporation to falsify or to materially misrepresent 
information submitted to the Building official as part of any application or request 
for approval required by this Code. 
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114.1.3 Alternate methods, materials and equipment. It shall be unlawful and 
a violation of this Code for any person, firm or corporation to use any method, 
material or equipment as an alternate to the methods, materials or equipment 
permitted by this Code without first having obtained approval from the Building 
official in the manner provided in this Code. 

 
114.1.4 Permits. It shall be unlawful and a violation of this Code for any person, 
firm or corporation to perform any work for which a permit is required by this  
Code until such permit has been obtained from the building official and been 
posted on the premises where the work is to be performed. Working beyond the 
authorized scope of a permit constitutes work without a permit, 

 
It shall also be unlawful and a violation of this Code for any person, firm or 
corporation to occupy, use or maintain any building, structure or other property 
improvement that was built, erected, altered or improved without a valid permit 
issued by the building official when such permit is required by this Code. 

 
114.1.4.1 Non-permitted construction enforcement. In cases of non- 
permitted construction, an investigation shall be made before a permit  
may be issued for the work. Non-permitted construction is grounds for the 
building official to stop all work on the project until appropriate permits are 
obtained. Non-permitted construction cases shall be subject to the 
enforcement procedures set forth herein. 

 

114.1.4.1.1 Application for permit. The owner or authorized agent must 
apply for or obtain a permit by the date indicated within 15 calendar days 
of receipt of a on the notice of violation or the date indicated on the notice 
of violation by which to obtain a permit. 
Exception: Additional time may be granted when deemed necessary, by 

the complexity of work or other justifiable circumstances prohibiting 
meeting the designated date to obtain a permit.discretion of the building 
official. 

 

114.1.4.1.2 Permits. Permits for work commenced without a permit must 
be obtained no later than 60 calendar days from the date of application. 

 

Exception: Additional time may be granted when deemed necessary depending 
on the complexity of work or other justifiable circumstances prohibiting meeting 
the designated date to obtain a permit by the discretion of the building official. 

 

114.1.4.1.3 Job-site meeting. Upon issuance of the permit(s) a job meeting will 
be scheduled for the inspector to meet with the owner or authorized agent at the 
job site. The purpose of the job meeting is to determine corrective action required 
for compliance and to establish an inspection schedule. The permit shall be 
suspended if the jobsite meeting does not occur within 45 calendar days of  
permit issuance. 
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114.1.4.1.4 Completion of work. All work must be completed within 180 
calendar days from date of permit issuance. No action or inaction by the City  
shall relieve the permit holder from their duty to complete construction with 180 
days from the permit issuance. Work shall begin no later than 90 days from 
permit issuance and there shall be no pause in construction of more than 90  
days or the permit will expire. 

 

114.1.4.1.5 Extension. A one-time extension, not-to-exceed 90 calendar days, 
may be granted with the approval of the building official and is subject to a fee as 
set forth in Table 27-6 of the Peoria City Code. Applications for permit extensions 
must be received prior to expiration of the permit. 

 

114.1.5 Approval conditions. It shall be unlawful and a violation of this Code for 
any person, firm or corporation to install or perform any construction work or to 
maintain, occupy or use any building, structure or other property improvement 
that deviates from the plans, designs, specifications or materials approved by the 
building official at the time of permit issuance, unless such deviation has received 
approval from the building official. 

 
It shall be unlawful and a violation of this Code for any person, firm or corporation 
to fail to comply with any condition or stipulation required by the building official  
as part of the approval of any modification request; any request for use of 
alternate methods, materials or equipment; any plan approval; any permit 
issuance; any inspection notice; or any conditional or permanent certificate of 
occupancy approval. 

 

It shall be unlawful and a violation of this Code for any person, firm or corporation 
to violate any requirement, condition, specification or prohibition contained in any 
provision of this Code. 

 

114.1.6 Inspections. It shall be unlawful and a violation of this Code for any 
person, firm or corporation to: 

 

1. fail to request all inspections required by the provisions of this Code. 
 

It shall be unlawful and a violation of this Code for any person, firm or 
corporation to 
2. Ccover or conceal any work requiring inspection until such inspection has 

been made and approved by the building official. 
 

114.1.7 Certificate of Occupancy violation. It shall be unlawful and a violation 
of this Code for any person, firm or corporation to: 

 

1. Ooccupy or use any building or structure without first having obtained a 
Certificate of Occupancy as required by the provisions of this Code. 
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It shall be unlawful and a violation of this Code for any person, firm or corporation 
to 

3. 2. Ooccupy or use any building or structure for any use or activity other 
than that authorized by a Certificate of Occupancy for such building or 
structure. 

 

It shall be unlawful and a violation of this Code for any person, firm or corporation 
to 

4. 3. Cchange the occupancy, use or character or use of any building or 
structure without first obtaining a new Certificate of Occupancy for such 
new use. 

 

It shall be unlawful and a violation of this Code for any person, firm or corporation 
to 

5. 4. Ccontinue to occupy or use any building or structure in violation of the 
conditions of any temporary Certificate of Occupancy or after the  
expiration of a temporary Certificate of Occupancy. 

 

114.1.8 Unsafe buildings and building service equipment. It shall be unlawful 
and a violation of this Code for any person, firm or corporation to: 

1. Ccause or to create any unsafe condition as defined in this Code. 
2. It shall be unlawful and a violation of this Code for any person, firm or
corporation to Uuse or occupy any building or structure, or to use or 
operate any building service equipment, when such building, structure or 
building service equipment has been declared unsafe in accordance with 
the provisions of this Code. These requirements shall apply to all
buildings, structures and building service equipment, whether new, 
existing, under construction or being demolished. 

 
3. It shall be unlawful and a violation of this Code for any person, firm or 

corporation to Ffail to make repairs or otherwise fail to correct or abate 
any unsafe condition as defined in this Code. 

 
4. It shall be unlawful and a violation of this Code for any person, firm or 

corporation to Ffail to comply with an unsafe condition abatement order 
issued by the building official in accordance with Section 116 of this 
Code. 

 

114.1.9 Lawful orders. It shall be unlawful and a violation of this Code for any 
person, firm or corporation to fail to comply with any lawful notice or order of the 
building official issued in accordance with the provisions of this Code. 

 

Amend Section 114.2 to read as follows: 
 
114.2 Notice of violation. The building official is authorized to serve a notice of 
violation or order on the person responsible for the erection, construction, 
alteration,  extension,  repair,  moving,  removal,  demolition  or  occupancy  of  a 
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building or structure in violation of the provisions of this code, or in violation of a 
permit or certificate issued under the provisions of this code. Such order shall 
direct the discontinuance of the illegal action or condition and the abatement of 
the violation. 

 

Notices of violation of this Code shall be in writing and shall be served by 
personal service or by certified mail with return receipt requested. Service shall 
be deemed complete upon delivery. 

 

The notice of violation shall identify the address or legal description of the 
property in question and shall state the nature and extent of the violation in such 
detail as to allow the correction or abatement of the violation. The notice shall 
provide the name and phone number of a City representative to contact 
concerning the violation and acceptable methods of correction or abatement. The 
notice shall state the remedies available to the City for correction or abatement of 
the violation and the procedures to follow should the recipient wish to appeal the 
issuance of the notice. 

 

Nothing herein shall preclude the building official from giving additional verbal or 
written information notices. 

 

Nothing herein shall require the issuance of a notice of violation prior to
commencement of emergency abatement or civil or criminal violation
proceedings. 

 

114.2.1 Recording a violation. The City of Peoria may record a notice of 
violation with the County recorder. A recorded notice of violation shall run with  
the land. Failure to record a notice of violation shall not affect the validity of the 
notice as to persons who receive the notice. When the property is brought into 
compliance, a satisfaction of notice of violation shall be filed with the County 
recorder, at the request of the owner or responsible party at the requester’s 
expense. 

 

Amend Section 114.4 to read as follows: 
 
114.4 Violation penalties. 
Any person who violates a provision of this code or fails to comply with any of the 
requirements thereof or who erects, constructs, alters or repairs a building or 
structure in violation of the approved construction documents or directive of the 
building official, or of a permit or certificate issued under the provisions of this 
code, shall be subject to penalties as prescribed by law. 

 
114.4.1 Fees. Any person who commences any work on a building, structure, 
electrical, gas, mechanical or plumbing system without first obtaining the 
necessary permit(s) shall be subject to the following penalties and fees in  
addition to the required permit fees. 
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1. Investigation fee. An investigation fee, in addition to the permit fee, 

shall be assessed whether or not a permit is then or subsequently 

issued. The investigation fee shall be as set forth in Table 27-6 of The 

Peoria City Code. 

 
2. Permit fees. The permit fee for work commenced without permits shall 

be twice the published permit fees as set forth in Table 27-6 of The 

Peoria City Code. 

 
Exceptions: 
1. The Development and Engineering Department may waive the 
investigation fee and/or additional permit fee where it can be 
demonstrated that the nonpermitted construction was completed by a 
previous owner. 
2. When work without permits is to be totally demolished by the owner,
the demolition permit fee shall be as set forth in Table 27-6 of the 
Peoria City Code. 

 

SECTION 116 to be amended as follows: 
 
SECTION 116 UNSAFE STRUCTURES AND EQUIPMENT 

 

[A] 116.1 Conditions. 
Structures or existing equipment that are or hereafter become unsafe, insanitary 
or deficient because of inadequate means of egress facilities, inadequate light 
and ventilation, or which constitute a fire hazard, or shock hazard or are 
otherwise dangerous to human life or the public welfare, or that involve illegal or 
improper occupancy or inadequate maintenance, shall be deemed an unsafe 
condition. Unsafe structures shall be taken down and removed or made safe, as 
the building official deems necessary and as provided for in this section. A vacant 
structure that is not secured against entry shall be deemed unsafe. 

 

In addition to the provisions of this Code, all buildings, structures and property 
shall be maintained in compliance with the provisions of the International  
Property Maintenance Code and all unsafe buildings or structures shall be 
subject to the abatement and enforcement provisions of that code. 

 

[A] 116.2 Definitions. Record Unsafe structures and equipment shall be
classified as being an unsafe or imminent unsafe condition. 

 

The building official shall cause a report to be filed on an unsafe condition. The 
report shall state the occupancy of the structure and the nature of the unsafe 
condition. 



 

Ordinance No. 2019-12 
Page 37 of 128 

UNSAFE CONDITION is a hazard that has the potential to cause harm or 
damage to life, health or property if not corrected. Sections 116.3, 116.4, and 
116.5 include but are not limited to unsafe conditions. 

 
IMMINENT UNSAFE CONDITION is an unsafe condition that is a high, real and 
immediate risk to life, health or property. Sections 116.3 and 116.4 include but 
are not limited to imminent unsafe conditions. 

 
[A] 116.3 Notice Unsafe buildings or structures. 
If an unsafe condition is found, the building official shall serve on the owner, 
agent or person in control of the structure, a written notice that describes the 
condition deemed unsafe and specifies the required repairs or improvements to 
be made to abate the unsafe condition, or that requires the unsafe structure to be 
demolished within a stipulated time. Such notice shall require the person thus 
notified to declare immediately to the building official acceptance or rejection of 
the terms of the order. Conditions or defects that render a building or structure 
unsafe include, but are not limited to: 

 

1. Where the stress in any materials, member or portion thereof, due to all 
dead and live loads, is more than one and one-half times the working 
stress or stresses allowed in this code for new buildings of similar 
structure, purpose or location. 
2. Where any portion thereof has been damaged by fire, earthquake, wind,
flood or any other cause to such an extent that the structural strength
or stability thereof is materially less than it was before such catastrophe 
and is less than the minimum requirements of this Code for new buildings 
of similar structure, purpose or location. 
3. Where any portion thereof has wracked, warped, buckled or settled to 
such an extent that walls or other structural portions have materially less 
resistance to winds or earthquake than is required in the case of similar 
new construction. 
4. Where the exterior walls or other vertical structural members list, lean or 
buckle to such an extent that a plumb line passing through the center of 
gravity does not fall inside the middle of one-third of the base. 
5. Where any building or structure which, whether or not erected in 
accordance with all applicable laws and ordinances or not, has any non- 
supporting part, member or portion less than 50 percent, or in any 
supporting part, member or portion less than 66 percent, of the strength or
fire-resisting qualities required by law in the case of a newly constructed 
building of like area, height and occupancy in the same location. 

 

Imminent unsafe conditions: 
1. Where any door, aisle, passageway, stairway or other means of egress
is locked, blocked or constricted so as to prevent safe and adequate 
means of egress in case of fire or panic. 
2. Where any portion of a building, or any member, appurtenance or
ornamentation on the exterior thereof, is not of sufficient strength or 
stability or is not so anchored, attached or fastened in place so as to be 
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capable of resisting a wind pressure of one-half of that specified in this 
code for new buildings of similar structure, purpose or location without 
exceeding the working stresses permitted for such buildings. 
3. Where the building or structure, or any portion thereof, is likely to 
partially or completely collapse because of dilapidation, deterioration or 
decay; faulty construction; the removal, movement or instability of any 
portion of the ground necessary for the purpose of supporting such 
building; the deterioration, decay or inadequacy of its foundation; or any 
other cause. 
4. Where, for any reason, the building or structure, or any portion thereof, 
is manifestly unsafe for the purpose for which it is being used. 
5. Where the building or structure, exclusive of the foundation, shows 33 
percent or more damage or deterioration of its supporting member or 
members, or 50 percent damage or deterioration of its non-supporting 
members, enclosing our outside walls or coverings. 
6. Where the building or structure has been so damaged by fire, wind, 
earthquake or flood, or has become so dilapidated or deteriorated as to 
become an attractive nuisance to children or a harbor for vagrants, 
criminals or immoral persons. 
7. Where any swimming pool is not enclosed with all barriers required by 
this Code. 

 

116.4 Method of service Unsafe building service equipment. 
 

Such notice shall be deemed properly served if a copy thereof is: Delivered to the 
owner personally; sent by certified or registered mail addressed to the owner at 
the last known address with the return receipt requested; or delivered in any  
other manner as prescribed by local law. If the certified or registered letter is 
returned showing that the letter was not delivered, a copy thereof shall be posted 
in a conspicuous place in or about the structure affected by such notice. Service 
of such notice in the foregoing manner on the owner’s agent or on the person 
responsible for the structure shall constitute service of notice on the owner. 
Unsafe building service equipment is equipment which constitutes a fire hazard  
or hazard to life, health, property or the public welfare by reason of use, 
construction, quality of materials or inadequate maintenance or dilapidation. 
Conditions or defects that render equipment unsafe include, but are not limited  
to: 

 
 

116.4.1 Gas-fired, oil-fired or solid-fuel-fired appliance, devices or 
apparatus which have any of the following defects: 

 

1. Defective heat exchangers. 
2. Defective or improperly installed and adjusted controls and
appurtenances 
3. Equipment locations which will constitute a fire or explosion 
hazard. 
4. Defective or improperly installed equipment. 
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Imminent unsafe conditions: 
 

1. Defective or deteriorated vents, venting or flues which permit 
leakage of flue gases through the flue walls. 
2. Defective or leaking fuel supply lines. 
3. Insufficient fresh air supply for combustion of fuel and vent 
operation. 
4. Heating appliances which are not property vented. 
5. Excessive exhaust in boiler, furnace rooms or areas where gas, 
liquid or solid fuel fired equipment is located. 

 

116.4.2 Electrical systems, appliances, devices or apparatus which 
have any of the following defects: 

1. Loose or poor electrical connections creating a fire or shock 
hazard. 
2. Equipment or circuits not properly grounded and bonded.
3. Misuse of flexible cords and cables. 
4. Wiring method or equipment not properly supported. 
5. Improperly installed or not suitable for the intended use and 
location. 

 

Imminent unsafe conditions: 
1. Uninsulated or exposed live parts and a fire or shock hazard 
exists. 
2. Overloaded branch circuits, feeders or service equipment. 
3. Equipment or conductors not properly protected from overload, 
short circuit or ground fault. 
4. Equipment short-circuit, interrupting or withstand ratings 
insufficient for the available fault current at the line terminals of the 
equipment. 
5. Inadequate maintenance, dilapidation, damage, obsolescence or 
abandonment. 

 

116.4.3 Boilers or pressure vessels which have any of the following 
conditions: 

1. Excessive scaling or corrosion, or cracks in seams, tubes or 
shells. 
2. Defective or improperly installed operational controls, burners or
other appurtenances. 
3. Hazardous operation or location of equipment. 
4. Unacceptable means for blowdown where required. 
5. Insufficient fresh air supply for complete combustion of fuel and
vent operation. 
6. A boiler or pressure vessel operated above its allowable 
pressure or temperature. 



Ordinance No. 2019-12 
Page 40 of 128 

 

Imminent unsafe conditions: 
1. Defective or improperly installed safety valves, or safety valves  
of improper setting, capacity or acceptable means of discharge. 
2. Defective or improperly installed vent system for products of
combustion. 
3. Insufficient fresh air supply for complete combustion of fuel and
vent operation. 

 

116.4.4 Refrigeration equipment which has any of the following 
defects: 

1. Inadequate ventilation of machinery rooms. 
2. Inadequate sizing, setting capacity or venting of pressure-relief
valves. 
3. Hazardous location or operation of equipment. 
4. Defective or improperly installed safety controls. 
5. Refrigerants of a type or quantity which is prohibited for 
conditions under which it is used. 

 

Imminent unsafe conditions: 
1. Systems using ammonia as a refrigerant where inadequate 

provisions have been made for disposal as required elsewhere 
in this Code. 

 

116.4.5 Plumbing systems which have any of the following defects:
1. Drainage systems which are clogged, fouled or depositing solids.
2. No trap seal is provided or the seal is inadequate. 
3. Lack of sewer venting or venting into an enclosed building or 
structure. 
4. Leaking water, sewage or sewer gas inside or outside a building. 
5. Open or abandoned cesspools or septic tanks. 

 

Imminent unsafe conditions: 
1. Where the water does not meet the standards for potability as 
required by the Maricopa County Environmental Services 
Department. 
2. The existence of cross connection, backflow or back siphonage,
which creates health hazards or pollution. 
3. Lack of running water to operate plumbing fixtures required for
the use or occupancy of the premises. 

 
 

116.5 Restoration Unsafe excavations. 
Where the structure or equipment determined to be unsafe by the building official 
is restored to a safe condition, to the extent that repairs, alterations or additions 
are made or a change of occupancy occurs during the restoration of the 
structure, such repairs, alterations, additions and change of occupancy shall 
comply with the requirements of the International Existing Building Code. 
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An unsafe excavation is any abandoned swimming pool or any active or 
abandoned mining shaft, test hole, well, pit, trench or other excavation which is 
more than 4 inches (102 mm) in any lateral dimension and more than 3 feet (914 
mm) in depth, whenever such excavation is not covered, fenced or otherwise 
enclosed such that the general public is exposed to an imminent hazard. This 
does not apply to active sand or gravel mines being operated in compliance with 
City and State laws. 

 

116.6 Restoration Notice of violation. 
Once a structure, condition, equipment, or excavation is declared unsafe or 
imminent unsafe conditions exist, a Notice of Violation (NOV) shall describe the 
unsafe or imminent unsafe conditions, and properly issued to the property owner. 
A specified time shall be stated on the NOV by which the unsafe / imminent 
unsafe conditions must be abated. A building permit must also be obtained to 
request an inspection to verify the unsafe imminent conditions has been abated. 

 

Upon receipt of the NOV, the person or persons occupying or having control of 
any unsafe building, structure or building service equipment shall take immediate 
steps to vacate the building or structure or to otherwise safeguard the health and 
safety of the public including all building occupants., The NOV shall require the 
property owner, persons with authority and control of the structure, equipment, or 
excavation, to notify the appropriate agency or agencies of the situation as 
follows: 

 

1. The fire department shall be notified immediately of all personal injuries, 
fires, explosions or hazardous materials incidents. 
2. The Water Services Department shall be notified immediately of all
backflow, back siphonage or cross-connection incidents according to City 
procedures. 
3. The gas utility shall be notified immediately of any unsafe conditions 
relating to gas piping or gas-fired building service equipment. 
4. The electric utility shall be notified immediately of any shock injuries; 
any exposed lines, damaged boxes, fire, arcing, or explosion relating to 
any electrical building service equipment. 
5. The building official shall be notified within four hours of the occurrence 
of any structural failure or of any unsafe condition. 
6. In addition to the above notifications, the building official shall be 
notified within 72 hours of the occurrence of any fire that caused structural
damage or damage to required building service equipment, any plumbing 
cross-connection, or any other unsafe condition relating to building service 
equipment. 

 

116.7 Authority for inspection and evaluation. 
The building official shall follow the procedures for right of entry noted in Section
104.6. 

 

When the building official has reason to suspect that an unsafe condition exists, 
the  building  official  is  authorized  to  immediately  issue  abatement  orders   in 
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accordance with Section 116.8.The building official may, depending on the 
circumstances issue a written order to the property owner to obtain a detailed 
engineering evaluation of the suspected unsafe condition before the building 
official determines the extent of abatement required. 

 

1. When so ordered by the building official, the owner of any building or 
property suspected of containing an unsafe condition shall engage the 
services of a design professional registered in Arizona to conduct a 
detailed investigation and analysis of the suspected unsafe condition. The 
cost of such an investigation and report shall be paid by the property 
owner. 
2. The registered design professional retained by the owner shall conduct
a detailed investigation and evaluation of the suspected unsafe condition 
and shall issue a written report to the property owner and to the building 
official on the condition of the building, structure, or building service 
equipment, including recommendations for steps necessary to abate any 
unsafe condition found. The report shall be delivered to the building official 
on or before the date specified in the building official order requiring such 
report. 
3. The content, findings and recommendations contained in the owner’s 
engineering report may be utilized by the building official to determine 
whether or not an unsafe condition exists, whether it creates an imminent 
unsafe condition and what, if any, abatement orders shall be issued. 
4. Failure of a property owner to produce an engineering report on or 
before the date specified in the building official order shall be grounds for 
the building official to proceed with abatement proceedings up to and 
including orders to immediately vacate or demolish the subject building or 
structure. 

 

116.8 Abatement of unsafe buildings, structures or building service 
equipment. 

 

The building official shall, after inspection, determine whether a building, 
structure or building service equipment is an unsafe condition and, if so, whether 
it constitutes an imminent unsafe condition, as defined in Section 116.2. 

 

116.8.1 Unsafe conditions. 
If a building, a structure or any building service equipment is determined to 
be in an unsafe condition, the building official shall issue a written notice to 
the property owner or occupant of the premises describing the unsafe 
condition and order its repair or abatement within a specified time. The 
time allowed for repair or abatement shall be not less than that posted on 
the Notice of Violation starting from the date of the notice. Failure to repair 
or abate the unsafe condition within the time specified shall constitute 
grounds for the building official to initiate formal abatement procedures. 
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116.8.2 Imminent unsafe conditions. 
If a building, structure, or any building service equipment is determined to 
be in an imminent unsafe condition, the building official shall serve a 
written notice of violation on the person or persons occupying or having 
control of the building, structure or building service equipment and on the 
person or persons having recorded interest in the property. The notice of 
violation shall declare the imminent unsafe condition to be a nuisance and 
shall order its immediate 
abatement in accordance with the provisions of this section. 

 

1. Notice of violation. 
Notices of violation declaring imminent unsafe conditions shall be 
served by personal service or by certified mail return receipt 
requested. Service shall be deemed complete upon delivery. 

 

The notice of violation shall identify the address and legal 
description of the property in question and shall state the nature  
and extent of the imminent unsafe condition in such detail as to 
allow the property owner to identify and abate the imminent unsafe 
condition. The notice shall provide the name and phone number of 
a city representative to contact concerning the imminent unsafe 
condition and acceptable methods of abatement. The notice shall 
state the City’s authority to abate the violation if the owner fails to 
do so and the City’s ability to assess the costs of such abatement 
against the property. The notice shall state the procedures to follow 
should the owner wish to appeal the decision of the 
building official. 

 

Nothing shall preclude the building official from giving additional  
oral or written information notices. Nothing herein shall require the 
issuance of a notice of violation prior to commencement of 
emergency abatement or civil or criminal violation proceedings. 

 

2. Unsafe buildings or structures. 
In the case of an unsafe building or structure containing imminent 
unsafe conditions, the building official shall order the abatement by 
repair or by demolition of the building or structure. The unsafe 
building or structure and any buildings or structures placed in 
jeopardy by the unsafe buildings or structures shall be posted in 
accordance with this Code. The buildings or structures shall not be 
occupied or reoccupied until determined 
safe by the Building official. 

 

3. Unsafe building service equipment. 
In the case of an unsafe building service equipment installation 
containing imminent unsafe conditions, the building official shall 
attach or affix a warning red tag to the equipment declared to be 
unsafe. Where equipment is declared to be in an imminent   unsafe 
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condition, the building official shall order such equipment 
disconnected or its use discontinued until the condition is abated 
per Code. In addition, the building official may 
order any building or structure which is placed in jeopardy by the 
unsafe equipment to be vacated, or the building official may order 
the disconnection of the affected utility service to the building, 
structure or equipment, and these buildings or structures shall not 
be occupied, reoccupied or building service equipment reconnected 
until determined safe by the building official. 

 

4. Posting of signs. 
When necessary to protect life, health or public welfare, the building 
official shall post signs which shall prohibit entry into an unsafe 
building or structure provided, however, that with permission of the 
building official it shall be lawful to enter the building for the 
purposes of removing personal property. It shall be unlawful to 
remove any such posted sign without permission from the building 
official. 

 

5. Emergency barricades. 
If any building or structure is a hazard to life or limb to persons  
using a public street, alley or sidewalk, the public way shall be 
barricaded to prevent public use. The necessary barricades shall  
be erected on order from the building official. The costs for 
barricading of a public way under this section shall be assessed to 
and paid by the owner of the unsafe building or structure causing 
the need for such barricades. 

 

6. Emergency abatement. 
In the event an emergency should occur wherein the continued 
existence of a building, structure or building service equipment 
would constitute an imminent unsafe condition to life, health or  
other property, the building official may cause such building or 
structure to be demolished, building service equipment removed or 
disconnected, swimming pool fenced or pumped dry or a cesspool 
or tank filled at once, all without notice. Such abatement shall be 
limited to the minimum work necessary to remove the imminent 
unsafe condition. 

 

7. Abatement by city. 
If the owner of any unsafe building, structure or building service 
equipment fails to abate an imminent unsafe condition within the 
time specified in the Notice of Violation, the City may abate any 
such imminent unsafe condition by repair, removal or demolition in 
accordance with the provisions of The International Property 
Maintenance Code. The costs of any City abatement, including 
emergency abatement or temporary repairs, shall be paid by the 
property owner as set forth in The Peoria City Code 
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8. Court-ordered abatement. 
In addition to any other abatement procedures provided in this
Code, the building official may apply to the Municipal Court of the 
City of Peoria for an order allowing the City to abate any unsafe 
condition in accordance with the provisions Peoria City Code. 

 

116.8.3 Appeals. 
Decisions, orders and notices of violation relating to unsafe buildings, 
structures or building service equipment may be appealed to the Building 
Board of Appeals in accordance with Section 113 of this Code, except that 
any appeal of an order by the building official to vacate an unsafe building 
or to demolish part or all of an unsafe building or structure shall be made 
to the Building Board of Appeals in accordance with Peoria City Code. 

 
 

SECTION 117 to be added as follows: 
 
SECTION 117 ANNUAL FACILITIES PERMIT 

 

117.1 Scope. The Annual Facilities Program is an administrative system 
intended to simplify the permitting and inspection process for qualified facilities. 
This program allows inspector review of plans and maintains an inspection staff 
familiar with the construction history of qualified facilities. Qualified facilities 
enrolled in this program are exempt from Section 105 of this Code when the 
proposed work does not increase the floor area. Additional permits shall be 
required in accordance with Section 105 of this Code these administrative 
provisions for work that increases floor area or establishes or changes the 
occupancy of a space. The Annual Facilities Program shall administer all permits 
issued for qualified facilities registered under this program. This permit process 
shall not preempt compliance with the technical requirements of this Code or with 
other city, county, state or federal laws and regulations. 

 

117.2 Definitions. For the purpose of this section, certain terms are defined as 
follows: 

 

AGENT means a person employed by a qualified facility owner as full-time staff 
or by contract, who is an architect or engineer registered and residing in the  
State of Arizona. 

 

CAMPUS means two or more buildings located on the same property and under 
the control of the qualified facility owner. 

 

QUALIFIED FACILITY means a building, campus, structure, or building service 
equipment registered with the Annual Facilities Permit Program. 

 

QUALIFIED FACILITY OWNER means a firm, corporation, political entity or 
property management company that occupies or controls the buildings,  campus, 



Ordinance No. 2019-12 
Page 46 of 128 

 

structure or building service equipment and maintains such buildings and 
equipment in compliance with all provisions of this Code. 

 
117.3 Annual Facilities Permits. 

 

117.3.1 Initial application. Every applicant for an Annual Facilities Permit shall 
fill out a form provided by the Development and Engineering Department and 
shall pay an application and registration fee as set forth in Table 2-209 of the 
Peoria City Code.  The form shall include the following: 

 

1. The name of the person authorized to act on behalf of the qualified 

facility owner(s). 

2. The name of the agent who will be responsible for code compliance of 

the work performed under the Annual Facilities Permit.  When the

agent is employed by contract, the builder and the person who is 

authorized to act on behalf of the qualified facility owners cannot be the 

same individual. 

3. The location and total square footage of the entire facility at the site(s) 

intended to be included in the program. 

117.3.2 Validity of the annual facilities permits. An Annual Facilities Permit 
shall be valid only as long as the named agent remains in the employ of the 
qualified facility owner in an active capacity. 

 

If the agent should leave the employ of the qualified facility owner, such facility 
shall notify the building official within seven calendar days. The qualified facility 
owner shall obtain a replacement agent within 45 days of notification to the 
building official. If the building official is not notified within the prescribed period 
that a new agent has been obtained, the Annual Facilities Permit shall be 
suspended until such agent is obtained. 

 
117.3.3 Annual facilities permit transfers. An Annual Facilities Permit is not 
transferable. 

 

117.4 Annual facilities permit renewal. Annual Facilities Permits shall be
renewed every 12 months by payment of a renewal fee as set forth in Table 2- 
209 of the Peoria City Code. Renewal fees shall be due and payable before the 
date of expiration of the permit or when a new application is required. 

 

Any work performed after expiration or without a permit as specified in Section 
105 of this Code shall be a violation of this Code. 

 

117.5 Annual Facilities Permit operation. The agent shall notify the
Development and Engineering Department before the start of any work on
facilities  registered  with  the  Annual  Facilities  Permit  Program. The building 
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official shall determine the nature and extent of plan review or inspections 
required. The qualified facility shall pay to the Development and Engineering 
Department an hourly fee for professional services rendered as set forth in Table 
2-209 of the Peoria City Code. 

 

The agent shall be responsible for ensuring that qualified facilities comply with 
the substantive provisions of this Code. The agent, as authorized by rules 
established by the Arizona Board of Technical Registration, shall assure work 
has been performed in accordance with this Code. 

 

117.5.1 Plan reviews. Plans, drawings, diagrams, and/or other data describing 
such work shall be provided to the building official for review before work 
commences. Plans shall be complete and comply with all of the codes and 
ordinances applicable to the proposed work. 

 

117.5.2 Work report and inspections. All structural, architectural, plumbing, 
mechanical and electrical installations or construction shall be inspected in 
accordance with this Code. Facilities shall be subject to inspection at regular 
intervals not to exceed six months. 

 

117.5.3 Construction Compliance. The agent and the qualified facility owner 
are jointly responsible for assuring that all work performed at the qualified facility 
complies with all technical requirements of all applicable construction codes 
whether or not such work is specifically inspected. 

 

117.6 Revocation of Annual Facilities Permit. The building official may
suspend or revoke an Annual Facilities Permit when the qualified facility fails to 
comply with any of the program policies or for willful violation of any provision of 
this Code. Violations that may result in annual permit suspension or revocation 
include, but are not limited to, one or more of the following: 

1. Performing construction work without an agent as required in this 
section. 

2. Performing construction work without the agent’s knowledge or 
consent. 

3. Concealing work without inspection approval or authorization. 
4. Refusal to uncover concealed work. 
5. Construction or installing work contrary to inspection orders. 
6. Performing construction work prior to approval from the Annual 

Facilities Program. 
7. Failure to report all construction work done under authority of the 

annual permit. 
8. Refusal to eliminate unsafec condition pursuant to Section 116 of this 

Code. 
9. Failure to remain current on payment for plan review and inspection 

services. 
 
An Annual Facilities Permit may be reinstated after all violations have been 
remedied to the satisfaction of the building official.  If compliance involves  actual 



 

Ordinance No. 2019-12 
Page 48 of 128 

work, a separate permit as required under Section 105 of this Code must be 
obtained and such permit 

 

(2) Chapter 2, “Definitions”, SECTION 202, is hereby amended as follows: 
 

SECTION 202 DEFINITIONS 
 

COMMON AREA. For the purposes of ADA compliance for visual notification, a
common area shall be a room, space, or element made available for the use of a 
restricted group of people (for example, occupants of a homeless shelter, the
occupants of an office building, or the guests of such occupants). Common  
areas shall include restrooms, hallways, lobbies, meeting and conference rooms, 
classrooms, cafeterias, filing and photocopy rooms, employee break rooms, open
office areas exceeding 300 square feet, examination and treatment rooms, and 
similar areas that are not used solely as employee work areas in accordance with
the U.S. Access Board technical Bulletin on Visual Alarms. Mechanical,
electrical and telephone closets, janitor’s closets, and similar non-occupiable 
spaces that are not common areas or assigned work areas are not required to 
have visual alarms. 

 
(3) Chapter 3, “Use and Occupancy Classification”, is hereby amended as 
follows: 

 
SECTION 308 INSTITUTIONAL GROUP I 
308.23 Institutional Group I-1. Institutional Group I-1 occupancy shall include 
buildings, structures or portions thereof for more than 10 persons, excluding staff, 
who reside on a 24-hour basis in a supervised environment and receive custodial 
care. Buildings of Group I-1 shall be classified as one of the occupancy 
conditions specified in Section 308.23.1 or 308.23.2. This group shall include,  
but not be limited to, the following: 

Alcohol and drug centers 
Assisted living facilities 
Congregate care facilities 
Group Homes 
Halfway houses 
Residential board and care facilities 
Social rehabilitation facilities 

 

308.23.3 Six to 10 persons receiving custodial care. A facility housing not
fewer than six and not more than 10 persons receiving custodial care shall be 
classified as Group R-4. 

 
308.23.4 Five or fewer persons receiving custodial care. A facility with five or
fewer persons receiving custodial care shall be classified as Group R-3 or shall 
comply with the International Residential Code. 
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308.34.2 Five or fewer persons receiving medical care. A facility with five or 
fewer persons receiving medical care shall be classified as Group R-3 or shall 
comply with the International Residential Code. 

 

310.56 Residential Group R-4. Residential Group R-4 occupancy shall include 
buildings, structures or portions thereof for more than 5 but not more than10 
persons, excluding staff, who reside on a 24-hour basis in a supervised 
residential environment and receive custodial care. Buildings of Group R-4 shall 
be classified as one of the occupancy conditions specified in Section 310.56.1 or 
310.56.2. The persons receiving care are capable of self preservation. This  
group shall include, but not be limited to, the following: 

Alcohol and drug centers 
Assisted living facilities 
Congregate care facilities 
Group Homes 
Halfway houses 
Residential board and care facilities 
Social rehabilitation facilities 

 

Group R-4 occupancies shall meet the requirements for construction as defined 
for Group R-3 or shall comply with the International Residential Code, except as 
otherwise provided for in this code. 

 
(5) Chapter 9, “Fire Protection Systems,” is hereby amended by deleting 

the entire chapter and replacing with the following: 

Chapter 9 Fire Protection Systems. Fire protection systems shall be installed, 
repaired, operated and maintained in accordance with Chapter 9, Sections 9-31, 
9-32 and 9-33 of the Peoria City Code (1992). 

 
(6) Chapter 10, “Means of Egress”, is hereby amended as follows: 

 

Amend Exception 4 to Section 1010.1.2 Door Swing. by replacing it in its entirety 

with the following: 

4. Doors within or serving a single dwelling unit in Groups R-2, R-3 as applicable 

in Section 101.2, and R-4. 

(6) Delete Chapter 11, “Accessibility”, in its entirety and insert the following: 
 

Section 1101 Accessibility. The “Arizonan’s with Disabilities Act” (Arizona 
Revised Statutes, Title 41, Chapter 9, Article 8), and the “Arizonan’s with 
Disabilities Act Implementing Rules” (Arizona Administrative Code, Title 10, 
Chapter 3, Article 4), which rules incorporate the federal “Americans with
Disabilities Act Accessibility Guidelines Checklist for Buildings and Facilities,” is 
hereby adopted as the Arizonans with Disabilities Act of the City of Peoria.  
These standards and specifications apply to public entities, public
accommodations,   and   commercial   facilities,   as   defined   by   those  laws, 
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regulations, and guidelines. For public entities, the standards and specifications 
apply to new construction and alterations and are not required in buildings or 
portions of existing buildings that do not meet the standards and specifications. 
For public accommodations and commercial facilities, the standards and 
specifications shall apply to new construction and alterations commenced after 
the effective date of such standards and specifications. 

 

Section 1102 Fair Housing in New Construction and Alterations. The 
“Arizona Fair Housing Act” (Arizona Revised Statutes Title 41, Chapter 9,  Article 
7) and the “Arizona Fair Housing Act Rules” (Arizona Administrative Code Title
10, Chapter 2, Article 1) which incorporate and reference the “Federal Fair
Housing Act Rules” (24 CFR 40) are adopted as the “Fair Housing Act of the City 
of Peoria,” pursuant to A.R.S. § 41-1492.03, as amended, and shall apply to new 
construction and alterations, and are not required in buildings or portions of 
existing buildings that do not meet the standards and specifications and this act  
is hereby referred to, adopted and made part hereof as though fully set forth in 
this section. 

 
(7) Chapter 12, “Interior Environment”, is hereby amended as follows: 

 
SECTION 12043 TEMPERATURE CONTROL is amended as follows: 

 

12043.1 Equipment and systems. Habitable spaces shall be provided with 
active or passive space-heating and space-cooling systems capable of 
maintaining a minimum indoor temperatures between 70 °F (21°C) and 90°F 
(32°C) at a point 3 feet (914 mm) above the floor. The installation of portable 
space heaters or coolers shall not be used to achieve compliance with this 
section. 

 

Exceptions: Space heating and cooling systems are not required for: 
1. interior spaces where the primary purpose of the space is not 

associated with human comfort. 
2. Group F, H, S or U occupancies 

 

SECTION 12076, “SOUND ATTENUATION” is amended as follows by  
adding the following section: 

 

12076.4 Sound attenuation. All residential buildings or portions of buildings 
where the public is received, office areas and where normal noise level is low for 
first occupancy, including libraries, schools and churches, pursuant to building 
permits issued after December 31, 2001 in order to achieve a maximum interior 
noise level of forty-five (45) decibels in areas within the noise contours described 
in ARS section 28-8461, paragraph 8, subdivision (a), (b) or (c), as applicable. 

 

These sound attenuation requirements do not apply to ancillary buildings used in 
agricultural land use. 
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If the gross floor area of a structure or project is expanded by less than fifty (50) 
percent, the requirements of this section apply only to the area of expansion. If 
the gross floor area of a structure or project is expanded by fifty (50) percent or 
more, the requirements of this section apply to the entire structure, except for 
single family, mobile home, manufactured housing unit or duplex dwellings or any 
multifamily property used for residential purposes. 
The Building Official may approve as an alternative, a certification by an architect 
or engineer registered pursuant to Title 32, Chapter 1 to achieve a maximum 
interior noise level of forty-five (45) decibels at time of final construction.” 

 
(8) Chapter 15, “Roof Assemblies and Rooftop Structures”, is hereby amended to 
reads as follows: 

SECTION 15023 ROOF DRAINAGE WEATHER PROTECTION is 
amended as follows by adding the following sections: 

 

Amend Section 1502.to read as follows: 
 

15023.54.4 Where required. All roofs, paved areas, yards, courts, and 
courtyards shall drain into a separate storm sewer system, a combined sewer 
system, or an approved place of disposal. 

15023.64.5 Roof design. Roofs shall be designed for the maximum possible 
depth of water that will pond thereon as determined by the relative levels of roof 
deck and overflow weirs, scuppers, edges, or serviceable drains in combination 
with the deflected structural elements. In determining the maximum possible 
depth of water, all primary roof drainage means shall be assumed to be blocked. 

 

(9) Chapter 16, “Structural Design”, is hereby amended as follows: 
 

SECTION 1607 LIVE LOADS, Table 1607.1, item number 25 is amended as 

follows: 

Table 1607.1 

OCCUPANCY OR USE Uniform 
(psf) 

25. Residential 40 

Habitable attics and sleeping areas
k
 

(10) Chapter 16, “Structural Design”, is hereby amended to 
read as follows: 

Amend  Section  1612.3,  Establishment  of  flood  hazard  area,  as follows. 
See Chapter 20 of the Peoria City Code. 

(11) Chapter 17, “Special Inspections and Tests”, is hereby amended as follows: 
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SECTION 1704 
SPECIAL INSPECTIONS AND TESTS, CONTRACTOR 
RESPONSIBILITY AND OBSERVATIONS 

Amend Section 1704 by adding the following sections as follows: 
 

1704.1 General. Special Inspections and tests, statements of special
inspections, responsibility of contractors, submittals to the building official and
observations shall meet the applicable requirements of this section. 

 

1704.6.3 1 Structural observations for structures special conditions. 
Structural observations shall be provided for those structures where one  
or more of the following conditions exists: 

 

1. The structure is classified as Risk Category IV. 
2. The structure is a high-rise building. 
3. Such observation is required by the registered design professional 

responsible for the structural design. 
4. Such observation is specifically required by the building official 

 

5. 1. The height of the structure is greater than 75 feet (22 860 mm) above 

the grade plane, or greater than three stories above the base. 

 

6. The structure has more than 3 stories above the grade plane. 

7. 2. For Eelevated post-tensioned concrete structures. 
 

8. 3. Prefabricated deferred units and their connections, when such units are 

utilized structurally in the lateral-force-resisting systems of a structure. 

9. When such observation is specifically required by the building official. 
 
 

1704.7 Electrical Observations. The owner shall employ the registered 
design professional engineer responsible for the electrical design, or 
another registered design professional engineer designated by the 
registered design professional engineer responsible for the electrical 
design, to perform visual observation of complex electrical equipment and 
systems for general conformance to the approved plans and 
specifications, including but not limited to, placement and interconnection 
of equipment. Electrical observation shall be performed at significant 
stages of the construction and when the installation is complete and ready 
to be inspected. Electrical Observations are in addition to the inspections 
required by Section 110 of the Peoria Building Code and the special 
inspections required by Section 1705.19, and shall be provided when one 
of the following conditions exist: 
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1. Installation or alteration of that portion of health care facility electrical 
systems which falls within the scope of Article 517 of the National  
Electrical Code, including such systems installed in facilities where 
outpatient surgical procedures are performed. 

 
2. Installations or alteration of high voltage electrical systems over 600V
which fall within the scope of Article 490 of the National Electrical Code. 

 

3. Installation or alteration of electrical systems within locations classified 
as hazardous by provisions of the National Electrical Code, except for 
gasoline dispensing installations and systems located within storage 
garages, repair garages or lubritoriums. 

 

4. When such observation is specifically required by the building official. 
 

1704.7.1 Procedures. The registered design professional engineer 
responsible for electrical observation shall personally visit the site prior to 
completion of the Certificate of Compliance and periodically during the 
course of construction requiring electrical observation as set forth in the 
inspection and observation program for each project. 

 
The registered design professional engineer responsible for performing 
electrical observation shall complete a signed written report after each site 
visit. A copy of each report shall be kept on the job site for review by an 
inspector at all times until the inspector has issued final approval. Any and 
all deviations from the approved plans or specifications shall be 
immediately reported to the contractor for correction and then, if 
uncorrected, shall be reported to the registered design professional in 
responsible charge engineer or architect of record and to the building 
official. 

 
In addition to individual reports, the registered design professional in 
responsible charge engineer or architect of record shall file with the 
building official a written monthly progress report indicating the dates of 
each site visit, the special inspections or observations performed, any 
deviations noted from approved plans and specifications and any resulting 
instructions or change orders issued to the contractor. 

 
1704.7.2 Certificate of Compliance. Upon completion of the portions of 
the work requiring electrical observation, a Certificate of Compliance shall 
be issued to the building official under the seal and signature of the 
registered design professional engineer responsible for such observation. 
A Certificate of Occupancy will not be issued until the building official 
receives all required special inspection reports and the Certificates of 
Compliance. 
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The Certificate of Compliance for electrical observation shall read as 
follows: 

 

“I certify to the best of my knowledge the electrical requirements of the 
Peoria Building Code and approved plans and specifications have been 
complied with insofar as the portion of the work requiring electrical 
observation is concerned, except for those deviations that have been 
previously reported. A guarantee that the contractor has constructed the 
building in full accord with the plans and specifications is neither intended 
nor implied.” 

 

1704.8 Mechanical Observations. The owner shall employ the registered 
design professional engineer responsible for the Mechanical design, or 
another registered design professional engineer designated by the 
registered design professional engineer responsible for the Mechanical 
design, to perform visual observation of complex mechanical equipment 
and systems for general conformance to the approved plans and 
specifications, including, but not limited to, placement and interconnection 
of equipment. Mechanical observation shall be performed at significant 
stages of the construction and when the installation is complete and ready 
to be inspected. These Mechanical Special Observations are in addition to 
the inspections required by Section 110 of the Peoria Building Code and 
the special inspections required by Section 1705.20, and shall be provided 
when one of the following conditions exist: 

When such observation is specifically required by the building official. 
 

1704.8.1 Procedures. The registered design professional engineer 
responsible for mechanical observation shall personally visit the site prior 
to completion of the Certificate of Compliance and periodically during the 
course of construction requiring mechanical observation as set forth in the 
inspection and observation program for each project. 

The registered design professional engineer responsible for performing 
mechanical observation shall complete a signed written report after each 
site visit. A copy of each report shall be kept on the job site for review by 
an inspector at all times until the inspector has issued final approval. Any 
and all deviations from the approved plans or specifications shall be 
immediately reported to the contractor for correction and then, if 
uncorrected, shall be reported to the registered design professional in 
responsible charge engineer or architect of record and to the building 
official. 

In addition to individual reports, the registered design professional in 
responsible charge engineer or architect of record shall file with the 
building official a written monthly progress report indicating the dates of 
each site visit, the special inspections or observations performed, any 
deviations noted from approved plans and specifications and any resulting 
instructions or change orders issued to the contractor. 
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1704.8.2 Certificate of Compliance. Upon completion of the portions of 
the work requiring mechanical observation, a Certificate of Compliance 
shall be issued to the building official under the seal and signature of the 
registered design professional engineer responsible for such observation. 
A Certificate of Occupancy will not be issued until the building official 
receives all required special inspection reports and the Certificates of 
Compliance. 

The Certificate of Compliance for mechanical observation shall read as 
follows: 

 
“I certify to the best of my knowledge the mechanical requirements of the 
Peoria Building Code and approved plans and specifications have been 
complied with insofar as the portion of the work requiring mechanical 
observation is concerned, except for those deviations that have been 
previously reported. A guarantee that the contractor has constructed the 
building in full accord with the plans and specifications is neither intended 
nor implied.” 

 

1704.9 Plumbing Observations. The owner shall employ the registered 
design professional engineer responsible for the plumbing design, or 
another registered design professional engineer designated by the 
registered design professional engineer responsible for the plumbing 
design, to perform visual observation of complex plumbing equipment and 
systems for general conformance to the approved plans and 
specifications, including, but not limited to, placement and interconnection 
of equipment. Plumbing observation shall be performed at significant 
stages of the construction and when the installation is complete and ready 
to be inspected. These plumbing observations are in addition to the  
special inspections required by Section 1705.21 and shall be provided 
when one of the following conditions exist: 

 

When such observation is specifically required by the building 
official. 

 

1704.9.1 Procedures. The registered design professional engineer 
responsible for plumbing observation shall personally visit the site prior to 
completion of the Certificate of Compliance and periodically during the 
course of construction requiring plumbing observation as set forth in the 
inspection and observation program for each project. 

The registered design professional engineer responsible for performing 
plumbing observation shall complete a signed written report after each site 
visit. A copy of each report shall be kept on the job site for review by an 
inspector at all times until the inspector has issued final approval. Any and 
all deviations from the approved plans or specifications shall be 
immediately reported to the contractor for correction and then, if 
uncorrected, shall be reported to the registered design professional in 
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responsible charge engineer or architect of record and to the building 
official. 

In addition to individual reports, the registered design professional in 
responsible charge engineer or architect of record shall file with the 
building official a written monthly progress report indicating the dates of 
each site visit, the special inspections or observations performed, any 
deviations noted from approved plans and specifications and any resulting 
instructions or change orders issued to the contractor. 

1704.9.2 Certificate of Compliance. Upon completion of the portions of 
the work requiring mechanical observation, a Certificate of Compliance 
shall be issued to the building official under the seal and signature of the 
registered design professional engineer responsible for such observation. 
A Certificate of Occupancy will not be issued until the building official 
receives all required special inspection reports and the Certificates of 
Compliance. 

The Certificate of Compliance for mechanical observation shall read as 
follows: 

 
“I certify to the best of my knowledge the plumbing requirements of the 
Peoria Building Code and approved plans and specifications have been 
complied with insofar as the portion of the work requiring mechanical 
observation is concerned, except for those deviations that have been 
previously reported. A guarantee that the contractor has constructed the 
building in full accord with the plans and specifications is neither intended 
nor implied.” 

 

SECTION 1705 REQUIRED SPECIAL INSPECTIONS AND TESTS is 
amended as follows: 

 

Section 1705.4, “Masonry construction”, is amended by adding two additional 
exceptions to read as follows: 

 

4. Masonry fences seven feet or less in height above grade. 
5. Masonry retaining walls four feet 40 inches or less in height from top 

bottom of footing to top of wall unless supporting a surcharge or 
impounding flammable liquids. 

 
Section 1705.6, “Soils”, is amended to read as follows: 

 
1705.6 Soils. 
Special inspections and tests of existing site soil conditions, fill placement 
and load-bearing requirements shall be performed in accordance with this 
section and Table 1705.6. The approved geotechnical report and the 
construction documents prepared by the registered design professionals
shall be used to determine compliance. During fill placement, the  special 
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inspector shall verify that proper materials and procedures are used in 
accordance with the provisions of the approved geotechnical report. 

 
Exceptions: 
1. Where Section 1803 does not require reporting of materials and 

procedures for fill placement, the special inspector shall verify that 
the in-place dry density of the compacted fill is not less than 90 
percent of the maximum dry density at optimum moisture content 
determined in accordance with ASTM D1557. 

2. Special inspections of existing site soil conditions will not be 
required for foundations complying to Exception 2 of Section
1803.2. 

 
 

Revise the following added sections: 
 

1705.19 Special Electrical Inspections. The types of equipment or 
installations noted below shall be tested or inspected by a special inspector. 

 
1. Ground-fault protection performance tests for equipment provided with 

ground-fault protection. 

 
2. Switchboards, panelboards, motor control centers and other equipment 

rated at 1,000 amperes or more, or over 600 volts. 

 
3. Transformers rated 100 kVA or more, single phase, or 300 kVA or more, 

three phase. 

 
4. Conductors that supply equipment rated at 1,000 amperes or more, or 

over 600 volts. 

 
5. Emergency and standby power systems, including switchboards, 

panelboards, distribution boards, transfer equipment, power source, 

conductors, fire pumps and exhaust and ventilation fans. This also 

includes verification of the installation in accordance with the required 

selective coordination study. 
 

 

6. Selective Coordination - This includes verification of the installation in 

accordance with the required selective coordination study. 
 

7. 6. Special cases – Work which, in the opinion of the building official, 

involves unusual hazards or conditions. 
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Exception: The building official may waive the requirement for the 
employment of a special inspector if the construction is of a minor 
nature. 

 
1705.20 Mechanical Special Inspections. The types of equipment or 
installations noted below shall be tested or inspected by a special inspector in 
accordance with regulations established by the building official: 

 
1. Duct  smoke  detectors  for  air  distribution  systems  as  required    by 

International Mechanical Code section 606.5. 

 
2. Fire, fire/smoke, radiation, and smoke damper operation for dampers 

required by International Mechanical Code section 607.2. 

 
3. Installation of grease duct enclosure alternative systems allowed under 
the exceptions to the International Mechanical Code section 506.3.11. 

4. Special cases—Work which, in the opinion of the building official, 
involves unusual hazards or conditions. 

5. Test and balance report for air balance of ventilation systems installed
in abulatory care and I-2 occupancies designed and installed in
accordance with ASHRE 170 as required by the International Mechanical 
Code section 407.1. 

Exception: Special inspections are not required for work of a minor nature 
or as warranted by conditions in the jurisdiction as approved by Tthe 
building official may waive the requirement for special inspection if the 
construction is of a minor nature. 

 

1705.21 Plumbing Special Inspections. The types of equipment or 
installations noted below shall be tested or inspected by a special inspector. 

 

1. Medical Gas and Vacuum Systems as required by International 

Plumbing Code section 1202. 

 
2. Special cases - Work which, in the opinion of the building official, 

involves unusual hazards or conditions. 

 

Exception: Special inspections are not required for work of a minor nature 
or as warranted by conditions in the jurisdiction as approved by Tthe 
building official may waive the requirement for special inspection if the 
construction is of a minor nature. 

 

(12) Chapter 18, “Soils and foundations”, is hereby amended to read as follows: 

SECTION  1803  GEOTECHNICAL  INVESTIGATIONS  is  amended  as 
follows to add the following section: 
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1803.2 Investigation required. 
 

Geotechnical investigations shall be conducted in accordance with Sections 
1803.3 through 1803.5. 

 

Exceptions: 
1. The building official shall be permitted to waive the requirement for a 
geotechnical investigation where satisfactory data from adjacent areas is 
available that demonstrates an investigation is not necessary for any of  
the conditions in Sections 1803.5.1 through 1803.5.6 and Sections 
1803.5.10 and 1803.5.11. 
2. Foundations may be designed in accordance with Section 1806 without
a geotechnical investigation on sites with Class of Material 4 or 5 soils per 
Table 1806.2 and where all the following are met. The building official
shall be permitted to require a geotechnical investigation where the 
classification, strength, or compressibility of the soil is in doubt. 

2.1. The structure is limited to a maximum of two stories with 
maximum column axial loads of 25,000-pounds, and maximum wall 
axial loads of 2000 pounds per foot at the foundation as derived 
from the load combinations in Section 1605.3. 
2.2. Fill material is not used to resist loads associated with a
structure. 
2.3. The structure is not located in a new subdivision; 
2.4. The structure is not located on a hillside lot. 
2.5. The registered design professional responsible for foundation 
design has determined the Class of Material and the construction 
documents include the following information: 
2.5.1. A statement indicating that the foundations are designed 
using the presumptive load-bearing values of Table 1806.2; 
2.5.2. A statement indicating the Class of Material; 
2.5.3. A statement indicating the allowable vertical foundation 
pressure, allowable lateral bearing pressure, and allowable lateral 
sliding resistance from Table 1806.2 associated with the Class of 
Material on the site; 
2.5.4. A statement of the minimum required foundation bearing 
depth below finished grade. 

 

1803.5.13 Post-tensioned slabs on ground. A geotechnical soil 
investigation is required for the design of all post-tensioned slabs on 
ground. The investigation report shall include all soil parameters as 
outlined in PTI DC-10.5. the applicable design manuals published by the 
Post-Tensioning Institute. Information required on the drawings includes, 
but is not limited to, slab type, soil parameters, bearing value and depth, 
coefficient of subgrade friction, soil subgrade modulus, e

m 
and y

m 
for 

expansive soils and all special inspection requirements. 
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Table 1806.2 Presumptive Load - Bearing Values is hereby amended to 
read as follows: 

 
TABLE 1806.2 
PRESUMPTIVE LOAD-BEARING VALUES 

CLASS OF
MATERIALS 

VERTICAL
FOUNDATION
PRESSURE 
(psf) 

LATERAL
BEARING
PRESSURE 
(psf/ft below 
natural grade) 

LATERAL SLIDING
RESISTANCE 

Coefficient 
of frictiona

 

Cohesion 
(psf)b

 

1.   Crystalline bedrock 12,000 1,200 0.70 --- 

2.  Sedimentary and
foliated rock 

4,000 400 0.35 --- 

3.  Sandy gravel and
gravel (GW and GP) 

3,000 200 0.35 --- 

4. Sand, silty sand,

clayey sand, silty
gravel and clayey
gravel (SW, SP, SMc, 
SCc, GM, and GC) 

 
 

2,000 1,500 

 
 

150 

 
 

0.25 

 
 

--- 

5. Clay, sandy clay, silty
clay, clayey silt, silt
and sandy silt (CLc, 
ML, MH, and CHc) 

 
1,500 1,000 

 
100 

 
--- 

 
130 

 

For SI: 1 pound per square foot = 0.0479kPa, 1 pound per square foot per foot = 0.157 kPa/m 
 

a. Coefficient to be multiplied by the dead load. 
b. Cohesion value to be multiplied by the contact area, as limited by Section 1806.3.2. 
c. This soil classification may be prone to expansive, collapsible or cyclic properties with 

changes to soil moisture content. The registered design professional shall determine if  
the use of this table is appropriate for this soil classification. 

 
 

(13) Chapter 19, “Concrete”, is hereby amended to reads as follows: 
 

Section 1907 MINIMUM SLAB PROVISIONS is amended as follows: 
 

1907.2 Post-tensioned slabs on ground. All post-tensioned slabs on 
ground shall be stamped, marked or otherwise identified in a conspicuous 
location indicating the slab is a post-tensioned slab. Conspicuous  
locations include, but are not limited to, entrance porches, slabs at garage 
doors or patio slabs. 

 

(14) Chapter 21, “Masonry” is hereby amended to read as follows: 
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Section 2106 Seismic Design is amended as follows: 
 

2106.1 Seismic design requirements for masonry. 
Masonry structures and components shall comply with the requirements in 
Chapter 7 of TMS 402 depending on the structure’s seismic design category. All 
new masonry structures and components, regardless of seismic design category, 
shall meet the following minimum reinforcement requirements: 

 

1. Vertical wall reinforcement of at least 0.20 square inch (129 mm2) in cross- 
sectional area shall be provided continuously from support to support at each 
corner, at each side of each opening, at the ends of walls, at each side of 
movement joints, and at a maximum spacing of 4 feet (1219 mm) apart 
horizontally throughout the wall. 
2. Horizontal wall reinforcement not less than 0.20 square inch (129 mm2) in
cross-sectional area shall be provided (1) at the bottom and top of wall openings 
and extend at least 24 inches (610 mm) but not less than 40 bar diameters past 
the opening, (2) continuously at structurally connected roof and floor levels and  
at the top of walls, (3) at the bottom of walls or in the top of foundations when 
doweled in walls, and (4) at a maximum spacing of 10 feet (3048 mm) unless 
uniformly distributed joint reinforcement is provided. 
3. Where anchor bolts are used to connect horizontal elements to the tops of 
columns, anchor bolts shall be placed within lateral ties. Lateral ties shall enclose 
both the vertical bars in the column and the anchor bolts. There shall be a 
minimum of two No. 4 (M #13) or three No. 3 (M #10) in the top 5 inches (127 
mm) of the column. 

 

(15) Chapter 23, “Wood”, is hereby amended to read as follows: 
 

Section 2304, “General Construction Requirements” is amended as 
follows: 

 

2304.11.1.3 Roof framing. 
Minimum dimensions of roof framing shall be in accordance with Table 2304.11. 
Every roof girder and not less than every alternate roof beam shall be anchored 
to its supporting member to resist forces as required in Chapter 16. 

 

(16) Chapter 27, “Electrical”, is hereby amended to read as follows: 
 

Section 2702, “Emergency and Standby Power Systems” is amended as 
follows: 

 

 [F] 2702.2.12 Laboratory suites. 
Standby or emergency power shall be provided in accordance with Section 
5004.7 of the International Fire Code where laboratory suites are located above 
the sixth story above grade plane or located in a story below grande plante. 
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(17) Chapter 29, “Plumbing Systems”, is hereby amended to read as follows: 
 

Section 2902, “Minimum Plumbing Facilities” is amended as follows: 
 

[P] 2902.2 Separate facilities. 
Where plumbing fixtures are required, separate facilities shall be provided for 
each sex. 
Exceptions: 
1. Separate facilities shall not be required for dwelling units and sleeping units. 
2. Separate facilities shall not be required in structures or tenant spaces with a
total occupant load, including both employees and customers, of 15 or fewer. 
3. Separate facilities shall not be required in mercantile occupancies in which the 
maximum occupant load is 100 or fewer. 
4. Separate facilities shall not be required in business occupancies in which the 
maximum occupant load is 25 50 or fewer. 

 
 

[P] 2902.6 Small occupancies. 
Drinking fountains shall not be required for an occupant load of 15 50 or fewer. 

 

(18) Chapter 31, “Special Construction”, is hereby amended to reads as follows: 
 

Amend  Section  3105 as follows: SECTION  3105 AWNINGS, CANOPIES, 
AND SHADE STRUCTURES 

 

3105.1 General. Awnings, shade structures or and canopies shall comply 
with the requirements of this section and other applicable sections of this 
Code. All provisions of this Code shall apply to nonresidential shade 
structures except as specifically modified by this section. The intent of this 
section is to provide less restrictive construction standards than this Code 
would otherwise require, provided all of the special design and 
construction requirements of these sections are met. 

 
3105.2 1.5 Definitions. 
For the purposes of this section and as used elsewhere in this Code, the 
following shall have the meanings shown herein. 

 
INDUSTRIAL SHADE CANOPY. An industrial shade canopy is an  
awning, canopy or roof structure which provides solar protection for 
outdoor Group F or Group S factory, industrial or storage uses or 
equipment. Industrial shade canopies shall be classified as to Occupancy 
Group in accordance with Chapter 3 of this Code. 

 

MERCANTILE SHADE CANOPY. A mercantile shade canopy is an 
awning, canopy or roof structure which provides solar protection for the 
outdoor storage, display or sale of merchandise as part of a Group M 
occupancy and includes the following: 
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1. A roof structure with not less than 50 percent of its perimeter wall 

area unenclosed; or 

 
2. A slatted, lattice or louvered roof structure with not less than 25 

percent of the roof area open to the sky; or 

 
3. An open structural framework covered with shade cloth fabric as 

specified in Section 3105.4. 

 
Mercantile shade canopies shall not apply to motor fuel dispensing 

facilities. 
 

NON-RESIDENTIAL PATIO COVER. A non-residential patio cover is an 
awning, canopy or roof structure which provides solar protection for 
outdoor seating, dining, walkway or pedestrian entry areas accessory to a 
building of any occupancy and includes the following: 

 

1. A roof structure with not less than 50 percent of its perimeter wall 

area unenclosed; or 

 
2. A slatted, lattice or louvered roof structure with not less than 25 

percent of the roof area open to the sky; or 

 
3. An open structural framework covered with shade cloth fabric as 

specified in Section 3105.4. 

 
Non-residential patio covers shall not apply to canopies or roof structures 
over vehicle drive-through lanes or porte-cocheres used by motor  
vehicles. 

 
PARKING LOT SHADE STRUCTURE. A parking lot shade structure is a 
modified S-2 open parking garage. A parking lot shade structure is a 
Group U Occupancy with a freestanding roof supported on columns and 
entirely open on all sides with no enclosures beneath the roof. 

 

RETRACTABLE AWNING. A retractable awning is a cover with a frame 
that retracts against a building or other structure to which it is entirely 
supported. 

 

3105.32Design and construction. Awnings, shade structures and 
canopies shall be designed and constructed to withstand wind or other 
lateral loads and live loads as required by Chapter 16 with due allowance 
for shape, open construction and similar features that relieve the 
pressures or loads. Structural members shall be protected to prevent 
deterioration. Awnings shall have frames of noncombustible material, fire- 
retardant-treated  wood,  heavy  timber  complying  with  Section  2304.11 
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wood of Type IV size, or 1-hour construction with combustible or 
noncombustible covers and shall either be fixed, retractable, folding or 
collapsible. 

 
3105.4 3 Awnings, shade structure, and Ccanopy materials., and 
shade structure materials Awnings, shade structures, and Ccanopies 
and shade structures shall be provided with an approved covering that 
complies with one of the following: constructed of a rigid frame work with 
an approved covering that meets the fire propagation performance criteria
of Test Method 1 or Test Method 2, as appropriate, of NFPA 701 or has a
flame spread index not greater than 25 when tested in accordance with
ASTM E 84 or UL723. 
1. The fire propagation performance criteria of Test Method 1 or Test
Method 2, as appropriate, of NFPA 701. 
2. Has a flame spread index not greater than 25 when tested in
accordance with ASTM E84 or UL 723. 
3. Meets all of the following criteria when tested in accordance with NFPA
286: 

3.1 During the 40 kW exposure, flames shall not spread to the 
ceiling. 
3.2 Flashover, as defined in NFPA 286, shall not occur. 
3.3 The flame shall not spread to the outer extremity of the sample 
on any wall or ceiling. 
3.4 The peak heat release rate throughout the test shall not exceed 
800 kW. 

Exception: The fire propagation performance and flame spread index 
requirements shall not apply to awnings installed on detached one- and 
two-family dwellings. 

 

Adding the following sections: 
 

3105.5 4 Industrial shade canopies. Industrial shade canopies shall 
comply with the provisions of Chapter 3 for their designated occupancy 
except as specifically modified below. 

 

3105.54.1 Construction and Height. Industrial shade canopies shall be 
limited to one story in height and shall be entirely of Type I or Type II non- 
combustible construction. Industrial shade canopies shall meet the design 
requirements of Chapter 16. 

 

3105.54.2 Location on Property. Industrial shade canopies shall comply 
with Table 601 and 602 for the fire resistive protection. Shade canopies 
attached to unlimited area buildings shall not encroach within the required 
60 foot (18288 mm) open yard area. Not less than 50 percent of the shade 
canopy perimeter area shall be unenclosed. 

 

3105.54.3 Allowable Area. Industrial shade canopies may be attached to 
a Group F or a Group S occupancy building of any construction type when 
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the total combined area of the building and the shade canopy does not 
exceed the area limits specified in Sections 503 and 506 for the type of 
construction for the building. 

 
3105.54.4 Sprinkler Systems. Industrial shade canopies shall be 
protected by an automatic sprinkler system as specified in this code and 
the Peoria Fire Code. 

 
3105.54.5 Special Hazards. Outdoor hazardous material storage areas 
including compressed gas storage tanks, portable tanks or cylinders and 
related equipment, required by the Peoria Fire Code to be weather 
protected, may be covered by a non-combustible industrial shade canopy 
when all of the following additional conditions are met. In all cases, the 
most restrictive requirement of the building code or the fire code shall 
apply. 

 
3105.54.5.1 Fire code requirements. The location of outdoor hazardous 
material storage areas and weather protection shade canopies shall 
comply with the Peoria Fire Code for distance to buildings, property lines, 
streets, alleys, public ways and exits to a public way based upon the type 
and quantity of material stored. No hazardous material shall be stored or 
used under an industrial shade canopy except in compliance with the fire 
code. 

 
3105.54.5.2 Building code requirements. In addition to fire code 
requirements, weather-protection shade canopies attached to buildings 
shall also comply with Table 601 and 602 for the fire-resistive protection. 
Weather-protection shade canopies shall not encroach into or obstruct any 
yard area, fire access or exit path required by this code. 

 
3105.54.5.3 Extent of enclosure. H occupancies utilizing, weather- 
protection shade canopies, supports and walls shall not obstruct more 
than 25 percent of the perimeter wall area of the canopy or storage area. 
Openings shall be arranged to permit natural ventilation and air flow 
through the space. 

 
1. Where a weather-protection shade canopy is located less than 5 
feet (1524 mm) from a building or a property line, a four-hour fire- 
resistive concrete or masonry separation wall without  openings
shall be provided. 

 
2. Where a weather-protection shade canopy is located 5 feet
(1524 mm) or more but less than 20 feet (6096 mm) from a building 
or a property line, a two-hour fire-resistive concrete or masonry 
separation wall without openings shall be provided. Where allowed 
by the Peoria Fire Code, this two-hour separation wall may be a  
line of sight shield or protective structure less than the full height of 
the canopy. 
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3. Where a weather-protection shade canopy is located 20 feet 
(6096 mm) or more from a building or a property line, the 
requirement for installation of a fire-resistive separation wall, shield 
or protective structure shall be as determined by the Peoria Fire 
Code. 

 
3105.54.5.4 Sprinkler Systems. Weather-protection shade canopies shall 
be protected by an automatic sprinkler system when required in this code 
and the Peoria Fire Code. 

 
3105.65 Mercantile shade canopies and non-residential patio covers. 
Mercantile shade canopies and nonresidential patio covers shall comply 
with the provisions of Chapter 3 for their designated occupancy except as 
specifically modified below. 

 

3105.65.1 Construction and Height. Mercantile shade canopies and 
non-residential patio covers shall be limited to one story in height and shall 
be entirely of type I or type II non-combustible construction. Tables 601 
and 602 shall not apply for these structures. 

 

Exception: Shade membrane fabric compliant with Section 3105.43. 
 

Mercantile shade canopies and non-residential patio covers including the 
supporting framework for membrane fabric shall meet the design 
requirements of Chapter 16. 

 

3105.65.2 Location on Property. Mercantile shade canopies and non- 
residential patio covers shall be located not less than 5 feet (915 mm)
from the property line. Mercantile shade canopies and non-residential
patio covers attached to unlimited area buildings shall not encroach within 
the required 60 foot (18 288 mm) open yard area. 

 

3105.65.3 Allowable Area. Mercantile shade canopies may be attached 
to a Group M occupancy building and non-residential patio covers may be 
attached to any non-residential building when the total combined area of 
the building and the shade canopy does not exceed the area limits 
specified in Sections 503 and 506 for the occupancy and type of 
construction of the building. Mercantile shade canopies and non- 
residential patio covers with a roof covering of shade membrane fabric 
shall not exceed 5,000 square feet in area. 

 

3105.76 Parking lot shade structures. Parking lot shade structures shall 
be used exclusively for the solar protection of parked motor vehicles and 
shall not be used to shelter any other use. 

 

3105.76.1 Construction and Height. Parking lot shade structures shall  
be entirely of type I or type II noncombustible construction. 
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Exception: Shade membrane fabric compliant with Section 3105.4 can 
only be used with a maximum allowable area of 12,000 square feet in 
compliance with Section 3105.7.3. 

 
Parking lot shade structures shall meet the design requirements of 
Chapter 16. 

 
Parking lot shade structures shall have a clear height of not less than 7 
feet (2134 mm). Where van accessible shaded parking is required by this 
code or by the Peoria Zoning Ordinance, the clear height shall be not less 
than 98 inches (2490 mm). 

 
3105.76.2 Location on Property. Parking lot shade structures shall be 
located not less than 3 feet (915 mm) from any building or property line. 
Parking lot shade structures which meet all the requirements of this  
section shall be permitted in any required yard without affecting any of the 
general building limitations specified in Chapter 5 of this code. 

 
3105.76.3 Allowable Area. Parking lot shade structures shall not exceed 
300 feet (91440 mm) in length or 40 feet (12192 mm) in width. A clear 
separation of not less than 20 feet (6096 mm) shall be maintained 
between shade structures on the same property. No shade structure shall 
cover or encroach into any required fire lane. 

 
3105.76.3.1 Allowable area for minimum 21 feet clear high parking lot 
shade structures. 
The allowable area may be determined by Section 406.5.5 of this code 
provided the site fire apparatus access is approved by the Fire Marshal. 

 
3105.76.4 Roof-top Shade Structures. Parking lot shade structures 
complying with the provisions of this section may be installed to shade 
open parking on the roof of Group S-2 parking garages. This installation 
shall not be construed as affecting the construction type, allowable area, 
height, or number of tiers of the parking garage. Where the parking garage 
is required to be protected by an automatic sprinkler system, all parking lot 
shade structures on the roof shall also be so protected. 

 
3105.76.5 Sprinkler Systems. Parking lot shade structures shall be 
protected by an automatic sprinkler system as specified in this code and 
the Peoria Fire Code. 

 
Revise Section 3109 as follows: 

 

3109 SECTION SWIMMING POOL ENCLOSURES AND SAFETY DEVICES 
 

3109.1 General. The provisions of this Section shall control the design and 
construction of swimming pools, spas and hot tubs. 



Ordinance No. 2019-12 
Page 68 of 128 

 

 

3109.2 Definitions. For the purposes of these requirements, the terms used
shall be defined as follows and as set forth in Chapter 2. 

 
ABOVE-GROUND/ON-GROUND POOL. See Swimming pool. 

 
BARRIER. A fence, wall, building wall or combination thereof that completely 
surrounds the swimming pool and obstructs access to the swimming pool. 
HOT TUB. See Swimming pool. 

 
IN-GROUND POOL. See Swimming pool. 

 

SPA, NONPORTABLE. See Swimming pool. 
 

SPA, PORTABLE. A nonpermanent structure intended for recreational bathing, 
in which all controls, water heating and water-circulating equipment are an 
integral part of the product. 

 

SWIMMING POOL. Any structure intended for swimming or recreational bathing 
that contains water over 18 inches (457mm) deep. This includes in-ground, 
above-ground and on-ground swimming pools, hot tubs, spas, and fixed in place 
wading pools. 

 

SWIMMING POOL, INDOOR. A swimming pool which is totally contained within 
a structure and surrounded on all four sides by walls of said structure. 

 

SWIMMING POOL, OUTDOOR. Any swimming pool which is not an indoor pool. 
3109.3 SWIMMING POOLS. 

 

3109.3.1 In-ground pools. In-ground pools shall be designed and constructed in 
conformance with ANSI/APSP/ICCNSPI- 5 as listed in Section 311409.87 

 

3109.3.2 Above-ground and on-ground pools. Above-ground and on-ground 
pools shall be designed and constructed in conformance with ANSI/APSP/ICC 
NSPI-4 as listed in Section 311409.87. 

 

3109.4 SPAS AND HOT TUBS 
 

3109.4.1 Permanently installed spas and hot tubs. Permanently installed spas 

and hot tubs shall be designed and constructed in conformance with 

ANSI/APSP/ICC NSPI-3 as listed in Section 311409.87 

3109.4.2 Portable spas and hot tub Portable spas and hot tubs shall be 

designed and constructed in conformance with ANSI/APSP/ICC NSPI-6 as listed 

in Section 311409.87. 
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3109.5 BARRIER REQUIREMENTS 
 

3109.5.1 Application. The provisions of this chapter shall control the design of 

barriers for all swimming pools, spas and hot tubs. These design controls are 

intended to provide protection against potential drownings and near drownings by 

restricting access to swimming pools, spas and hot tubs. 

The swimming pool barrier detail requirements of this section apply to all new 

swimming pools installed on or after July 20 January 1, 2017, and to all additions, 

alterations, repairs or replacements made to existing swimming pool barriers. 

3109.5.2 Outdoor swimming pool 
 

It is the responsibility of the property owner and any other person in charge of a 
swimming pool to ensure that the required swimming pool barrier, including all 
gates, doors, locks, latches, and other portions of the barrier are maintained safe 
and in good working order at all times. No person shall alter or remove any 
portion of a swimming pool barrier except to repair, reconstruct, or replace the 
barrier in compliance with the provisions of this section. All barriers shall be 
installed, inspected, and approved prior to plastering or filling with water. An 
outdoor swimming pool, including an in-ground, aboveground or on-ground pool, 
hot tub or spa shall be provided with a barrier that shall comply with the 
following: 

 
1. The top of the barrier shall be at least 5 feet (1524 mm) above grade 

measured on the side of the barrier which faces away from the 

swimming pool. Such height shall exist around the entire perimeter of 

the barrier and for a distance of 3 feet (914 mm) measured horizontally 

from the outside of the required barrier. 

2. The maximum vertical clearance between grade and the bottom of the 

barrier shall be 2 inches (51 mm) measured on the side of the barrier 

which faces away from the swimming pool. 

3. The maximum clearance at the bottom of the barrier may be increased 

to 4 inches (102 mm) when grade is a solid, non-removable surface. 

4. Where the top of the pool structure is above grade, such as an 

aboveground pool, the barrier may be at ground level, such as the pool 

structure, or mounted on top of the pool structure. Where the barrier is

mounted on top of the pool structure, the maximum vertical clearance 

between the top of the pool structure and the bottom of the barrier shall 

be 4 inches (102 mm). 

5 2. Openings in the barrier shall not allow passage of a 4-inch-diameter
(102 mm)  sphere. 

 
6 3. Solid barriers which do not have openings, such as a masonry or 
stonewall, shall not contain indentations or protrusions except for normal 
construction tolerances and tooled masonry joints. 
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7 4. Where the barrier is composed of horizontal and vertical members 
and the distance between the tops of the horizontal members is less than 
45 inches (1143 mm), the horizontal members shall be located on the 
swimming pool side of the fence. Spacing between vertical members shall 
not exceed 1.75 inches (44 mm) in width. Where there are decorative 
cutouts within vertical members, spacing within the cutouts shall not 
exceed 1.75 inches (44 mm) in width. 

 
8 5. Where the barrier is composed of horizontal and vertical members 
and the distance between the tops of the horizontal members is 45 inches 
(1143 mm) or more, spacing between vertical members shall not exceed 4 
inches (102 mm). Where there are decorative cutouts within vertical 
members, spacing within the cutouts shall not exceed 1.75 inches (44  
mm) in width. 

 
9 6. Maximum mesh size for chain link fences shall be a 2.25-inch (57 
mm) square and provided with slats fastened at the top or the bottom 
which reduce the openings to not more than 1.75 inches (44 mm). The 
mesh shall not be less than 11 gage. 

 
10 7. Where the barrier is composed of diagonal members, such as a 
lattice fence, the maximum opening formed by the diagonal members shall 
not be more than 1.75 inches (44 mm). 

 

11 8. Access gates shall comply with the requirements of Section 
3109.5.2, items 1 through 10 7, and shall be equipped to accommodate a 
locking device. Pedestrian access gates shall open outward away from the 
pool and shall be self-closing and have a self-latching device. Gates other 
than pedestrian access gates need not be self-closing or self-latching and 
shall be equipped with a padlock or similar locking device. 
If a set of double gates or multiple gates is the only access to the yard  
area where the pool is located, they shall have not fewer than one leaf 
secured in place and the adjacent leaf shall be self-closing and be  
secured with a self-latching device. The gate and barrier shall not have 
openings larger than 1/2 inch (12.7 mm) within 18 inches (457 mm) of the 
latch release mechanism. The self-latching device shall comply with the 
requirements of Section 3114.5.2.11. If a pedestrian gate is present in 
conjunction with the double or multiple gates, the double or multiple gates 
need not be self-closing or self-latching and shall be equipped with a 
padlock or similar locking device. Where the release mechanism of the 
self-latching device is located less than 54 inches (1372 mm) from the 
bottom of the gate, the release mechanism and openings shall comply  
with the 
following: 

 

118.1. The release mechanism shall be located on the pool side of 
the gate at least 3 inches (76 mm) below the top of the gate, and 
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118.2. The gate and barrier shall have no opening greater than 0.5 
inch (12.7 mm) within 18 inches (457 mm) of the release 
mechanism. 

 
129. Where a building wall serves as part of the barrier, one of the 
following conditions shall be met: 

 
129.1. The pool shall be equipped with a key operated powered
safety cover in compliance with ASTM F1346. The keyed pool
cover switch shall be located not less than 54 inches (1372 mm) 
above the floor or adjacent ground level and where the entire pool 
cover can be visually inspected; or 

 
129.2. All doors leading from the building, directly into a yard with a 
swimming pool, shall swing away from the pool, shall be self- 
closing and self-latching, and shall be equipped with a locking 
device. The release mechanism for the latch, shall be located not 
less than 54 inches (1372 mm) above the floor. A locking latch 
which uses a key, electronic opener, or integral combination lock
may be located at any height on the door. Sliding doors shall not 
form any part of a required barrier unless the self-closing and self- 
latching mechanism is specifically approved. 
129.3. Multi panel sliding doors or walls shall meet the
requirements of Section 3109.9.2 or shall be secured in place by a
permanent fastening method that requires a tool to remove. If a
sliding glass door or panel is the only door to the pool area, it shall 
meet the requirements of Section 3109.9.2. 
129.4. Windows used for emergency escape or rescue which face
into a yard with a swimming pool shall be equipped with a latching
device located not less than 54 inches (1372 mm) above the floor. 
All other operable windows facing into a yard with a swimming pool 
shall be equipped with a screwed in place wire mesh screen, a 
keyed lock that prevents opening the window more than 4 inches 
(102 mm), or a latching device not less than 54 inches (1372 mm) 
above the floor. 

 
129.35.  Pet doors with direct access to the pool are not allowed. 

 

129.46. Required exit doors or means of egress serving an 
occupant load of 50 or more shall not open into or pass through a 
swimming pool enclosure. 

 

Exception: R-3 Occupancies, in an age restricted community, are not 
required to have the house wall serve as a barrier requirement, as long as 
there are no children under the age of 6 permanently residing on the 
property. 
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1310. Where an aboveground pool structure is used as a barrier or where 
the barrier is mounted on top of the pool structure, and the means of 
access is a ladder or steps, then: 

 
1310.1 The ladder or steps shall be capable of being secured in an 
inaccessible position with a lock or latch located 54 inches (1372 
mm) above the adjacent ground level, or 

 
1310.2 The ladder or steps shall be surrounded by a barrier that 
meets the requirements of Section 3109.5.2, Items 1 through 9. 
When the ladder or steps are secured, locked or removed, any 
opening created shall not allow the passage of a 4-inch-diameter 
(102 mm) sphere. 

 
1411. Where there are natural barriers between properties, such as lakes 
and solid rock vertical cliffs not less than 10 feet (3050 mm) in height and 
a slope of not less than 1 horizontal to 10 vertical, fence barriers shall not 
be required between properties where the natural barriers exist. To ensure 
proper natural barriers are maintained, barrier fences shall project a 
minimum of 24 inches (610 mm) into lakes to where there is at least 24 
inches (610 mm) depth from the lake surface to the top of the submerged 
horizontal member or the lake bottom when there is no submerged 
horizontal member. There shall be no horizontal member less than 45 
inches above the lake surface. Where the solid rock cliff extends above 
the property, the intersecting barriers, with the solid rock cliff, shall not 
allow passage of a 4 inch diameter (102 mm) sphere. 

3109.5.3 Indoor swimming pool All walls surrounding an indoor swimming pool 

shall comply with Section 3109.5.2, Item 129. 

3109.5.4 Prohibited locations. Barriers shall be located not less than 45 inches 

(1143 mm), measured horizontally from permanent structures, equipment or 

similar objects from being used to climb the barriers. 

3109.5.5 Barrier exceptions. 
 

1. For portable spas and hot tubs with a safety cover which complies with 
ASTM F 1346, as listed in Section 3109, shall be exempt from the 
provisions of 3109.5.2, Item 9. 

 

2. For spas and hot tubs, a hard safety cover that is latched or locked may
be used provided the spa or hot tub is not more than 8 feet (2.44 m) in 
width at any point. 
3. Existing swimming pools located on one-family dwelling property on or 
before July 20 May 1, 2017, need not be retroactively fitted with a barrier 
between the dwelling and the pool provided all occupants of the dwelling 
are at least six years of age or older or there is a door alarm. The alarm 
shall  be  listed  in  accordance  with  UL  2017.  All  other  portions  of the 
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swimming pool barrier separating properties shall be installed and 
maintained as in this section. 

 

1. This exception does not eliminate an owner’s responsibility for 
providing a temporary barrier or otherwise physically restricting 
visiting children’s direct access from the dwelling to the swimming 
pool. 

 

2. This exception shall expire and the required permanent barrier
shall be retroactively installed between the dwelling and the
swimming pool whenever: 

 

1. One or more children under six years of age become 

occupants of the property 

 
2. There is a change of use or character to the primary building 

occupancy on the property 

 
3. A new pool or spa is being installed on the same property 

including spa additions to the existing swimming pool. 

 
4. Alterations to existing buildings: New work that changes an 

existing element of the pool barrier (whether the barrier is 

compliant or not) shall met the current barrier requirements 

of Section 3114. 
 

3109.6 PROTECTION FOR SWIMMING POOL AND SPA SUCTION OUTLETS 
 

3109.6.1 Suction Entrapment Avoidance. Pools, spas, hot tubs, catch basins 
and other similar bather accessible bodies of water associated with swimming 
pool construction shall be designed to produce circulation throughout the body of 
water and provide means to protect against user suction entrapment. 

 

3109.6.2 Surface skimming or perimeter overflow system. To avoid suction 
entrapment, fully submerged suction outlets (main drains) shall not be required is 
swimming pools, wading pools, spas, hot tubs and catch basins. Surface 
skimming or perimeter overflow system shall be permitted in lieu of fully 
submerged suction outlet fittings and shall provide 100% of the required system 
flow. 

 

3109.6.3 Fully submerged suction outlets (main drains). Fully submerged 
manufactured suction outlets (main drains) for use in swimming pools, wading 
pools, hot tubs and catch basins shall be listed by a nationally recognized testing 
laboratory in accordance with ASME/ANSI A112.19.9M. 
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Exception: Custom designed suction outlet fittings certified by a licensed 
professional engineer that conform to Section 3, General requirements of 
ASME/ANSI A112.19.8M. 

 
 

3109.6.4 Methods of entrapment avoidance. Entrapment avoidance of fully 
submerged suction outlets can be achieved by one of the following methods: 

 

3109.6.4.1 Dual Drains. A minimum of two (2) suction outlets shall be provided 
for each pump or pumps in the suction outlet system, separated by a minimum of 
three (3) feet (91.44 cm) measured from center to center of suction pipes or 
located on two (2) different planes; i.e. one (1) on the bottom and one (1) on the 
vertical wall, or one (1) each on two (2) separate vertical walls. These suction 
outlets shall be plumbed such that water is drawn through them simultaneously 
through a common line to the system. Each suction outlet fitting shall be rated for 
the maximum system flow. 

 
3109.6.4.2 Channel Drain System. One or more channel gates shall be 
acceptable as protection against suction entrapment if they are 3 inches or 
greater in width and 31 inches or greater in length and fastened to prevent 
removal as specified in ASME/ANSI A112.19.8M. 

 
3109.6.4.3 Gravity flow system. A Gravity Flow system shall be acceptable as 
protection against suction entrapment if it has one or more submerged suction 
outlet(s) with approved cover/grates in any combination fed by gravity into a 
collection tank vented to atmosphere. However, a modulating float valve allowing 
direct suction is not permitted. 
3109.6.4.4 Combination Inlet/Outlet Fixtures for Swim Jets. Combination 
Inlet/Outlet Fixtures shall be acceptable as protection against suction entrapment 
for a Swim Jet system not related to the filtration system, if they are  
manufactured and have their own dedicated pump(s), and the suction outlet and 
the return are located in a single fitting. 

 
3109.6.4.5 Venturi Debris Removal Systems. Venturi Debris Removal Systems 
shall be acceptable as protection against suction entrapment if they are intended 
to remove debris through a single, floor mount suction outlet where low pressure 
is created by the entrainment of water within a deck mount canister that is not 
directly or indirectly connected to a pump’s suction. The single action outlet shall 
have an approved cover/gate. 

 
3109.6.5 Shallow Water Suction Outlets. Where all suction fittings are located 
less than 24 inches below normal operating water level, one of the following shall 
be required: 

 
1. Gravity flow system 

 
2. One (1) additional drain 
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3. Vent system to atmosphere 

 
4. Suction vacuum release device tested and approved for the purpose by a 
nationally recognized testing laboratory in accordance with ASME A112.19.17 

 
 

3109.6.6 Wall Vacuum Fittings. Where provided, the vacuum cleaner fitting(s) 
shall be located in an accessible position(s) at least 6 inches and no greater than 
18 inches below the water level and shall comply with IAPMO SPS 4. 

 
SECTION 3109.7 ABBREVIATIONS 
3109.7.1 General. 

 

ANSI. American National Standards Institute 
11 West 42nd Street, New York, NY 10036 
ASTM. American Society for Testing and Materials 
1916 Race Street, Philadelphia, PA 19103 
APSPNSPI. National Spa and Pool Institute Association 
of Pool and Spa Professionals 
2111 Eisenhower Avenue, Alexandria, VA 22314 

 
SECTION 3109.8 STANDARDS 

 

3109.8.1 General. 
IAPMO 
IAPMO SPS-4-2009 Special Use Suction Fittings for swimming pools, spas and 
hot tubs (for suction side 
automatic swimming pool cleaners)… .................................... 3109.6 
ANSI/APSP/ICC 4-12NSPI-4-99 Standard for Above-ground/On-ground
Residential Swimming Pools. ............................... 311409.6 
ANSI/APSP/ICC 16-11ASME A112.19.8M-1987 American National Standard for 
Suction 
Fittings for Use in Swimming Pools, Wading Pools, Spas, and Hot Tubs and
Whirlpool Bathing Appliances 3109.5 ............................... 311409.6 

 
ASME 
ASME A112.19.17 Manufacturers Safety Vacuum 
Release Systems (SVRS) for Residential and Commercial Swimming Pool, Spa, 
Hot Tub and 
Wading Pool .......................................................... 3109.6 

 
 

ASME 
ASME A112.19.17 Manufacturers Safety Vacuum 
Release Systems (SVRS) for Residential and Commercial Swimming Pool, Spa, 
Hot Tub and 
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Wading Pool.......................................................... 3109.6 
 
SECTION 4. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section 18-25 pertaining to International Residential Code – Adopted 
and Amended and which shall read as follows: 

 
Sec. 18-25. International Residential Code – Adopted and Amended. 

 
(A) A certain document, one copy of which is on file in the City Clerk’s Office 

of the City of Peoria, being marked and designated as “International 

Residential Code, 2015 2018 Edition,” published by the International Code 

Council is hereby adopted, as amended herein, as the Code for 

establishing the minimum regulations governing the conditions and 

maintenance of property, buildings, and structures within the City of 

Peoria. 

 
(B) The International Residential Code, 2015 2018 Edition, is amended as 
follows: 

 

(1) Chapter 1, “Scope and Administration,” is hereby amended as follows: 
 

Note: For reserved sections herein, refer to the Building Code of the City of 
Peoria Administrative Provisions for these code requirements. 

 

R101.1 Title. Insert the words “City of Peoria” as the name of jurisdiction. 
 

R101.2 Scope. 
The provisions of the International Residential Code for One-and Two-Family 
Dwellings shall apply to the construction, alteration, movement, enlargement, 
replacement, repair, equipment, use and occupancy, location, removal and 
demolition of detached one- and two-family dwellings and townhouses not more 
than three stories above grade plane in height, with a separate means of egress, 
and their accessory structures not more than three stories above grade plane in 
height. 

 

Exception: The following shall be permitted to be constructed in 
accordance with this code. where provided with a residential fire sprinkler 
system complying with Section P2904: 

 

1. Live/work units located in one-and two-family dwellings, or townhouses
and complying with the requirements of Section 419 of the International 
Building Code. Fire suppression required by Section 419.5 of the 
International Building Code when designed under the International 
Residential Code for One- and Two-family dwellings shall conform to 
Section P2904. 
2. Owner-occupied lodging houses with five or fewer guestrooms. 
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3. A care facility with five or fewer persons receiving custodial care within 
a dwelling unit. 
4. A care facility with five or fewer persons receiving medical care within a 
dwelling unit. 
5. A care facility with five or fewer persons receiving care that are reside 
within a single-family dwelling. 

 

R101.3 Intent. Reserved. 

Section R102, “Applicability” is amended as follows:

R102.1 General. Reserved. 
R102.2 other laws. Reserved. 
R102.3 Application of reference. Reserved. 

 

Amend Section R102.5 Appendices by adding the following: 
 

R102.5 Appendices. The following appendicies are adopted: APPENDIX A - 
SIZING AND CAPACITIES OF GAS PIPING; APPENDIX B –SIZING OF 
VENTING SYSTEMS SERVING APPLIANCES EQUIPPED WITH DRAFT 
HOODS, CATEGORY I APPLIANCES, AND APPLIANCES LISTED FOR USE 
AND TYPE B VENTS; APPENDIX C – EXIT TERMINALS OF MECHANICAL 
DRAFT AND DIRECT – VENT VENTING SYSTEMS; APPENDIX D – 
RECOMMENDED PROCEDURE FOR SAFETY INSPECTION OF AN EXISTING 
APPLIANCE INSTALLATION; APPENDIX G –PIPING STANDARDS FOR 
VARIOUS APPLICATIONS; APPENDIX H – PATIO COVERS; APPENDIX J – 
EXISTING BUILDINGS AND STRUCTURES; APPENDIX K – SOUND 
TRANSMISSION; APPENDIX N – VENTING METHODS; APPENDIX P –  
SIZING OF WATER PIPING SYSTEMS.; APPENDIX Q – TINY HOUSES; 
APPENDIX R – LIGHT STRAW-CLAY CONSTRUCTION; APPENDIX S – 
STRAWBALE CONSTRUCTION; APPENDIX T –  SOLAR  READY 
PROVISIONS – DETACHED ONE-AND TWO-FAMILY DWELLINGS 

 

R102.6 Partial Invalidity. Reserved. 
 
R102.7 Existing structures. The legal occupancy of any structure existing on 

the date of adoption of this code shall be permitted to continue without change, 

except as is specifically covered in this code, the International Property 

Maintenance Code or the Peoria Fire Code, as amended by the City of Peoria, or 

as is deemed necessary by the building official for the general safety and welfare 

of the occupants and the public. 

Chapter 1, “Administration and Enforcement” is amended as follows: 
 

SECTION R103.  DEVELOPMENT AND ENGINEERING Reserved. 
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SECTION  R104. DUTIES  AND  POWERS  OF  THE  BUILDING  OFFICIAL 
Reserved. 

 
SECTION R105.  PERMITS Reserved. 

 

SECTION R106.  CONSTRUCTION DOCUMENTS  Reserved.

SECTION R107. TEMPORARY STRUCTURES AND USES Reserved.

SECTION R108.  FEES Reserved. 

SECTION R109.  INSPECTIONS Reserved. 
 

SECTION R110.  CERTIFICATE OF OCCUPANCY Reserved. 
 
SECTION R111. SERVICE UTILITIES Reserved.

SECTION R112. BOARD OF APPEALS Reserved.

SECTION R113.  VIOLATIONS Reserved. 

SECTION R114.  STOP WORK ORDER Reserved. 
 

(2) Chapter 2, “Definitions,” is hereby amended as follows: 
 

SECTION R202.  DEFINITIONS 
 

Fire separation distance. The distance measured from the building face to one 
of the following: 

 

1. To the closest interior lot line. 
 

2. To the centerline of a street, an alley, or public way. 
 

3. To an imaginary line between two buildings on the lot. The distance 

shall be measured at a right angle from the face of the framing. 

Standard Plans. Plans authorized by the Development and Engineering 
Department to be used in construction on a repetitive basis. Standard plans may
include options allowing variations to the building design that may alter  the
interior and exterior appearance. 

 

(3) Chapter 3, “Building Planning,” is hereby amended to read as follows: 
 

R301.1.4 Lot corner identification. In construction applications where legally 
surveyed lot corner identification markers are not readily verifiable or are missing, 
the building official, when deemed necessary, shall require lot boundary markers 
to be surveyed and permanently identified in accordance with State law at the 
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owner’s or applicant’s expense. The survey shall be executed by a registrant 
licensed to do such work by the Arizona State Board of Technical Registration. 

 
R301.2 Climatic and geographic design criteria. Buildings shall be
constructed in accordance with provisions of this code as limited by the 
provisions of this section. 

 
Amend Table R301.2(1), by inserting the following: 

 

Table R301.2(1) 
(Due to space limitations the table could not be reproduced; only the values are 
listed) 

 
Ground snow load: 0 psf 
Wind speed (mph): 115 mph 
Topographic effects No 
Special wind region No 
Wind-borne debris zone No 

Seismic design category: B 
Weathering: Negligible 
Frost line depth: 12” 
Termite: Moderate to Heavy 
Winter design temperature: 32° 
Ice shield underlayment No
required: 
Flood hazards: See Peoria City Code 

Air freezing index: 0 
Mean annual temperature: 71.2° F 

 
 

MANUAL J DESIGN CRITERIAN
 

Refer to Section M1401.3 and N1103.7 of the 2018 IRC. 
Elevation: 
Latitude: 
Winter heating: 
Summer  cooling:
Altitude correction factor: 
Indoor temperature design:
Design temperature cooling:
Heating temperature difference:
Cooling temperature difference:
Wind velocity heating: 
Wind velocity cooling:
Coincident wet bulb:
Daily range: 
Winter humidity: 
Summer humidity: 
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 For SI: 1 pound per square foot = 0.0479 kPa, 1 mike per hour = 0.447 m/s. 
 

a. Where weathering requires a higher strength concrete or grade of masonry than 
necessary to satisfy the structural requirements of this code, the frost line depth strength 
required for weathering shall govern. The weathering column shall be filled in with the 
weathering index, “negligible,” “moderate” or “severe” for concrete as determined from 
Figure R301.2(4). The grade of masonry units shall be determined from ASTM C34, 
C55, C62, C73, C90, C129, C145, C216 or C652. 
b. Where the frost line depth requires deeper footings than indicated in Figure 
R403.1(1), the frost line depth strength required for weathering shall govern. The 
jurisdiction shall fill in the frost line depth column with the minimum depth of footing 
below finish grade. 
c. The jurisdiction shall fill in this part of the table to indicate the need for protection 
depending on whether there has been a history of local subterranean termite damage. 
d. The jurisdiction shall fill in this part of the table with the wind speed from the basic 
wind speed map [Figure R301.2(5) A]. Wind exposure category shall be determined on a 
sitespecific basis in accordance with Section R301.2.1.4. 
e. The outdoor design dry-bulb temperature shall be selected from the columns of 971/2- 
percent values for winter from Appendix D of the International Plumbing Code. 
Deviations from the Appendix D temperatures shall be permitted to reflect local climates 
or local weather experience as determined by the building official. [Also see Figure 
R301.2(1).] 
f. The jurisdiction shall fill in this part of the table with the seismic design category 
determined from Section R301.2.2.1. 
g. The jurisdiction shall fill in this part of the table with (a) the date of the jurisdictions’ 
entry into the National Flood Insurance Program (dated of adoption of the fires code or 
ordinance for management of flood hazard areas), (b) the date(s) of the Flood Insurance 
Study and the (c) the panel numbers and dates of the currently effective FIRM’ and 
FBFMs or other flood hazard map adopted by the authority having jurisdiction, as 
amended. 
h. In accordance with Sections R905.1.2, R905.4.3.1, R905.5.3.1m R905.6.3.1, 
R905.7.3.1 and R905.8.3.1, where there has been a history of local damage from the 
effects of ice damming, the jurisdiction shall fill in this part of the table with “YES.” 
Otherwise the jurisdiction shall fill in this part of the table with “NO.” 
i. The jurisdiction shall fill in this part of the table with the 100-year return period air 
freezing index (FG-days) from Figure R403.3(2) or from the 100-year (99 percent) value 
on the National Climatic Data Center data table “Air Freezing Index-USA Method (Base 
32o F).” 
j. The jurisdiction shall fill in this part of the table with the mean annual temperature from 
the National Climatic Data Center data table “Air Freezing Index-USA Method (Base 32o 

F).” 
k. In accordance with Section R301.2.1.5, where there is local historical data 
documenting structural damage to buildings due to topographic wind speed-up effects, 
the jurisdiction shall fill in this part of the table with “YES.” Otherwise, the jurisdiction 
shall indicate “NO” in this part of the table. 
l. In accordance with Figure R301.2(5) A, where there are local historical data 
documenting unusual wind conditions, the jurisdiction shall fill in the part of the table with 
“YES” and identify any specific requirements. Otherwise, the jurisdiction shall indicate 
“NO” in this part of the table. 
m. In accordance with Section R301.2.1.2 the jurisdiction shall indicate the wind-borne 
debris wind zones(s). Otherwise, the jurisdiction shall indicate “NO” in this part of the 
table. 
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n. The jurisdiction shall fill in these sections of the table to establish the design criteria 
using Table 1a or 1b form ACCA Manual J or established criteria determined by the 
jurisdiction. 
o. The jurisdiction shall fill in this section of the table using the Ground Snow Loads. 

 

R301.2.4 Floodplain construction. Buildings and structures constructed in
whole or in part in flood hazard areas, and substantial improvement and 
restoration of substantial damage of buildings and structures in flood hazard 
areas, shall be designed and constructed in accordance with the Peoria City 
Code. 

 

Section R301.5, “Live Load” is amended as follows: 
 
Table R301.5 
MINIMUM UNIFORMLY DISTRIBUTED LIVE LOADS 
(in pounds per square foot) 

 
USE LIVE LOAD 

Uninhabitable attics without storage 10 

Uninhabitable attics with limited storage 20 

Habitable attics and attics served with fixed stairs 30 40 

Balconies (exterior) and decks 40 

Fire escapes 40 

Guards and handrails 200 

Guard in-fill components 50 

Passenger vehicle garages 50 

Rooms other than sleeping rooms 40 

Sleeping rooms 40 

Stairs 40 

Section R302, “FIRE-RESISTANT CONSTRUCTION” is amended as follows:

R302.1  Exterior walls.  Construction, projections, openings and penetrations of 
exterior walls of dwellings and accessory buildings shall comply with Table 
R302.1(1); or dwellings equipped throughout with an automatic sprinkler system 
installed in accordance with Section P2904 shall comply with Table R302.1(2). 

 

Exceptions: 
1. Walls, projections, openings or penetrations in walls perpendicular to 

the line used to determine the fire separation distance. 

2. Walls between dwellings and accessory structures located on the 

same lot. 

3. Detached tool sheds and storage sheds, playhouses and similar 

structures exempted from permits are not required to provide wall 
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protection  based  on  location  on  the  lot. Projections  beyond the 

exterior wall shall not extend over the lot line. 
 

4. Detached garages accessory to a dwelling located within 2 feet (610 

mm) of a lot line are permitted to have roof eave projections not 

exceeding 4 inches (102 mm). 

5. Foundation vents installed in compliance with this code are permitted. 
 

R302.2.2 Common walls. 
Common walls separating townhouses shall be assigned a fire resistance rating
in accordance with Item 1 or 2. The common wall shared by two townhouses
shall be constructed without plumbing or mechanical equipment, ducts or vents in 
the cavity of the common wall. The wall shall be rated for fire exposure from both 
sides and shall extend to and be tight against exterior walls and the underside of 
the roof sheathing. Electrical installations shall be in accordance with chapters 34 
through 43. Penetrations of the membrane of common walls for electrical outlet 
boxes shall be in accordance with section R302.4. 
1. Where a fire sprinkler system in accordance with P2904 is provided, the 
common wall shall not be less than a 1-hour fire resistance rated wall assembly 
tested in accordance with ASTM E119, UL 263 or section 703.3 of the 
International Building Code (as amended by the City of Peoria). 
2. Where a fire sprinkler system in accordance with P2904 is not provided, the
common wall shall not be less than a 2-hour fire resistance rated wall assembly 
tested in accordance with ASTM E119, UL 263 or section 703.3 of the 
International Building Code (as amended by the City of Peoria). 

 

R302.5.1 Opening protection is amended as follows:. 
 

Openings from a private garage or carport directly into a room used for sleeping 
purposes or a hallway that only accesses sleeping rooms shall not be permitted. 
Other openings between the garage or carport and residence shall be equipped 
with solid wood doors not less than 1 ⅜ inches (35 mm) in thickness, solid or 
honeycomb-core steel doors not less than 1 ⅜ inches (35 mm) thick, or 20- 
minute fire-rated doors or windows, equipped with a self-closing or automatic 
closing device. 

 

Amend Section R303 as follows: 
 
Section R303.  LIGHT, VENTILATION, AND HEATING AND COOLING 

 

R303.10 Required heating and cooling. Every dwelling unit shall be provided 
with heating and cooling facilities capable of maintaining room temperatures 
between 70°F (21°C) and 90°F (50°C) at a point 3 feet (914 mm) above the floor 
and 2 feet (610 mm) from exterior walls in all habitable rooms. The installation of 
one or more portable space heaters or portable space coolers shall not be used 
to achieve compliance with this section. 
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Amend R310, “Emergency Escape and Rescue Openings” as follows: 
 

R310.4 Bars, grilles, covers and screens. Bars, grilles, covers, screens or 
similar devices are permitted to be placed over emergency escape and rescue 
openings, bulkhead enclosures, or window wells that serve such openings, 
provided that the minimum net clear opening size complies with Sections 
R310.1.1 to R310.2.3, and such devices shall be releasable or removable from 
the inside without the use of a key, tool, special knowledge or force greater than 
that required for normal operation of the escape and rescue opening. The 
dwelling shall be equipped with smoke alarms installed in accordance with 
Section R314. 

 

Add the following section, as amended: 
SECTION R313 AUTOMATIC FIRE SPRINKLER SYSTEMS 

 

R313.1 Townhouse automatic fire sprinkler systems. An  automatic
residential fire sprinkler system shall be installed in townhouses, as required by
the Peoria Fire Code. 

 

Exception: An automatic residential fire sprinkler system shall not be
required when additions or alterations are made to existing townhouses that 
do not have an automatic residential fire sprinkler system installed, unless 
required by the Peoria Fire Code. 

 
R313.1.1 Design and installation. Automatic residential fire sprinkler systems 
for townhouses shall be designed and installed in accordance with the Peoria  
Fire Code. 

 
R313.2 One- and two-family detached dwellings automatic fire sprinkler 
systems. An automatic residential fire sprinkler system shall be installed in 
detached one- and two-family dwellings, as required by the Peoria Fire Code. 

 

Exception: An automatic residential fire sprinkler system shall not be
installed required for in additions or alterations to existing buildings that are not
already provided with an automatic residential sprinkler system, unless as 
required by the Peoria Fire Code. 

 

R313.2.1 Design and installation. Automatic residential fire sprinkler systems 
shall be designed and installed in accordance with the Peoria Fire Code. 

 
Amend Section R320, “Accessibility” as follows: 

 

R320.2 Model Home Complex 
 

R320.2.1 No-step entrance. At least one single family dwelling as part of a 
Model Home Complex, as described in the Peoria Zoning Ordinance, shall 
have a no-step entrance as described in Section R320.2.2 
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R320.2.2 Dwellings. Residential single family dwellings, as part of a Model 
Home Complex, as described in the Zoning Ordinance, shall have a route of 
travel as described herein. The route of travel shall be a continuous no-step 
path connecting each subdivision sales office or public way to the primary 
entry. 

 

The route of travel shall conform to the following requirements: 
1. The running slope shall not exceed 1:2012. 

 

2. Routes of travel complying with this section are not required to have 

handrails. 

3. The route of travel shall be a firm, stable, and slip resistant surface 

for a minimum width of 36 inches (914 mm) continuous and clear for 

a height of 7 feet (2.134 m) above the route. 

4. The entry to the model home shall have a maneuvering space of a 

minimum 48 inches (1219 mm) by 48 inches (1219 mm) on the 

exterior side of the entry door. 

5. The threshold at the entry shall not exceed ½ inch (13 mm). 
 

6. The no step entry shall be identified by a readily viewable sign. 
 

R322 FLOOD-RESISTANT CONSTRUCTION RESERVED 
 

Amend  SECTION  R326  SWIMMING  POOLS,  SPAS  AND  HOT  TUBS    as 
follows: 

 

GENERAL 
R326.1 General. The design and construction of swimming pools, spas, and hot 
tubs shall comply with the provisions of this section International Swimming Pool 
and Spa Code. 

 

DEFINITIONS 
R326.2 Definitions. For the purpose of these requirements, the terms used 
shall be defined as follows and as set forth in Chapter 2. 

 
ABOVE-GROUND/ON-GROUND POOL.  See Swimming pool. 

 
BARRIER. A fence, wall building wall or combination thereof which completely 
surrounds the swimming pool and obstructs access to the swimming pool. 

 

HOT TUB.  See Swimming pool. 
 

IN-GROUND POOL.  See Swimming pool. 
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RESIDENTIAL. That which is situated on the premises of a detached one or two- 
family dwelling or a one-family townhouse not more than three stories in height. 

 

SPA, NONPORTABLE.  See Swimming pool. 
 

SPA, PORTABLE. A nonpermanent structure intended for recreational bathing, 
in which all controls, water-heating and water-circulating equipment are an 
integral part of the product. 

 

SWIMMING POOL. Any structure intended for swimming or recreational bathing 
that contains water over 18 inches (457 mm) deep. This includes in-ground, 
above ground and on-ground swimming pools, hot tubs, spas, and fixed in place 
wading pools. 

 

SWIMMING POOL, INDOOR. A swimming pool which is totally contained within  
a structure and surrounded on all four sides by walls of said structure. 

 

SWIMMING POOL, OUTDOOR.  Any swimming pool which is not an indoor pool. 
 

R326.3 In-ground pools. In-ground pools shall be designed and constructed in 
conformance with ANSI/APSP/ICC NSPI-5 as listed in Section AG108. 

 

R326.3.1 Above-ground and on-ground pools. Above-ground and on-ground 
pools shall be designed and constructed in conformance with 
ANSI/APSP/ICCNSPI-4 as listed in Section AG108. 

 

R326.3.2 Pools in flood hazard areas. In flood hazard areas established by 
Table R301.2(1), pools designed and constructed in compliance with ASCE 24. 

 

R326.3.3 Permanently installed spas and hot tubs. Permanently installed  
spas and hot tubs shall be designed and constructed in conformance with 
ASNI/APSP/ICC NSPI-3 as listed in Section AG108. 

 

R326.3.4 Portable spas and   hot tubs. Portable spas and  hot tubs   shall be 
designed and constructed in conformance with ANSI/APSP/ICC NSPI-6. 

 

R326.4 Application. The provisions of this section shall control the design of
barriers for residential swimming pools, spas and hot tubs. These design
controls are intended to provide protection against potential drownings and near 
drownings by restricting access to swimming pools, spas and hot tubs. 

 

R326.4.1 Outdoor swimming pool. It is the responsibility of the property owner 
and any other person in responsible charge of a swimming pool to ensure that 
the required swimming pool barrier, including all gates, doors, locks, latches, and
other portions of the barrier are maintained safe and in good working order at all 
times. No person shall alter or remove any portion of a swimming pool barrier
except  to  repair,  reconstruct,  or  replace  the  barrier  in  compliance  with  the 
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provisions of this section. All barriers shall be installed, inspected, and approved 
prior to plastering or filling with water. An outdoor swimming pool, including an in- 
ground, aboveground or on-ground pool, hot tub or spa shall be provided with a 
barrier which shall comply with the following: 

1. The top of the barrier shall be at least 5 feet (1524 mm) above grade 

measured on the side of the barrier which faces away from the  

swimming pool. Such height shall exist around the entire perimeter of  

the barrier and for a distance of 3 feet (914 mm) measured horizontally 

from the outside of the required barrier. 

2. The maximum vertical clearance between grade and the bottom of the

barrier shall be 2 inches (51 mm) measured on the side of the barrier 

which faces away from the swimming pool. 

3. The maximum clearance at the bottom of the barrier may be increased  

to 4 inches (102 mm) when grade is a solid, non-removable surface. 

4. Where the top of the pool structure is above grade, such as an 

aboveground pool, the barrier may be at ground level, such as the pool 

structure, or mounted on top of the pool structure. Where the barrier is 

mounted on top of the pool structure, the maximum vertical clearance 

between the top of the pool structure and the bottom of the barrier shall 

be 4 inches (102 mm). 

52. Openings in the barrier shall not allow passage of a 4-inch-diameter 
(102 mm) sphere. 

 
6 3. Solid barriers which do not have openings, such as a masonry or 
stonewall, shall not contain indentations or protrusions except for normal 
construction tolerances and tooled masonry joints. 

 
7 4. Where the barrier is composed of horizontal and vertical members 
and the distance between the tops of the horizontal members is less than 
45 inches (1143 mm), the horizontal members shall be located on the 
swimming pool side of the fence. Spacing between vertical members shall 
not exceed 1.75 inches (44 mm) in width. Where there are decorative 
cutouts within vertical members, spacing within the cutouts shall not 
exceed 1.75 inches (44 mm) in width. 

 
8 5. Where the barrier is composed of horizontal and vertical members 
and the distance between the tops of the horizontal members is 45 inches 
(1143 mm) or more, spacing between vertical members shall not exceed 4 
inches (102 mm). Where there are decorative cutouts within vertical 
members, spacing within the cutouts shall not exceed 1.75 inches (44  
mm) in width. 

 
9 6. Maximum mesh size for chain link fences shall be a 2.25-inch (57 
mm) square and provided with slats fastened at the top or the bottom 
which reduce the openings to not more than 1.75 inches (44 mm). The 
mesh shall not be less than 11 gage. 
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10 7. Where the barrier is composed of diagonal members, such as a lattice 
fence, the maximum opening formed by the diagonal members shall not be 
more than 1.75 inches (44 mm). 

 

11 8. Access gates shall comply with the requirements of Section R326.4.1, 
items 1 through 10 7, and shall be equipped to accommodate a locking device. 
Pedestrian access gates shall open outward away from the pool and shall be 
self-closing and have a self-latching device. Gates other than pedestrian 
access gates need not be self-closing or self-latching and shall be equipped 
with a padlock or similar locking device. 

 

If a set of double gates or multiple gates is the only access to the yard area 
where the pool is located, they shall have not fewer than one leaf secured in 
place and the adjacent leaf shall be self-closing and be secured with a self- 
latching device. The gate and barrier shall not have openings larger than 1/2 
inch (12.7 mm) within 18 inches (457 mm) of the latch release mechanism. 
The self-latching device shall comply with the requirements of Section 
3109.5.2.11. If a pedestrian gate is present in conjunction with the double or 
multiple gates, the double or multiple gates need not be self-closing or self- 
latching and shall be equipped with a padlock or similar locking device. Where 
the release mechanism of the self-latching device is located less than 54 
inches (1372 mm) from the bottom of the gate, the release mechanism and 
openings shall comply with the following: 

 
 

118.1. The release mechanism shall be located on the pool side of the gate at 
least 3 inches (76 mm) below the top of the gate, and 

 

118.2. The gate and barrier shall have no opening greater than 0.5 inch 
(12.7 mm) within 18 inches (457 mm) of the release mechanism. 

 

129. Where a building wall serves as part of the barrier, one of the following 
conditions shall be met: 

 

129.1. The pool shall be equipped with a key operated powered safety 
cover in compliance with ASTM F1346. The keyed pool cover switch shall 
be located not less than 54 inches (1372 mm) above the floor or adjacent 
ground level and where the entire pool cover can be visually inspected; or 

 

129.2. All doors leading from the building, directly into a yard with a 
swimming pool, shall swing away from the pool, shall be self-closing and 
self-latching, and shall be equipped with a locking device. The release 
mechanism for the latch, shall be located not less than 54 inches (1372  
mm) above the floor. A locking latch which uses a key, electronic opener, or 
integral combination lock may be located at any height on the door.  Sliding 



Ordinance No. 2019-12 
Page 88 of 128 

 

doors shall not form any part of a required barrier unless the self-closing 
and self-latching mechanism is specifically approved. 

 
12.3. Multi panel sliding doors or walls shall meet the requirements of 
Section R326.4.1.12.2 or shall be secured in place by a permanent 
fastening method that requires a tool to remove. If a sliding glass door or 
panel is the only door to the pool area, it shall meet the requirements of 
Section R326.4.1.12.2. 

 

129.4. Windows used for emergency escape or rescue which face into a 
yard with a swimming pool shall be equipped with a latching device located 
not less than 54 inches (1372 mm) above the floor. All other operable 
windows facing into a yard with a swimming pool shall be equipped with a 
screwed in place wire mesh screen, a keyed lock that prevents opening the 
window more than 4 inches (102 mm), or a latching device not less than 54 
inches (1372 mm) above the floor. 

 

129.35.  Pet doors with direct access to the pool are not allowed. 
 

Exception: One and two family dwellings, in an age restricted community, are 
not required to have the house wall serve as a barrier requirement, as long as 
there are no children under the age of 6 permanently residing on the property. 

 

1310. Where an aboveground pool structure is used as a barrier or where the 
barrier is mounted on top of the pool structure, and the means of access is a 
ladder or steps: 

 
1310.1. The ladder or steps shall be capable of being secured in an 
inaccessible position with a lock or latch located 54 inches (1372 mm) 
above the adjacent ground level, or 
1310.2. The ladder or steps shall be surrounded by a barrier which meets 
the requirements of Section 326.4.1, Items 1 through 9. When the ladder or 
steps are secured, locked or removed, any opening created shall not allow 
the passage of a 4-inch-diameter (102 mm) sphere. 

 
1411. Where there are natural barriers between properties, such as lakes and 
solid rock vertical cliffs not less than 10 feet (3048 mm) in height and a slope 
of not less than 1 horizontal to 10 vertical, fence barriers shall not be required 
between properties where the natural barrier exists. To ensure proper natural 
barriers are maintained, barrier fences shall project a minimum of 24 inches 
(610 mm) into lakes to where there is at least 24 inches (610 mm) depth from 
the lake surface to the top of the submerged horizontal member or the lake 
bottom when there is no submerged horizontal member. There shall be no 
horizontal member less than 45 inches above the lake surface. Where the  
solid rock cliff extends above the property, the intersecting barriers, with 
the solid rock cliff, shall not allow passage of a 4 inch diameter (102 mm) sphere. 
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R326.4.2 Indoor swimming pool. All walls surrounding an indoor swimming 
pool shall comply with Section R326.4.1 

 

R326.4.3 Prohibited locations. Barriers shall be located not less than 45 
inches (1143 mm), measured horizontally from permanent structures, 
equipment or similar objects so as to prohibit them from being used to climb 
the barriers. 

 
R326.4.4 Barrier exceptions. 

1. For portable spas and hot tubs with a safety cover which complies with 

ASTM F 1346, as listed in Section R326, shall be exempt from the 

provisions of R326.4.1, Item 12 9. 

2. For spas and hot tubs, a hard safety cover which is latched or locked 

may be used provided the spa or hot tubs not more than 8 feet (2.44 m) 

in width at any point. 

3. Existing swimming pools located on a one-family dwelling property on or 

before July 20 May 1, 2017 need not be retroactively fitted with a barrier 

between the dwelling and the pool provided all occupants of the dwelling 

are at least six years of age or older or there is a door alarm. The alarm 

shall be listed in accordance with UL 2017. All other portions of the 

swimming pool barrier separating properties shall be installed and 

maintained as required by Section 326.4.1. 

(a) This exception does not eliminate an owner’s responsibility
for providing a temporary barrier or otherwise physically restricting 
visiting children’s direct access from the dwelling to the swimming 
pool. 

(b) This exception shall expire and the required permanent barrier

shall be retroactively installed between the dwelling and the 

swimming pool whenever: 

(1) One or more children under six years of age become 

occupants of the property. 

(2) There is a change of use or character to the primary building 

occupancy on the property. 

(3) A new pool or spa is being installed on the same property 

including spa additions to the existing swimming pool. 

R326.5 Suction Entrapment Avoidance. Pools, spas, hot tubs, catch basins 
and other similar bather accessible bodies of water associated with swimming 
pool construction shall be designed to produce circulation throughout the body of 
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water and provide means to protect against user suction entrapment in 
accordance with ANSI/APSP-7. 

 

R326.5.1 Surface skimming or perimeter overflow system. To avoid suction 
entrapment, fully submerged suction outlets (main drains) shall not be required in 
swimming pools, wading pools, spas, hot tubs and catch basins. Surface 
skimming or perimeter overflow system shall be permitted in lieu of fully 
submerged suction outlet fittings and shall provide 100% of the required system 
flow. 

 

R326.5.2 Fully submerged suction outlets (main drains). Fully submerged 
manufactured suction outlets (main drains) for use in swimming pools, wading 
pools, hot tubs and catch basins shall be listed by a nationally recognized testing 
laboratory in accordance with ASME/ANSI A112.19.9M. 

Exception: Custom designed suction outlet fittings certified by a licensed 
professional engineer that conform to Sect 3. General requirements of 
ASME/ANSI A112.19.8M. 

 
R326.5.3 Methods of entrapment avoidance. Entrapment avoidance of fully 
submerged suction outlets can be achieved by one of the following methods: 

 

R326.5.3.1 Dual Drains. A minimum of two (2) suction outlets shall be 
provided for each pump or pumps in the suction outlet system, separated  
by a minimum of three feet (3’) [91.44 cm] measured from center to center 
of suction pipes or located on two (2) different planes; i.e. one (1) on the 
bottom and one (1) on the vertical wall, or one (1) each on two (2) separate 
vertical walls. These suction outlets shall be plumbed such that water is 
drawn through them simultaneously through a common line to the system. 
Each suction outlet fitting shall be rated for the maximum system flow. 

 

R326.5.3.2 Channel Drain System. One or more channel gates shall be 
acceptable as protection against suction entrapment if they are 3 inches or 
greater in width and 31 inches or greater in length and fastened to prevent 
removal as specified in ASME/ANSI A112.19.8M. 

 

R326.5.3.3 Gravity flow system. A Gravity Flow system shall be 
acceptable as protection against suction entrapment if it has one or more 
submerged suction outlet(s) with approved cover/grates in any combination 
fed by gravity into a collection tank vented to atmosphere. However, a 
modulating float valve allowing direct suction is not permitted. 

 
R326.5.3.4 Combination Inlet/Outlet Fixtures for Swim Jets. 
Combination Inlet/Outlet Fixtures shall be acceptable as protection against 
suction entrapment for a Swim Jet system not related to the filtration  
system, if they are manufactured and have their own dedicated pump(s), 
and the suction outlet and the return are located in a single fitting. 
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R326.5.3.4 Venturi Debris Removal Systems. Venturi Debris Removal 
Systems shall be acceptable as protection against suction entrapment if 
they are intended to remove debris through a single, floor mount suction 
outlet where low pressure is created by the entrainment of water with a  
deck mount canister that is not directly or indirectly connected to a pump’s 
suction.  The single action outlet shall have an approved cover/gate. 

 

R326.6 Shallow Water Suction Outlets. Where all suction fittings are located 
less than 24 inches below normal operating water level, one of the following shall 
be required: 

 

1. gravity flow system 
 

2. one (1) additional drain 
 

3. vent system to atmosphere 
 

4. suction vacuum release device tested and approved for the purpose by a 

nationally recognized testing laboratory in accordance with ASME 

A112.19.17. 

R326.7 Wall Vacuum Fittings. Where provided, the vacuum cleaner fitting(s) 
shall be located in an accessible position(s) at least 6 inches and no greater than 
18 inches below the water level and shall comply with IAPMO SPS 
4/ANSI/APSP-7. 

 

SECTION R326.8 ABBREVIATIONS 
 

R326.8.1 General. 
ANSI. American National Standards Institute 
11 West 42nd Street, New York, NY 10036 

ASTM. American Society for Testing and Materials 
1916 Race Street, Philadelphia, PA 19103 

 

APSP  NSPI. National  Spa  and  Pool  Institute  Association  of  Pool  &  Spa 
Professionals 
2111 Eisenhower Avenue, Alexandria, VA 22314 
UL – Underwriters Laboratories, Inc. 
333 Pfingsten Road 
Northbrook, Illinois 60062-2096 

 
SECTION 326.9 STANDARDS 

 

R326.9.1 General. 
 

ANSI/NSPI 
ANSI/ APSP/ICC NSPI-3-99  Standard for Permanently Installed 



Ordinance No. 2019-12 
Page 92 of 128 

 

Residential Spas 
 
ANSI/ APSP/ICC NSPI 4 99 Standard for Above-ground/On-ground 
Residential Swimming Pools 

 
ANSI/ APSP/ICC NSPI-5 99  Standard for Residential In-ground 
Swimming Pools 

 
ANSI/ APSP/ICC NSPI -5 2003 Standard for Residential 
Portable Spas 

 

ANSI/ASME A112.19.8M-1987 Suction 
Fittings for Use in Swimming Pools, 
Wading Pools, Spas, Hot Tubs and 
Whirlpool Bathing Appliances 

 
ASTM 
ASTM F 1346-91 (20101996) Performance Specification 
For Safety Covers and Labeling Requirements for 
All Covers for Swimming Pools, Spas and 
Hot Tubs 

 
ASME 
ASME A112.19.17 Manufacturers Safety Vacuum 
Release Systems (SVRS) for Residential and 
Commercial Swimming Pool, Spa, Hot Tub and 
Wading Pools 

 
IAPMO 
AIPMO SPS-4-2009 Special Use Suction Fittings for Swimming pools, spas and 
hot tubs (for suction side automatic swimming pool cleaners) 

 

SECTION R3287 FIREPLACE RESTRICTIONS 
 

R3287.1 Definitions 
 

For purposes of this article, the following words and terms shall be defined as 
follows: 

 

Fireplace: A built-in-place masonry hearth and fire chamber or a factory-built 
appliance, designed to burn solid fuel or to accommodate gas or electric log 
insert or similar device, and which is intended for occasional recreational or 
aesthetic use, not for cooking, heating, or industrial processes. 

 

Solid fuel: Includes, but is not limited to, wood, coal, or other non-gaseous or 
non-liquid fuels, including those fuels defined by the Maricopa County Air 
Pollution Control Officer as “inappropriate fuel” to burn in residential wood 
burning devices. 
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Woodstove: A  solid-fuel  burning  heating  appliance  including  a pellet stove,
which is either freestanding or designed to be inserted into a fireplace. 

 
R3287.2 General 

 

No person, firm or corporation shall construct or install a fireplace or a wood
stove, and the Building Official shall not approve or issue a permit to construct or 
install a fireplace or a wood stove, unless the fireplace or wood stove complies 
with one of the following: 

1. A fireplace which has a permanently installed gas or electric  log

insert; 

2. A fireplace, wood stove or other solid fuel burning appliance which  

has been certified by the United States Environmental Protection 

Agency as conforming to 40 Code of Federal Regulations part 60, 

subpart AAA; 

3. A fireplace, woodstove or other solid fuel burning appliance that has 

been tested and listed by a nationally recognized testing agency to 

meet performance standards equivalent to those adopted by 40 code 

of Federal Regulations part 60, subpart AAA; 

4. A fireplace, wood stove or other solid fuel burning appliance which as 

been determined by the Maricopa County Air Pollution Control Officer 

to meet performance standards equivalent to those adopted by 40 

Code of Federal Regulations part 60, subpart AAA, as in effect on  

July 1, 1990. 

5. A fireplace which has a permanently installed wood stove insert which

complies with subparagraph 2, 3, or 4 above. 

Exceptions: The following installations are not regulated and are not prohibited 
by this section: 

1. Furnaces, boilers, incinerators, kilns, and other similar space heating 

or industrial process equipment. 

2. Cook stoves, barbecue grills, and similar appliances designed 

primarily for cooking. 

3. Fire pits, barbecue grills, and other outdoor fireplaces. 
 

R3287.3 Fireplace or wood stove alterations prohibited. 
 

Fireplaces constructed or installed on or after May 1, 2017 June 30, 1990 that 
contain a gas or electric log insert or a woodstove insert, shall not be altered to 
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directly burn wood or any other solid fuel. On or after May 1, 2017, Nno person, 
firm, or corporation shall alter a fireplace, woodstove, or other solid-fuel burning 
appliance in any manner that would void its certification or operational 
compliance with the provisions of this section. 

 
Fireplaces constructed or installed on or after May 1, 2017, June 30, 1990, shall 
not be altered without first obtaining a permit from the City to ensure compliance 
with this section. 

 
Add a new SECTION R 328  SOUND ATTENUATION to read as follows: 

 
R3298.1 Sound Attenuation. Buildings shall be subject to the following 
provisions: 

1. Buildings shall be designed for a maximum interior noise level of 45 
decibels. 
2. Exterior wall penetrations by pipe ducts or conduits shall be caulked. 
3. Mailboxes shall not be used through the door or wall. 
4. Windows shall have two panes of glass and sound transmission rating
of STC-22. All operable windows shall be weather stripped and airtight
in accordance with ASTM R-283-84-T Standard. Perimeter window frames 
shall be sealed to airtight specifications. 
5. All non-glazed portions of exterior side-hinged doors shall be solid-core 
wood or insulated hollow metal or at least one and three-quarters inch 
thick and fully weather stripped. The perimeter doorframes shall be sealed 
to airtight specifications. 
6. Fireplaces shall be provided with well fitting dampers, unless otherwise 
prohibited elsewhere in the Code. 
7. Exterior walls shall be at least four inches in nominal depth and shall be 
finished on the outside with block, siding, sheathing, or stucco on one-inch 
Styrofoam. R-13 fiberglass or cellulose insulation shall be installed 
continuously throughout the wall cavity. Total insulation R-value of the 
exterior wall assembly shall be R-18. 
8. Attics and roof rafter spaces shall be insulated with a minimum 
insulation R-value of at least R-30. 

 
If the specified requirements of section R328 324 are not met, the Building  
Official may approve as an alternative, a certification by an architect or engineer 
registered pursuant to Title 32, Chapter 1 to achieve a maximum interior noise 
level of forty-five (45) decibels at time of final construction. 

 

(4) Chapter 4, “Foundations,” is hereby amended as follows:

Amend SECTION R401.1 FOUNDATIONS to read as follows: 

R401.1 Application. The provisions of this chapter shall control the design and 
construction of the foundation and foundation spaces for all buildings. In addition 
to the provisions of this chapter, the design and construction of foundation in 
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flood hazard areas shall be in accordance with the Peoria City Code. Wood 
foundations shall be designed and installed in accordance with AWC PWF. 

 
R401.3 Drainage. All lot drainage shall comply with the requirements of the 
Peoria City Code. Surface drainage shall be diverted to a storm sewer 
conveyance or other approved point of collection that does not create a hazard. 
Lots shall be graded to drain surface water away from foundation walls. The 
grade shall fall a minimum of 6 inches (152 mm) within the first 10 feet (3048 
mm). 

Exception: Where lot lines, walls, slopes or other physical barriers 
prohibit 6 inches (152 mm) of fall within 10 feet (3048 mm) of the building 
foundation shall be sloped a minimum of 2 percent away from the building. 

 
R401.4.1 Geotechnical evaluation. 
In lieu of a complete geotechnical evaluation the load-bearing values in Table 
R401.4.1 shall be assumed. A complete geotechnical evaluation is required for 
presumptive load-bearing values greater than 1500 pounds per square foot 
(72kPA). 

TABLE R401.4.1 
PRESUMPTIVE LOAD-BEARING 
VALUES OF FOUNDATION MATERIALSa

 

 
 

CLASS OF MATERIAL LOAD-BEARING 
PRESSURE 
(pounds per square foot) 

Crystalline bedrock 12,000
Sedimentary and 
foliated rock 4,000
Sandy gravel and gravel 
(GW and GP) 3,000 
Sand, silty sand, clayey 
sand, silty gravel and 2,000 1500 
clayey gravel (SW, SP, 
SM c, SC c, GM, and 
GC) 
Clay, sandy clay, silty 
clay, clayey silt, silt and 1,500 1000 
sandy silt (CL c, ML, 
MH, and CH c) 

For SI: 1 pound per square foot = 0.0479kPa 
a. Where soil tests are required by Section R401.4, the allowable bearing 
capacities of the soil shall be part of the recommendations. 
b. Where the building official determines that in-place soils with an allowable 
bearing capacity of less than 1500 1000 psf are likely to be present at the site, 
the allowable bearing capacity shall be determined by a soils investigation. 
c. This soil classification may be prone to expansive, collapsible or cyclic 
properties with changes to soil moisture content. 
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Amend Section R403.1.1 Minimum size to read as follows: 
 
R403.1.1 Minimum size. The minimum width, W, and thickness, T, for concrete 
footings shall be in accordance with Tables R403.1(1) through R403.1(3) and 
Figure R403.1(1 or R403.1.3, as applicable. The footing width shall be based on 
the load-baring value of the soil in accordance with Table R401.4.1. Footing 
projections, P, shall be not less than 2 inches (51 mm) and shall not exceed the 
thickness of the footing. Footing thickness and projection for fireplaces shall be  
in accordance with Section R1001.2. The size of footings supporting piers and 
columns shall be based on the tributary load and allowable soil pressure in 
accordance with Table R401.4.1 Footings for wood foundations shall be in 
accordance with the details set forth in Section R403.2, and Figures R403.1(2) 
and R403.1(3). 

 
Exception: For enclosure of existing carport and patio covers, non-  
bearing wood framed exterior walls within the projection of the existing  
roof may be supported on an existing, uncracked concrete slab. The 
minimum slab thickness shall be 3.5 inches and the construction shall 
comply with the requirements of R317 for protection against decay. 

 
(5) Chapter 5, “Floors,” is hereby amended as follows:

Amend Section R502.3.1 to read as follows: 

R502.3.1 Sleeping areas and attic joists. Table R502.3.1(2) shall be used to 
determine the maximum allowable span of floor joists that support sleeping areas 
and attics that are accessed by means of a fixed stairway in accordance with 
Section R311.7 provided that the design live load does not exceed 40 pounds  
per square foot (1.92 k Pa) and the design dead load does not exceed 20 pounds 
per square foot (0.96 kPa).  The allowable span of ceiling joists that support  
attics used for limited storage or no storage shall be determined in accordance 
with Section R802.4. 

 

(6) Chapter 6, “Wall Construction,” is hereby amended as follows: 
 

Amend Section R602.3, “Design and construction” by amending Table R602.3(1) 
as follows: 

 

Braced Wall Line Spacing b (feet) Method LIB 
 

Amend Section R606.12 “Seismic requirements” as follows: 
 
R606.12 Seismic requirements. 
All new masonry elements shall meet the minimum reinforcing requirements of 
R606.12.2.2.3, R606.12.2.3.2 and R606.12.2.3.3. In addition, Tthe seismic 
requirements of this section shall apply to the design of masonry and the 
construction of masonry building elements located Seismic Design Category D0, 
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D1, or D2. Townhouses in Seismic Design Category C shall comply with the 
requirements of Section R606.12.2. These requirements shall not apply to glass 
unit masonry conforming to Section R610, anchored masonry veneer conforming 
to Section R703.8 or adhered masonry veneer conforming to Section R703.12. 

 

(7) Chapter 11, “Energy Efficiency,” is hereby amended as follows: 
 

Amend Section N1101.15 RESNET Testing & Inspection Protocol to read as 
follows: 

 

N1101.15 RESNET Testing & Inspection Protocol. The residential Energy 
Services Network (RESNET) Mortgage Industry National Home Energy Rating 
System Standards Protocol for third party testing and inspections, shall be 
deemed to meet the requirements of sections N1102.4.1.1, N1102.4.1.2 and 
N1103.3.2, and shall meet the following conditions: 

1. Third Party Testing and Inspections shall be completed by RESNET 

certified Raters or Rating Field Inspectors and shall be subject to RESNET 

Quality Assurance Field Review procedures. 

2. Sampling in accordance with Chapter 6 of the RESNET Standards shall  

be performed by Raters or Rating Field Inspectors working under a 

RESNET Accredited Sampling Provider. 

3. Third Party Testing is required for the following items: 
 

a. N1102.4.1.1 – Building Envelope – Thermal and Air Barrier 

Checklist. 

b. N1102.4.1.2 – Testing – Air Leakage Rate. 
 

c. N1103.3.2 – Sealing – Duct Tightness. 
 

4. The other requirements identified as “mandatory” in Chapter 11 shall be 

met. 

5. Alternate testing and inspection programs and protocols shall be allowed 

when approved by the Code Official. 

Amend N1103.3.1 (R403.3.1) as follows: 
 

N1103.3.1 (R403.3.1) Insulation (Prescriptive). Supply and return ducts in
attics shall be insulated to a minimum of R-8 where 3 inches (76.2 mm) in 
diameter and greater and R-6 where less than 3 inches (76.2 mm) in diameter. 
Supply and return ducts in other portions of the building shall be insulated to a 
minimum of R-6 where 3 inches (76.2 mm) in diameter or greater and R-4.2 
where less than 3 inches (76.2 mm) in diameter. 
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Exceptions: 
 

1. Ducts or portions thereof located completely inside the building thermal 

envelope. 

2. Supply and return ducts may be insulated to a minimum of R-6 when one or 

more of the following conditions are met: 

2.1. Minimum SEER rating of space heating/cooling system is
increased to 16. 
2.2. Maximum U-factor is decreased to 0.30 for all fenestration
products and maximum SHGC is decreased to 0.22 for all fenestration 
products.
2.3. Wall cavity insulation minimum R-value is increased to R-19. 
2.4. Residential buildings that meet section R102.1.1 or R405 of the
20185 International  Energy Conservation Code. 

 

Amend N1106.4(R406.4) “ERI-based compliance” as follows: 
 

TABLE N1106.4 (R406.4) 
MAXIMUM ENERGY RATING INDEX 

 
CLIMATE ZONE ENERGY RATING INDEXa

 

1 52 57 

2 59¹ 57 

3 51 57 

4 54 62 

5 55 61 

6 54 61 

7 53 58 

8 53 58 

¹ Energy generated from on-site renewable energy shall not be included in the 
calculation of the Energy Rating Index value. 
a. Where on-site renewable energy is included for compliance using the ERI 
analysis of Section N1106.4, the building shall meet the mandatory 
requirements of Section N1106.2, and the building thermal envelope shall 
be greater than or equal to the levels of efficiency and SHGC in Table 
N1102.1.2 or Table N1102.1.4. 

 

(8) Chapter 13, “General Mechanical System Requirements”, is hereby 

amended as follows: 

Add a new section as follows: 

Amend Section M1307.7 Liquefied Petroleum Appliances to read as follows: 
 

M1307.7 Liquefied Petroleum Appliances. LPG appliances shall not be 
installed in an attic, pit or other location that would cause a ponding or retention 
of gas. 



Ordinance No. 2019-12 
Page 99 of 128 

 

 

(9) Chapter 24, “Fuel Gas”, is hereby amended to read as follows: 
 

Add a new paragraph to G2406.2 Prohibited locations, by adding exception 

number 7: 

1. 7. Liquefied Petroleum Appliances. LPG appliances shall not be installed 

in an attic, pit or other location that would cause a ponding or retention of 

gas. 

Amend Section G2415.12 by replacing the first paragraph with the following: 
 

G2415.12 (404.12) Minimum burial depth. Underground piping systems shall  

be installed a minimum depth of 12 inches (305 mm) below grade for metal 

piping and 18 inches (457mm) for plastic piping. 

Amend Section G2415.12 by deleting subparagraph G2415.12.1 in its entirety. 
 

(10) Chapter 39, “Power and Lighting Distribution”, is hereby amended 

to read as follows: 

Amend by adding a new section E3901.9 “Basements, garages and accessory 
buildings” as follows: 
E3901.9 Basements, garages and accessory buildings. 
Not less than one receptacle outlet, in addition to any provided for specific 
equipment, shall be installed in each separate unfinished portion of a basement; 
in each vehicle bay at not less than (18) inches (457 mm) and not more than 5.5 
feet (1676 mm) above the floor in attached garages; in each vehicle bay at not 
less than (18) inches (457 mm) and not more than 5.5 feet (1676 mm) 
above the floor in detached garages that are provided with electric power and in 
accessory buildings that are provided with electric power. [210.52(G)(1), (2), and 
(3)] 

 

Amend by adding a new section E3902.14.1”Indoor damp locations” as follows: 
E3902.14.1 Indoor damp locations. 
125- volt, single-phase, 15 and 20 ampere receptacles installed in indoor damp 
locations shall have ground-fault circuit-interrupter protection for personnel. 

 

Amend Section E3908.8 “Types of equipment grounding conductors” to read as 
follows: 

 

E3908.8 Types of equipment grounding conductors. The equipment 
grounding conductor run with or enclosing the circuit conductors shall be one or 
more or a combination of the following: 

(1) A copper, aluminum, or copper-clad aluminum conductor. This conductor 
shall be solid or stranded; insulated, covered, or bare; and in the form of a 
wire or a busbar of any shape. [250.118(1)] 
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(2) Rigid metal conduit. [250.118(2) 
(3) Intermediate metal conduit. [250.118(3)] 
(4) Electrical metallic tubing with an additional equipment grounding 

conductor sized in accordance with Table E3908.12. [250.118(4)] 
(5) Armor of Type AC cable in accordance with Section E3908.4. [250.118(8)] 

Listed flexible metal conduit meeting all the following conditions: 
a. The conduit is terminated in listed fittings. 
b. The circuit conductors contained in the conduit are protected by 

overcurrent devices rated at 20 amperes or less. 
c. The combined length of flexible metal conduit and flexible metallic 

tubing and liquid tight flexible metal conduit in the same ground-fault 
current path does not exceed 1.8 m (6 ft). 

d. If used to connect equipment where flexibility is necessary to minimize 
the transmission of vibration from equipment or to provide flexibility for 
equipment that requires movement after installation, an equipment 
grounding conductor shall be installed. 

(6) Type MC cable that provides an effective ground path in accordance with 
one or more of the following: Listed liquid tight flexible metal conduit 
meeting all the following conditions: 

6.1. It contains an insulated or uninsulated equipment grounding 
conductor in compliance with Item 1 of this section. 
6.2. The combined metallic sheath and uninsulated equipment 
grounding/bonding conductor of interlocked metal tape-type MC 
cable that is listed and identified as an equipment grounding 
conductor. 
6.3. The metallic sheath or the combined metallic sheath and 
equipment grounding conductors of the smooth or corrugated tube- 
type MC cable that is listed and identified as an equipment 
grounding conductor. [250.118(10)] 

a. The conduit is terminated in listed fittings. 
b. For metric designators 12 through 16 (trade sizes 3/8 through 1/2), the 

circuit conductors contained in the conduit are protected by overcurrent 
devices rated at 20 amperes or less. 

c. For metric designators 21 through 35 (trade sizes 3/4 through 1-1/4), 
the circuit conductors contained in the conduit are protected by 
overcurrent devices rated not more than 60 amperes and there is no 
flexible metal conduit, flexible metallic tubing, or liquid tight flexible 
metal conduit in trade sizes metric designators 12 through 16 (trade 
sizes 3/8 through 1/2) in the ground-fault current path. 

d. The combined length of flexible metal conduit and flexible metallic 
tubing and liquid tight flexible metal conduit in the same ground-fault 
current path does not exceed 1.8 m (6 ft). 

e. If used to connect equipment where flexibility is necessary to minimize 
the transmission of vibration from equipment or to provide flexibility for 
equipment that requires movement after installation, an equipment 
grounding conductor shall be installed. 
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(7) Other electrically continuous metal raceways and auxiliary gutters.
[250.118(13)] Flexible metallic tubing where the tubing is terminated in listed
fittings and meeting the following conditions: 

a. The circuit conductors contained in the tubing are protected by 
overcurrent devices rated at 20 amperes or less. 

b. The combined length of flexible metal conduit and flexible metallic
tubing and liquid tight flexible metal conduit in the same ground-fault 
current path does not exceed 1.8 m (6 ft). 

(8) Surface metal raceways listed for grounding. [250.118(14)] Armor of Type 
AC cable as provided in 320.108. 

 

(11) Appendix  J to the International Residential Code, “Existing

Buildings and Structures”, is hereby amended to read as follows: 

Amend Section AJ102.1 General to read as follows: 
 

AJ102.1 General. Regardless of the category of work being performed, the work 
shall not cause the structure to become unsafe or adversely affect the 
performance of the building; shall not cause an existing electrical, mechanical or 
plumbing system to become unsafe, hazardous, insanitary or overloaded; and 
unless expressly permitted by these provisions, shall not make the building any 
less conforming to this code or to any previously approved alternative 
arrangements than it was before the work was undertaken. 

 
Amend Section AJ102.1.1 Historic Buildings  to read as follows: 

 

AJ102.1.1 Historic Buildings. The provisions of this code relating to the 
construction, repair, alteration, addition, restoration and movement of structures, 
and change of occupancy shall not be mandatory for historic buildings where 
such buildings are judged by the building official to not constitute a distinct life 
safety issue. Historic Buildings include any building or structure that is listed or 
preliminarily determined to be eligible for listing in the National Register of 
Historic Places; or determined by the Secretary of the U.S. Department of Interior 
as contributing to the historical significance of a registered historic district or a 
district preliminary determined to qualify as an historic district; or designated as 
historic under a state or local historic preservation program that is approved by 
the Department of Interior. 

 

Amend Section AJ401.2 Door and window dimensions to read as follows: 
 

AJ401.2 Door and window dimensions. Minor reductions in the clear opening 
dimensions of replacement doors and windows that result from the use of 
different materials shall be allowed, whether or not they are permitted by this 
code. 

 

Exception:  Emergency escape and rescue openings. 
If existing clear opening dimensions exceed the light and ventilation 
requirements  of  section  R303  and  for  emergency  escape  and rescue 
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openings in Section 301, the reduction in dimensions shall not make the 
windows non-compliant with these sections. 

 

Amend Section AJ501.5.2 Electric service replacement or upgrade to read as 
follows: 

 

AJ501.5.2 Electrical service replacement or upgrade. Service to the one- 
family dwelling unit shall be a minimum of 100 amperes, three-wire capacity and 
service equipment shall be dead front having no live parts exposed whereby 
accidental contact could be made. 

 

Exception: Existing service of 60 amperes, three-wire capacity, and 
feeders of 30 ampere or larger two or three-wire capacity shall be accepted if 
adequate for the electrical load being served. 

 

(12) Appendix Q to the International Residential Code, “Tiny Houses”, is 

hereby amended to read as follows: 

Appendix Q, Section AQ102 “Definitions” is amended as follows: 
 

TINY HOUSE. A dwelling that is no more than 400 square feet (37m2) and no  

less than 200 square feet (18.58m2) or less in floor area excluding lofts. 
 
 
 

SECTION 5. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section 18-41 pertaining to National Electrical Code – Adopted and 
Amended and which shall read as follows: 

 

Section 18-41.  National Electrical Code – Adopted and Amended 
 

(A) A certain documents, one copy of which is on file in the City Clerk’s

Office of the City of Peoria, being marked and designated as “National Electrical 

Code, 2014 2017 Edition,” published by the National Fire Protection Association 

is hereby adopted, as amended herein, as the Electrical Code of the City of 

Peoria. 

(B) The National Electrical Code, 2014 2017 Edition, is amended as
follows: 

 
 

(1) Article 210 “Branch Circuits”, is hereby amended as follows: 
 

210.8 Ground-Fault Circuit-Interrupter Protection for Personnel. 
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(A) Dwelling Units. All 125-volt, single-phase, 15- and 20-ampere 
receptacles installed in the locations specified in 210.8(A)(1) through 
(1011) shall have ground-fault circuit interrupter protection for 
personnel. 

(1) Bathrooms 
(2) Garages, and also accessory buildings that have a floor located 

at or below grade level not intended as habitable rooms and 
limited to storage areas, work areas, and areas of similar use. 

(3) Outdoors 
Exception to (3): Receptacles that are not readily available and 
are supplied by a branch circuit dedicated to electric snow- 
melting, deicing, or pipeline and vessel heating equipment shall 
be permitted to be installed in accordance with 426.28 or 
427.22, as applicable. 

(4) Crawl spaces - at or below grade level 
(5) Unfinished portions or areas of the basement not intended as 

habitable rooms 
Exception to (5): A receptacle supplying only a permanently 
installed fire alarm or burglar alarm system shall not be required 
to have ground-fault circuit-interrupter protection. 

Informational Note: See 760.41(B) and 760.121(B) for power 
supply requirements for fire alarm systems. 

Receptacles installed under the exception to 210.8(A)(5) shall not 
be considered as meeting the requirements of 210.52(G). 
(6) Kitchens – where the receptacles are installed to serve the 

countertop surfaces 
(7) Sinks – where receptacles are installed within 1.8m (6ft)from the 

top inside edge of the bowl of the sink 
(8) Boathouses 
(9) Bathtubs or shower stalls – where receptacles are  installed 

1.8m (6ft) of the outside edge of the bathtub or shower stall 
(10) Laundry areas 
(11) Other indoor damp and wet locations 

 

 

(B)Other Than Dwelling Units. All 125-volt, single-phase receptacles 
rated 150 volts to ground or less, 50 ampheres or less and three-phase 
receptacles rated 150 volts to ground or less, 100 ampheres or less 
installed in the following locations 15 and 20-ampere receptacles installed 
in the locations specified in 210.8(B)(1) through (8) shall have ground-fault 
circuit-interrupter protection for personnel. 

 

(1) Bathrooms 

(2) Kitchens 

(3) Rooftops 

Exception: Receptacles on rooftops shall not be required to be readily 

accessible other than from the rooftop. 
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(4) Outdoors 

Exception No. 1 to (3): Receptacles on rooftops shall not be 
required to be readily accessible other than from the rooftop. 
Exception No. 2 to (3) and (4): Receptacles that are not readily 
accessible and are supplied by a branch circuit dedicated to electric 
snow-melting, deicing, or pipeline and vessel heating equipment, 
shall be permitted to be installed in accordance with 426.28 or 
427.22, as applicable. 
Exception No. 3 to (4): In industrial establishments only, where the 
conditions of maintenance and supervision ensure that only 
qualified personnel are involved, an assured equipment grounding 
conductor program as specified in 590.6(B)(2) shall be permitted for 
only those receptacle outlets used to supply equipment that would 
create a greater hazard if power is interrupted or having a design 
that is not compatible with GFCI protection 
(5) Sinks – where receptacles are installed within 1.8 m (6 ft) of the 

outside edge of the sink 

Exception No. 1 to (5): In industrial laboratories, receptacles used  
to supply equipment where removal of power would introduce a 
greater hazard shall be permitted to be installed without GFCI 
protection. 
Exception No. 2 to (5): for receptacles located in patient bed 
locations of general care or critical care areas of health care 
facilities other than those covered under 210.8(B)(1), GFCI 
protection shall not be required. 
(6) Indoor damp and wet locations 

(7) Locker rooms with associated showering facilities 

(8) Garages, service bays, and similar areas other than vehicle 

exhibition halls and showrooms 

 
210.52(G)(1) Garages. In each attached garage and in each detached

garage with electric power, at least one receptacle outlet shall be installed in 

each vehicle bay and at not less than (18) inches and not more than 1.7m (51/2

ft) above the floor. 

(2) Article 250  “Grounding and Bonding”, is hereby amended as follows: 

250.118 Types of Equipment Grounding Conductors. 
 

The equipment grounding conductor run with or enclosing the circuit 

conductors shall be one or more or a combination of the following: 

(1) A copper, aluminum, or copper-clad aluminum conductor. This 
conductor shall be solid or stranded; insulated, covered, or bare; 
and in the form of a wire or a busbar of any shape. 
(2) Rigid metal conduit. 
(3) Intermediate metal conduit. 
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(4) Electrical metallic tubing with an additional equipment grounding 
conductor. 
(5) Listed flexible metal conduit meeting all the following conditions: 

a. The conduit is terminated in listed fittings. 
b. The circuit conductors contained in the conduit are 
protected by overcurrent devices rated at 20 amperes or  
less. 
c. The combined length of flexible metal conduit and flexible 
metallic tubing and liquid tight flexible metal conduit in the 
same ground-fault current path does not exceed 1.8 m (6 ft). 
d. If used to connect equipment where flexibility is necessary 
to minimize the transmission of vibration from equipment or 
to provide flexibility for equipment that requires movement 
after installation, an equipment grounding conductor shall be 
installed. 

(6) Listed liquid tight flexible metal conduit meeting all the following 
conditions: 

a. The conduit is terminated in listed fittings. 
b. For metric designators 12 through 16 (trade sizes 3/8 
through 1/2), the circuit conductors contained in the conduit 
are protected by overcurrent devices rated at 20 amperes or 
less. 
c. For metric designators 21 through 35 (trade sizes 3/4 
through 1-1/4), the circuit conductors contained in the 
conduit are protected by overcurrent devices rated not more 
than 60 amperes and there is no flexible metal conduit, 
flexible metallic tubing, or liquid tight flexible metal conduit in 
trade sizes metric designators 12 through 16 (trade sizes 3/8 
through 1/2) in the ground-fault current path. 
d. The combined length of flexible metal conduit and flexible 
metallic tubing and liquid tight flexible metal conduit in the 
same ground-fault current path does not exceed 1.8 m (6 ft). 
e. If used to connect equipment where flexibility is necessary 

to minimize the transmission of vibration from equipment or 

to provide flexibility for equipment that requires movement 

after installation, an equipment grounding conductor shall be 

installed. 

(7) Flexible metallic tubing where the tubing is terminated in listed 
fittings and meeting the following conditions: 

a. The circuit conductors contained in the tubing are 
protected by overcurrent devices rated at 20 amperes or  
less. 
b. The combined length of flexible metal conduit and flexible 
metallic tubing and liquid tight flexible metal conduit in the 
same ground-fault current path does not exceed 1.8 m (6 ft). 

(8) Armor of Type AC cable as provided in 320.108. 
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(9) The copper sheath of mineral-insulated, metal-sheathed cable. 
(10) Type MC cable that provides an effective ground-fault current 
path in accordance with one or more of the following: 

a. It contains an insulated or uninsulated equipment 
grounding conductor in compliance with 250.118(1) 
b. The combined metallic sheath and uninsulated equipment 
grounding/bonding conductor of interlocked metal tape–type 
MC cable that is listed and identified as an equipment 
grounding conductor 
c. The metallic sheath or the combined metallic sheath and 
equipment grounding conductors of the smooth or  
corrugated tube-type MC cable that is listed and identified as 
an equipment grounding conductor 

(11) Cable trays as permitted in 392.10 and 392.60. 
(12) Cablebus framework as permitted in 370.3. 
(13) Other listed electrically continuous metal raceways and listed 
auxiliary gutters. 
(14) Surface metal raceways listed for grounding 

 

(3) Article 310 “Conductors for General Wiring” is hereby amended as

follows: 
 

310.15(B)(7) 120/240-Volt, Single-Phase Dwelling Services and 

Feeders. For one-family dwellings and the individual dwelling units of two- 

family and multifamily dwellings, service and feeder conductors supplied by a 

single-phase, 120/240-volt system shall be permitted to be sized in 

accordance with 310.15(B)(7)(1) through (4). 

For one-family dwellings and the individual dwelling units of two-family and 

multifamily dwellings, single-phase feeder conductors consisting of 2 

ungrounded conductors and the neutral conductor from a 208Y/120-volt 

system shall be permitted to be sized in accordance with 310.15(B)(7)(1) 

through (3). 

(1) For a service rated 100 through 400 amperes, the service conductors 

supplying the entire load associated with a one-family dwelling, or the service 

conductors supplying the entire load associated with an individual dwelling 

unit in a two-family or multifamily dwelling, shall be permitted to have an 

ampacity not less than 83 percent of the service rating. 

(2) For a feeder rated 100 through 400 amperes, the feeder conductors 

supplying the entire load associated with a one-family dwelling, or the feeder 

conductors supplying the entire load associated with an individual dwelling 

unit in a two-family or multifamily dwelling, shall be permitted to have an 

ampacity not less than 83 percent of the feeder rating. 
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(3) In no case shall a feeder for an individual dwelling unit be required to have 

an ampacity greater than that specified in 310.15(B)(7)(1) or (2). 

(4) Grounded conductors shall be permitted to be sized smaller than the 

ungrounded conductors, if the requirements of 220.61 and 230.42 for service 

conductors or the requirements of 215.2 and 220.61 for feeder conductors are 

met. Where correction or adjustment factors are required by 310.15(B)(2) or 

(3), they shall be permitted to be applied to the ampacity associated with the 

temperature rating of the conductor. 

Informational Note No. 1: The service or feeder ratings addressed by this 

section are based on the standard ampacity ratings from 240.6(A). 

Informational Note No. 2: See Example D7 in Annex D. 
 

(4) Article 334, “Nonmetallic-Sheathed Cables: Types NM, NMC, and NMS”,  

is hereby amended as follows: 

334.10 Uses Permitted. 
Type NM, Type NMC, and Type NMS cables shall be permitted to 

be used in the following, except as prohibited in 334.12: 
(1) One- and two-family dwellings and their attached or detached 
garages, and their storage buildings. 
(2) Multifamily dwellings permitted to be of Types III, IV, and V 
construction 
(3) Other dwelling unit accessory buildings and structures in 
accordance with 334.10(1) and (2) and other provisions of this
Code. 
Informational Note No. 1: Types of building construction and 
occupancy classifications are defined in NFPA 220-2012, Standard 
on Types of Building Construction, or the applicable building code, 
or both. 
Informational Note No. 2: See Informative Annex E for 
determination of building types [NFPA 220, Table 3-1]. 
(4) Cable trays in dwelling structures permitted to be Types III, IV, 
or V in accordance with 334.10(1) and (2) where the cables are 
identified for the use. 
Informational Note: See 310.15(A)(3) for temperature limitation of 
conductors. 
e(5) Types I and II construction in accordance with 334.10(1) and 
(2) where installed within raceways permitted to be installed in 
Types I and II construction. 
(A) Type NM. Type NM cable shall be permitted as follows: 

(1) For both exposed and concealed work in normally dry 
locations except as prohibited in 334.10(3). 
(2) To be installed or fished in air voids in masonry block or 
tile walls 
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(B) Type NMC. Type NMC cable shall be permitted as follows: 
(1) For both exposed and concealed work in dry, moist, 
damp, or corrosive locations, except as prohibited by 
334.10(3). 
(2) In outside and inside walls of masonry block or tile 
(3) In a shallow chase in masonry, concrete, or adobe 
protected against nails or screws by a steel plate at least 
1.59 mm (1/16 in.) thick and covered with plaster, adobe, or 
similar finish 

C) Type NMS. Type NMS cable shall be permitted as follows: 
(1) For both exposed and concealed work in normally dry 

locations except as prohibited in 334.10(3) 

(2) To be installed or fished in air voids in masonry block or tile 
walls 

 
334.12 Uses Not Permitted. 
(A) Types NM, NMC, and NMS. Types NM, NMC, and NMS cables 
shall not be permitted as follows: 

(1) In any dwelling or structure not specifically permitted in 
334.10(1), (2), and (3) 
(2) As service-entrance cable 
(3) In hoistways or on elevators or escalators 
 (4) Embedded in poured cement, concrete, or aggregate 

B) Types NM and NMS. Types NM and NMS cables shall not be 
used under the following conditions or in the following locations: 

(1) Where exposed to corrosive fumes or vapors 
(2) Where embedded in masonry, concrete, adobe, fill, or 
plaster 
(3) In a shallow chase in masonry, concrete, or adobe and 
covered with plaster, adobe, or similar finish 
(4) In wet or damp locations 

 

SECTION 6. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section 18-44 pertaining to International Plumbing Code – Adopted 
and Amended and which shall read as follows: 

 

Sec.  18-44. International Plumbing Code – Adopted and Amended. 
 

(A) A certain document, one copy of which is on file in the City Clerk's Office 

of the City of Peoria, being marked and designated as “International 

Plumbing Code, 2015 2018 Edition,” published by the International Code 

Council Inc., is hereby adopted, as amended herein, as the Plumbing 

Code of the City of Peoria. 
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(B) The International Plumbing Code, 2015 2018 Edition, is amended as 

follows: 

(1) Chapter 1,”Scope and Administration,” is hereby amended as follows: 
 

Note: For reserved sections herein, refer to the Building Code of the City of 
Peoria for these code requirements. 

 

101.1 Title.  Insert the words “City of Peoria” as the name of jurisdiction. 
 

[A] 101.2 Scope. The provisions of this code shall apply to the erection,
installation, alteration, repairs, relocation, replacement, addition to, use or 
maintenance of plumbing systems within this jurisdiction. This code shall  
regulate nonflammable medical gas, inhalation anesthetic, vacuum piping, 
nonmedical oxygen systems and sanitary and condensate vacuum control 
collection systems. The installation of fuel gas distribution piping and equipment, 
fuel-gas-fired water heaters and water heater venting systems shall be regulated 
by the International Fuel Gas Code. 

 

The following appendices are adopted: APPENDIX E – SIZE OF  WATER

PIPING SYSTEM, APPENDIX C F – STRUCTURAL SAFETY 
 

Exception: Detached one- and two-family dwellings and multiple single-family 
dwellings (townhouses) not more than three stories high with separate means of egress 
and their accessory structures shall comply with the International Residential Code. 

 

Amend PART 2-ADMINISTRATION AND ENFORCEMENT to read as follows:

SECTION 103 DEPARTMENT OF PLUMBING INSPECTIONS RESERVED

SECTION 104 DUTIES AND POWERS OF THE CODE OFFICIAL RESERVED

SECTION 105 APPROVAL RESERVED 

SECTION 106 PERMITS RESERVED 
SECTION 107 INSPECTIONS AND TESTING RESERVED

SECTION108 VIOLATIONS RESERVED 

SECTION 109 MEANS OF APPEAL RESERVED 
 
SECTION 110 TEMPORARY EQUIPMENT SYSTEMS AND USES
RESERVED 

 

(2) Chapter 3, “General Regulations”, is hereby amended as follows: 
 

305.4.1 Sewer depth. Building sewers that connect to private sewage disposal 
systems shall be installed not less than 12 inches (305 mm) below finished grade 
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at the point of septic tank connection. Building sewers shall be installed not less 
than 12 inches (305 mm)  below grade. 

 
(3) Chapter 4. Fixtures, Faucets and Fixture Fittings is hereby amended as 

follows: 
Section 403.2 “Separate Facilities”, is hereby amended as follows: 

 
Section 403.2 Separate Facilities. 
Where plumbing fixtures are required, separate facilities shall be provided for 
each sex. 
Exceptions: 

1. Separate facilities shall not be required for dwelling units and sleeping 
units. 
2. Separate facilities shall not be required in structures or tenant spaces
with a total occupant load, including both employees and customers, of 15 
or fewer. 
3. Separate facilities shall not be required in mercantile occupancies in
which the maximum occupant load is 100 or fewer. 
4. Separate facilities shall not be required in business occupancies in 
which the maximum occupant load is 25 50 or fewer. 

 

Section 404. “Accessible Plumbing Facilities.”  Delete in its entirety and amend  
as follows: 

 
Accessible plumbing facilities and fixtures shall be provided in accordance with 
Chapter 5 of the Peoria City Code (1992), Section 518-21 pertaining to the 
International Building Code, Edition 2012, Chapter 11, Accessibility and Fair 
Housing. 

 

Section 410.2 “Small Occupancies”, is hereby amended as follows: 
 
410.2 Small occupancies. 
Drinking fountains shall not be required for an occupant load of 15 50 or fewer. 

 

(4) Chapter 7 6, “Drainage Piping Installation Water supply and distribution”,  
is hereby amended as follows: 

Section 704.1 “Slope of horizontal drainage piping” is hereby amended as 
follows: 

 
704.1 Slope of horizontal drainage piping. 
Horizontal drainage piping shall be installed in uniform alignment at uniform 
slopes. The slope of a horizontal drainage pipe shall be not less than that 
indicated in Table 704.1 except that where the drainage piping is upstream of a 
grease interceptor, the slope of the piping shall be not less than 1/4 inch per foot 
(2-percent slope). 
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TABLE 704.1 
SLOPE OF HORIZONTAL DRAINAGE PIPE 

 
SIZE 
(inches) 

MINIMUM SLOPE 
(inch per foot) 

2 ½  or less ¼ ª 
3 to 6 ⅛ ª 
8 or larger ¹/16 ª 

 

For Sl:  1 inch – 25.4 mm, 1 inch per foot = 83.33 mm/m. 
 

a. Slopes for piping draining to a grease interceptor shall comply with  
Section 704.1. 

 
Exception: The Authority Having Jurisdiction may approve a lesser slope for 
building sewers in lieu of a sewage ejector or pumping station when a registered 
engineer or architect certifies the building sewer design and its installation, and 
when the building owner agrees in writing under notary to accept the lesser  
slope. Certification of the building sewer shall meet the special inspection 
requirements of the Peoria Building Code. 

 

Table 605.3 Water Service Pipe 
 

MATERIAL STANDARD 
 

Table 605.5 Pipe Fittings 
 

MATERIAL STANDARD 
 

Amend Section 716 “Replacement of Underground Building Sewers and Building 

Drains by Pipe Bursting Methods” by deleting in its entirety. 

SECTION 716 REPLACEMENT OF UNDERGROUND BUILDING SEWERS 

AND BUILDING DRAINS BY PIPE-BURSTING METHODS 

716.1 General. 
 

This section shall govern the replacement of existing building sewer and building 

drain piping by pipe-bursting methods. 

716.2 Applicability. 
 

The replacement of building sewer and building drain piping by pipe-bursting 

methods shall be limited to gravity drainage piping of sizes 6 inches (152 mm) 

and smaller. The replacement piping shall be of the same nominal size as the 

existing piping. 



 

Ordinance No. 2019-12 
Page 112 of 128 

716.3 Pre-installation inspection. 
 

The existing piping sections to be replaced shall be inspected internally by a 

recorded video camera survey. The survey shall include notations of the position 

of cleanouts and the depth of connections to the existing piping. 

716.4 Pipe. 
 

The replacement pipe shall be made of high-density polyethylene (HDPE) and 

shall nave a standard dimension ratio (SDR) of 17 The pipe shall be in 

compliance with ASTM F714. 

716.5 Pipe fittings. 
 

Pipe fittings to be connected to the replacement pipe shall be made of high- 

density polyethylene (HDPE) and shall be in compliance with ASTM D2683. 

716.6 Cleanouts. 
 

Where the existing building sewer or building drain did not have cleanouts 

meeting the requirements of this code, cleanout fittings shall be installed as 

required by this code. 

716.7 Post-installation inspection. 
 

The completed replacement piping section shall be inspected internally by a 

recorded video camera survey. The video survey shall be reviewed and  

approved by the code official prior to pressure testing of the replacement piping 

system. 

716.8 Pressure testing. 
 

The replacement piping system as well as the connections to the replacement 

piping shall be tested in accordance with Section 312. 

(5) Chapter 11 “Storm Drainage”, is hereby amended as follows:

Section 1106, Size of Conductors, Leaders and Storm Drains.

1106.1 General. Delete in its entirety and amend as follows: 

The size of the vertical conductors and leaders, building storm drains, building 
storm sewers, and any horizontal branches of such drains or sewers shall be 
based on an hourly rainfall rate of three (3) inches per hour. 

 

Amend Section 1106.5 Parapet wall scupper location to read as follows: 



 

Ordinance No. 2019-12 
Page 113 of 128 

1106.5 Parapet wall scupper location. When scuppers are used for primary 
and/or secondary (emergency overflow) roof drainage, the quantity, size, location 
and inlet elevation of the scuppers shall be sized to prevent the depth of ponding 
water from exceeding that for which the roof was designed as determined by 
Scupper openings shall be not less than 4 inches (102 mm) in height and have 
an opening width equal to the circumference of the roof drain required for the 
area served, sized in accordance with Table 1106.2(1). The flow through the 
primary system shall not be considered when locating and sizing scuppers. A 
rainfall rate of three (3) inches per hour shall be used for sizing purposes. 

 
 

Amend Section 1108.3 Sizing of secondary drains to read as follows: 
 

1108.3 Sizing of secondary drains. Secondary (emergency) roof drain systems 
shall be sized in accordance with Section 1106 based on the rainfall rate for 
which the primary system is sized. Scuppers shall be sized to prevent the depth 
of ponding water from exceeding that for which the roof was designed as 
determined by Section 1101.7. Scuppers shall have an opening dimension of not 
less than 4 inches (102 mm) in height and have an opening width equal to the 
circumference of the roof drain required for the area served, sized in accordance 
with Table 1106.2(1). The flow through the primary system shall not be 
considered when sizing the secondary roof drain system. 

 

SECTION 7. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section 18-76 pertaining to International Mechanical Code – Adopted 
and Amended and which shall read as follows: 

 

Sec. 18-76. International Mechanical Code – Adopted and Amended 
 

(A) A certain document, one copy of which is on file in the City Clerk’s

Office of the City of Peoria, being marked and designated as “International 

Mechanical Code, 2015 2018 Edition,” published by the International Code 

Council is hereby adopted, as amended herein, as the Mechanical Code of the 

City of Peoria. 

 
(B) The International Mechanical Code, 2015 2018 Edition, is amended

as follows: 

 
(1) Chapter 1, “Scope and Administration,” is hereby amended as follows:

Note: For “RESERVED” sections herein, refer to the Building Code of the City of 

Peoria for these code requirements. 
 

Amend Section 101.1 Title, by inserting the words “City of Peoria” as the name of 

the Jurisdiction. 
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Delete Chapter 1, Part 2-Administration and Enforcement in its entirety and 
replace with the following: 

 
Part 2- Administration and Enforcement 

 

Section 103 Department of Mechanical Inspection – RESERVED.

Section 104 Duties and Powers of the Code Official – RESERVED.

Section 105 Approval – RESERVED. 

Section 106 Permits – RESERVED. 
 
Section 107 Inspections and Testing – RESERVED.

Section 108 Violations – RESERVED. 

Section 109 Means of Appeal – RESERVED. 
 

Section 110 Temporary Equipment, Systems and Uses – RESERVED. 
 

(2) Chapter 3, “General Regulations”, is hereby amended as follows:

Amend Section 307.2.2 Drain pipe materials and sizes to read as follows: 

307.2.2 Drain pipe materials and sizes. Nonmetalic piping shall not be 

installed in exposed locations. Components of the condensate disposal system 

shall be cast iron, galvanized steel, copper, cross-linked polyethylene,

polyethylene, ABS, CPVC, PVC, or  polypropylene pipe or  tubing.

Components shall be selected for the pressure and temperature rating of the 

installation. Joints and connections shall be made in accordance with the 

applicable provisions of Chapter 7 of the International Plumbing Code relative to 

the material type. Condensate waste and drain line size shall not be less than 

3/4-inch (19.1 mm) internal diameter and shall not decrease in size from the  

drain pan connection to the place of condensate disposal. Where the drain pipes 

from more than one unit are manifolded together for condensate drainage, the 

pipe or tubing shall be sized in accordance with Table 307.2.2. 

Amend Section BG 309.1 Space heating systems to read as follows: 
 

[BG] 309.1 Heating and cooling systems. Habitable spaces shall be provided

with active or passive space-heating and space cooling systems capable of 

maintaining temperatures between 70 0F (21 0C) and 900F (320C) at a point 3  

feet (914 mm) above the floor. The installation of portable space heaters or 

coolers shall not be used to achieve compliance with this section. 
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Exceptions: 
 

1. Space heating and cooling systems are not required for Interior spaces 

where the primary purpose is not associated with human comfort. 

2. Group F, H, S, and U occupancies 
 

(3) Chapter 4, “Ventilation”, is hereby amended as follows: 

403.3.1.5 Balancing. The ventilation air distribution system shall be provided  

with means to adjust the system to achieve at least the minimum ventilation 

airflow rate as required by Sections 403.3 and 403.3.1.2. Ventilation systems 

shall be balanced using a nationally accepted air balancing test method. Such 

balancing shall verify that the ventilation system is capable of supplying and 

exhausting the airflow rates required by Sections 403.3 and 403.3.1.2. A final 

report shall be provided to the engineer of record and the mechanical inspector. 

Exception: Residential occupancies 
 

Amend Section 403.3.1.5 “Balancing” to read as follows: 

403.3.1.5 Balancing. 

The ventilation air distribution system shall be provided with means to adjust the 

system to achieve not less than the minimum ventilation airflow rate as required 

by sections 403.3 and 403.3.1.2. Ventilation systems shall be balanced using a 

nationally accepted air balancing test by an approved method. Such balancing 

shall verify that the ventilation system is capable of supplying and exhausting the 

airflow rates required by Sections 403.3 and 403.3.1.2. A final report shall be 

provided to the engineer of record and the mechanical inspector. 
 

Amend Section 407 “Ambulatory Care Facilities and Group I-2 Occupancies” to 

read as follows: 

407.1 General. 

Mechanical ventilation for ambulatory care facilities and Group I-2 occupancies 

shall be designed and installed in accordance with this code and ASHRAE 170. 

407.1.1 

Mechanical systems designed and installed in accordance with IMC 407.1 and 

ASHRAE 170-2017 shall be verified by a qualified third party Special Inspector. 

The Special Inspector/testing agency shall be an independent third party 

individual or firm and shall not be the installing contractor. A report shall be 

generated by the third party individual or firm showing compliance. Special 

inspections shall be as specified in Chapter 17 of the International Building Code 

as amended. 
 

Add a new Section 408 “Marijuana Related Occupancies” to read as follows: 
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408 MARIJUANA RELATED OCCUPANCIES 

408.1 General. 

Any building used to cultivate, produce, infuse or dispense marijuana shall be 

designed such that there shall be no emission of dust, fumes, vapors, or odors 

into the environment from the premise. A ventilation system shall be designed to 

prevent the distribution of odors to other occupied parts of the building or  

adjacent properties. Design of the odor control system shall be based on 

accepted engineering practices. All equipment and filter media shall be listed and 

labeled for the application. Exhaust systems used in odor control systems shall 

meet the requirements of Section 501. 

408.1.1 Exhaust outlets. 

The termination point for exhaust outlets shall be in accordance with Section 

501.3. Exhaust from cultivation and production facilities shall be in accordance 

with Section 501.3.1(2) and for dispensaries in accordance with Section 

501.3.1(3). 
 

(4) Chapter 5, “Exhaust Systems”, is hereby amended as follows: 

 
502.14 Motor vehicle operation. In areas where motor vehicles operate, 

mechanical ventilation shall be provided in accordance with Section 403. 

Additionally, areas in which stationary motor vehicles are operated shall be 

provided with a source capture system that connects directly to the motor vehicle 

exhaust systems. Makeup air shall be provided through permanent unobstructed 

openings to the outdoors, such as louvers and grills. Mechanical equipment and 

louvers used for makeup air purposes shall be electrically interlocked with the 

exhaust system. Such system shall be engineered by a registered design 

professional or shall be factory-built equipment designed and sized for the 

purpose. 

Exceptions: 
 

1. This section shall not apply where the motor vehicles being operated  

or repaired are electrically powered. 

2. This section shall not apply to one- and two-family dwellings. 

3. This section shall not apply to motor vehicle service areas where

engines are operated inside the building only for the duration  

necessary to move the motor vehicles in and out of the building 

 
Add a new Section 502.21 “Storage and use of carbon dioxide (CO2) systems” to 

read as follows: 
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502.21 Storage and use of liquid carbon dioxide (CO2) systems. 

Indoor or outdoor areas that contain liquid carbon dioxide (CO2) stored in ASME 

pressure vessels in new and existing facilities shall be provided with mechanical 

exhaust ventilation in accordance with this section. 

Exception: Outdoor storage areas in non-enclosed spaces designed to prevent 

the collection of vapors when approved by the Fire Marshal. 

502.21.1 System requirements. 

Exhaust ventilation systems for liquid carbon dioxide CO2 tanks shall comply with 

all of the following: 

1. The installation shall be in accordance with this code and the Phoenix Fire

Code. 

2. Mechanical ventilation shall be provided at a rate of not less than 1 cfm per

square foot [0.00508 m3/(s • m2)] of floor area over the storage area. 

3. The system shall operate continuously unless alternate designs are approved 

by the Fire Marshal. 

4. A manual start control shall be provided outside of the room in a position 

adjacent to the access door to the room or in another approved location. The 

switch shall be a break-glass or other approved type and shall be labeled:

VENTILATION SYSTEM EMERGENCY ON-ONLY. 

5. Exhaust ventilation shall be designed to consider the density of the potential 

vapors released. For liquid CO2 systems, exhaust shall be taken from a point 

within 12 inches (305 mm) of the floor. 

6 Makeup air shall be provided. The location of both the exhaust and makeup air 

openings shall be designed to provide air movement across all portions of the 

floor or room to prevent the accumulation of vapors. 

7. Exhaust air shall not be recirculated to occupied areas. Exhaust termination 

shall be located where it will not allow for a dangerous accumulation of vapors 

and in accordance with Section 501.3.1 (2). 

8. Sensors, controls, alarms, piping and all accessory components shall be as 

prescribed by the Peoria Fire Department. 
 

(5) Chapter 6, “Duct Systems”, is hereby amended as follows:

Amend Section 606.2.1 Return air systems to read as follows: 

606.2.1 Air distribution systems. Smoke detectors shall be installed 

in air distribution systems downstream of the filters and ahead of any 

branch connections in systems having a design capacity greater than 

2,000 cfm (0.9m3/s). 

Exception: Smoke detectors are not required where all portions of  

the building served by the air distribution system are protected by  

area smoke detectors connected to a fire alarm system in accordance 
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with the International  Fire Code. The area smoke  detection system 

shall comply with Section 606.4. 

 
Amend Section 606.5 Testing to read as follows: 

 

606.5 Testing. Smoke detectors shall be tested by an approved testing agency 

or a qualified third party Special Inspector. The Special Inspector/testing agency 

shall be an independent third party individual or firm and shall not be the  

installing contractor. Special Inspections shall be as specified in Chapter 17 of 

the International Building Code as amended. 

Amend Section 607.2 Installation to read as follows: 
 

607.2 Installation. Fire dampers, smoke dampers, combination fire/smoke 

dampers and ceiling radiation dampers located within air distribution and smoke 

control systems shall be installed in accordance with the requirements of this 

section, and the manufacturer’s installation instructions and listing. Dampers  

shall be tested by an approved testing agency or a qualified third party special 

inspector. The special inspector/testing agency shall be an independent third 

party individual or firm and shall not be the installing contractor. Special 

inspections shall be as specified in Chapter 17 of the International Building Code, 

as amended. 

(6) Chapter 9, “Specific Appliances, Fireplaces and Solid Fuel-Burning 

Equipment”, is hereby amended as follows: 

Amend Section 928 “Evaporative Cooling Equipment” to read as follows: 
 

928.1 General. 
 

Evaporative cooling equipment shall: 
 

1. Be installed in accordance with the manufacturer’s instructions. 
 

2. Be installed on level platforms in accordance with Section 304.10. An

evaporative cooler supported by the building structure shall be installed on a 

substantial level base and shall be secured directly or indirectly to the building 

structure by suitable means to prevent displacement of the cooler. Modifications 

made to the supporting framework of buildings as a result of the installation shall 

be made in accordance with the requirements of the International Building Code

as amended. 

3. Have  openings  in  exterior  walls  or  roofs  flashed  in  accordance  with  the 

International Building Code as amended. 
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4. Be provided with potable water backflow protection in accordance with Section 

608 of the International Building Code, as amended. 

5. Have air intake opening locations in accordance with Section 401.4. 
 

6. A permanent relief opening or other engineered design sufficient to assure 

positive airflow shall balance intake air. 

7. Outside air shall be provided as specified in Section 403.2. 
 

8. Air ducts and dampers, which are a portion of an evaporative cooling system, 

shall comply with Chapter 6. 

9. Overflow drains shall be provided that discharge to an approved disposal 

location and comply with the Peoria Building Code. 

Add a new Section 930 29 Wood Stove/Fireplace Installation to read as follows: 
 

Section 93029 Wood Stove/Fireplace Installation. 
 

93029.1 Definitions. For purposes of this section, the following words and terms 

shall have the meaning ascribed thereto: 

Fireplace: A built-in-place masonry hearth and fire chamber or a factory-built 

appliance, designed to burn solid fuel or to accommodate gas or electric log 

insert or similar device, and which is intended for occasional recreational or 

aesthetic use, not for cooking, heating, or industrial processes. 

Solid fuel: Includes, but is not limited to, wood, coal, or other non-gaseous or

non-liquid fuels, including those fuels defined by the Maricopa Air Pollution

Officer as “inappropriate fuel” to burn in residential wood burning devices. 

Woodstove: A solid-fuel burning heating appliance including a pellet stove, 

which is either freestanding or designed to be inserted into a fireplace. 

93029.2 General. No person, firm, or corporation shall construct or install a 

fireplace or wood stove, and the Building Official shall not approve or issue a 

permit to construct or install a fireplace or wood stove, unless the fireplace or 

wood stove complies with one of the following: 

1. A fireplace which has a permanently installed gas or electric log insert. 
 

2. A fireplace, wood stove, or other solid fuel burning appliance which has

been certified by the United States Environmental Protection Agency as 

conforming to 40 Code of Federal Regulations part 60, subpart AAA. 
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3. A fireplace, wood stove, or other sold fuel burning appliance that has 

been tested and listed by a nationally recognized testing agency to meet 

performance standards equivalent to those adopted by 40 Code of  

Federal Regulations part 60, subpart AAA. 

4. A fireplace, wood stove, or other solid fuel burning appliance which has 

been determined by the Maricopa County Air Pollution Control Officer to 

meet performance standards equivalent to those adopted by 40 Code of 

Federal Regulations part 60, subpart AAA, as in effect on July 1, 1990. 

5. A fireplace which has a permanently installed wood stove insert which

complies with subparagraph 2, 3, or 4 above. 

Exceptions: The following installations are not regulated and are not 

prohibited by this section: 

Furnaces, boilers, incinerators, kilns, and other similar space heating or 

industrial process equipment. 

Cook stoves, barbecue grills, and similar appliances designed primarily for 

cooking. 

Fire pits, barbecue grills, and other outdoor fireplaces. 
 

93029.3 Fireplace or wood stove installations prohibited. Fireplaces 

constructed or installed on or after May 1, 2017, June 30, 1990, that contain a 

gas or electric log insert or a wood stove insert, shall not be altered to directly 

burn wood or any other solid fuel. On or after May 1, 2017, no person, firm, or 

corporation shall alter a fireplace, wood stove, or other solid-fuel burning 

appliance in any manner that would void its certification or operational 

compliance with the provisions of this section. 

Fireplaces constructed or installed on or after May 1, 2017, June 30, 1990 shall 

not be altered without first obtaining a permit from the City to ensure compliance 

with this section. 

Charter reference(s) -- Adoption by reference, art. VII, § 14. 
State law reference(s) -- Adoption by reference, A.R.S. § 9-801 et seq. 

 
SECTION 7. Chapter 18 of the Peoria City Code (1992) is amended by  
amending Section 18-78 pertaining to International Fuel Gas Code – Adopted 
and Amended and which shall read as follows: 
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Sec. 18-78. International Fuel Gas Code – Adopted and Amended. 
 

(A) A certain document, one copy of which is on file in the City Clerk’s

Office of the City of Peoria, being marked and designated as “International Fuel 

Gas Code, 2015 2018 Edition,” published by the International Code Council is 

hereby adopted, as amended herein, as the Fuel Gas Code of the City of Peoria. 
 

(B) The International Fuel Gas Code, 2015 2018 Edition, is amended
as follows: 

 

(1) Chapter 1, “Scope and Administration” is hereby amended as follows: 
 

Note: For reserved sections herein, refer to the Building Code of the City of 
Peoria Administrative Provisions for these code requirements. 

 
101.1 Title.  Insert the words “City of Peoria” in the name of jurisdiction. 

 
Amend Section A101.3 Appendices to read as follows: 

 

[A] 101.3 Appendices. The following appendices are adopted: Appendix A – 
Sizing and Capacities of Gas Piping; Appendix B – sizing of Venting Systems 
Serving Appliances Equipped With Draft Hoods, Category 1 Appliances and 
Appliances Listed for Use With Type B Vents; Appendix C – Exit Terminals of 
Mechanical Draft and Direct-Vent Venting Systems. 

 

Delete Chapter 1, Part 2-Administration and Enforcement in its entirety and 
replace with the following: 

 
Part 2- Administration and Enforcement 

 

Section 103 (IFGC) Department of Inspection – RESERVED 
Section 104 (IFGC) Duties and Powers of the Code Official – RESERVED

Section 105 (IFGC) Approval – RESERVED 

Section 106 (IFGC) Permits  – RESERVED 
 
Section 107 (IFGC) Inspections and Testing – RESERVED

Section 108 (IFGC) Violations – RESERVED 

Section 109 (IFGC) Means of Appeal – RESERVED 
 

Section 110 (IFGC) Temporary Equipment, Systems and Uses – RESERVED 
 

(2) Chapter 4, “Gas Piping Installations” is hereby amended as follows:

Amend Section 403 (IFGC) “Piping Materials” to read as follows: 
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403.12 Flanges. 
 

Flanges and flange gaskets shall comply with Sections 403.12.1 through 403.12.7. 
 

403.12.1 Cast iron. 
 

Cast-iron flanges shall be in accordance with ASME 816.1 
 

403.12.2 Steel. 
 

Steel flanges shall be in accordance with ASME 816.5 or ASME 816.47. 
 

403.12.3 Nonferrous. 
 

Nonferrous flanges shall be in accordance with ASME 816.24. 
 

403.12.4 Ductile iron. 
 

Ductile-iron flanges shall be in accordance with ASME 816.42. 
 

403.12.5 Raised face. 
 

Raised Face flanges shall not be joined to flat faced cast-iron, ductile-iron or 

nonferrous material flanges. 

403.12.6 Flange facings. 
 

Standard facings shall be permitted for use under this code. Where 150-pound (1034 

kPa) pressure-rated steel flanges are bolted to Class 125 cast-iron flanges, the raised 

face on the steel flange shall be removed. 

403.12.7 Lapped flanges. 
 

Lapped flanges shall be used only above ground or in exposed locations accessible 

for inspection. 

Amend  SECTION  404  (IFGC)  PIPING  SYSTEM  INSTALLATION  to  read as 
follows: 

 

Amend Section 404.12 Minimum burial depth  to read as follows: 
 

404.12 Minimum burial depth. “Underground metallic piping systems shall be 
installed a minimum depth of 12 inches (305 mm) below grade. Underground 
plastic piping systems shall be installed a minimum depth of 18 inches (457 mm) 
below grade.” 

 

404.12.1 Individual outside appliances. Delete in its entirety. 
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Amend SECTION 406 (IFGC) INSPECTION, TESTING AND PURGING to read as 
follows: 

 

Amend Section 406.4 Test Pressure measurement to read as follows: 
 

406.4 Test Pressure measurement. Test pressure shall be measured with a 
manometer or with a pressure-measuring device designed and  calibrated  to 
read, record or indicate a pressure loss caused by a leakage during the pressure 
test period. The source of pressure shall be isolated before the pressure tests  
are made. Mechanical gauges used to measure test pressures shall have a  
range such that the highest end of the scale is not greater than 5 times the test 
pressure, and shall be measured in one tenth pound increments. 

 

Amend Section 406.4.1 Teat Pressure to read as follows: 
 

406.4.1 Test Pressure. The test pressure to be used shall be not less than 10 
psi or 1½ times the proposed maximum working pressure, whichever is greater..
Where the test pressure exceeds 125 psig (862 kPa gauge), the test pressure 
shall not exceed a value that produces a hoop stress in the piping greater than
50 percent of the specified minimum yield strength of the pipe. 

 

SECTION  8. Chapter  18  of  the  Peoria  City  Code  (1992)  is  amended  by 
amending Section 18-91 and which shall read as follows: 

 

Sec.  18-91. International Existing Building Code – Adopted and Amended. 
 

(A) A certain document, one copy of which is on file in the City Clerk's

Office of the City of Peoria, being marked and designated as "International 

Existing Building Code, 2015 2018 Edition,” published by the International Code 

Council Inc., is hereby adopted, as amended herein, as the Existing Building 

Code of the City of Peoria. 

 
(B) The International Existing Building Code, 2015 2018 Edition, is

amended as follows: 

 
(1) Chapter 1, “Scope and Administration,” is hereby amended as follows:

Note: For reserved sections herein, refer to the Building Code of the City of 

Peoria Administrative Provisions for these code requirements. 
 

Amend Section A101.1 Title to read as follows: 
 

[A] 101.1 Title. These provisions shall be known as the Existing Building Code,
as amended by the city of Peoria, herein after referred to as “this code.” 
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Amend Section A101.6 Appendices to read as follows: 
 

[A] 101.6 Appendices. The following appendices are adopted: APPENDIX B- 
SUPPLEMENTARY ACCESSIBILITY REQUIREMENTS FOR EXISTING 
BUILDINGS AND FACILITIES, Section B 101 Qualified Historical Buildings and
facilities and Section B 104 Referenced Standards 

 

Amend PART 2-ADMINISTRATION AND ENFORCEMENT to read as follows: 
 
SECTION 103 DEVELOPMENT AND ENGINEERING DEPARTMENT – 

RESERVED. 

SECTION 104 DUTIES AND POWERS OF CODE BUILDING OFFICIAL – 

RESERVED. 

SECTION 105 PERMITS – RESERVED. 
 

SECTION 106 SUBMITTAL DOCUMENTS – RESERVED. 
 

SECTION 107 TEMPORARY STRUCTURES AND USES – RESERVED.

SECTION 108 FEES – RESERVED. 

SECTION 109 INSPECTIONS – RESERVED. 
 

SECTION 110 CERTIFICATE OF OCCUPANCY – RESERVED.

SECTION 111 SERVICE UTILITIES – RESERVED. 

SECTION 112 BOARD OF APPEALS – RESERVED.

SECTION 113 VIOLATIONS – RESERVED.

SECTION 114 STOP WORK ORDER – RESERVED. 

SECTION 115 UNSAFE BUILDINGS AND EQUIPMENT – RESERVED. 
 

(2) Chapter 34, “Provisions for All Prescriptive Compliance Methods,” is  

hereby amended as follows: 

[B] 410.8.11 305.8.10 Toilet rooms. Where it is technically infeasible to alter
existing toilet and bathing rooms to be accessible, an accessible family or 
assisted-use toilet or bathing room constructed in accordance with Chapter 11 
Section 1109.2 of the International Building Code is permitted. The family or 
assisted-use toilet or bathing room shall be located on the same floor and in the 
same area as the existing toilet or bathing rooms. These directional signs shall 
include the International Symbol of Accessibility and sign characters shall meet 
the visual character requirements in accordance with ICC A117.1 In existing 
construction, one of two or more fixtures (water closets and/or urinals) may be 
removed to create space for one accessible stall in each existing toilet room. This 
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may result in the reduction of one required water closet which shall be permitted 
when this reduction is needed to create a conforming accessible toilet stall. Any 
alteration under this section shall not reduce other accessibility requirements 
including, but not limited to required clear floor spaces and maneuvering spaces. 

 

(3) Chapter 7, “Alterations-Level 1,” is hereby amended as follows: 
 

Section 705.1.10 Toilet rooms. Where it is technically infeasible to alter existing 
toilet and bathing rooms to be accessible, an accessible family or assisted-use 
toilet or bathing room constructed in accordance with Chapter 11 of the 
International Building Code is permitted. The family or assisted-use toilet or 
bathing room shall be located on the same floor and in the same area as the 
existing toilet or bathing rooms. In existing construction, one of two or more 
fixtures (water closets and/or urinals) may be removed to create space for one 
accessible stall in each existing toilet room. This may result in the reduction of 
one required water closet which shall be permitted when this reduction is needed 
to create a conforming accessible toilet stall. Any alteration under this section 
shall not reduce other accessibility requirements, including, but not limited to, 
required clear floor spaces and maneuvering spaces. 

 

(3) Chapter 8, “Alterations-Level 2,” is hereby amended as follows:

Amend Section 804.2.5 Supervision to read as follows: 

804.2.5 Supervision. Fire sprinkler systems required by this section shall be 
supervised by one of the following methods: 

1. Approved central station system in accordance with NFPA 72;
2. Approved proprietary system in accordance with NFPA 72; 
3. Approved remote station system of the jurisdiction in accordance with 
NFPA 72; or 
4. When approved by the code official, approved local alarm service that
will cause the sounding of an alarm in accordance with NFPA 72. 

Exception: Supervision is not required for the following: 
1. Underground gate valve with roadway boxes.
2.  

Amend Section 804.3 Standpipes to read as follows: 
 

804.3 Standpipes. Where the work area includes exits or corridors shared by 
more than one tenant and is located more than 50 feet (15 240 mm) above or 
below the lowest level of fire department access, a standpipe system shall be 
provided. Standpipes shall have an approved fire department connection with 
hose connections at each floor level above or below the lowest level of fire 
department access. Standpipe systems shall be installed in accordance with the 
International Building Code 
. 
(3) Chapter 12, “Historic Buildings,” is hereby amended as follows:

Amend Section 1201.1.1 Preliminary meeting to read as follows: 
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1201.1.1 Preliminary meeting. If an applicant requests that a building meet the 
requirements of this chapter and the project is a project involving alterations 
and/or a change of occupancy, then the Development and Engineering 
Department shall offer a preliminary meeting with the applicant upon payment of 
a fee as set forth in Table 2-209 of Peoria City Code, prior to the submission of a 
permit application. The preliminary meeting shall, to the extent possible, include 
the officials responsible for permit approval and enforcement with respect to the 
Peoria Building Code, Peoria Fire Code and historic preservation ordinances. 

 

Amend Section 1201.2 Report to read as follows: 
 

1201.2 Report. A historic building undergoing repair, alteration, or change of 
occupancy shall be investigated and evaluated. If it is intended that the building 
meet the requirements of this chapter, a written report shall be prepared and filed 
with the code official by a registered design professional when such a report is 
necessary in the opinion of the code official and the historic preservation officer, 
or designee. If the subject matter of the report does not require an evaluation by 
a registered design professional, the code official has the authority to allow the 
report to be prepared by a licensed contractor responsible for the work. Such 
report shall be in accordance with Chapter 1 and shall identify each required 
safety feature that is in compliance with this chapter and where compliance with 
other chapters of these provisions would be damaging to the contributing historic 
features character. For buildings assigned to Seismic Design Category D, E or F, 
a structural evaluation describing, at a minimum, the vertical and horizontal 
elements of the lateral force-resisting system and any strengths or weaknesses 
therein shall be prepared. Additionally, the report shall describe each feature that 
is not in compliance with these provisions and shall demonstrate how the intent  
of these provisions is complied with in providing an equivalent level of safety. 

 

Amend Section 1201.5 Energy efficiency to read as follows: 
 

1201.65 Energy efficiency. Alterations and additions to an historic building shall 
be exempt from the provisions of the International Energy Conservation Code. 

 

Amend Section 1202.4 Repair and replacement to read as follows: 
 

1202.24 Repair and replacement. Repair and replacement of existing or  
missing features using original materials shall be permitted. Partial replacement 
for repairs that match the original in configuration, height, and size shall be 
permitted. Glazing is subject to the requirements of Section 1203.8.  
Replacement glazing in hazardous locations shall comply with the safety glazing 
requirements of Chapter 24 of the International Building Code. 

Exception: Glass block walls, louvered windows, and jalousies repaired 
with like materials. 

 
Amend Section 1203.3 Means of egress and to read as follows: 
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1203.3 Means of egress and emergency escape and rescue. Existing window 
and door openings and corridor and stairway widths less than those specified 
elsewhere in this code may be approved, provided that, in the opinion of the code 
official, there is sufficient width and height for a person to pass through the 
opening or traverse the means of egress. When approved by the code official,  
the front or main exit doors need not swing in the direction of the path of exit 
travel, provided that other approved means of egress having sufficient capacity to 
serve the total occupant load are provided. 

 

Amend Section 1204.1 Accessibility requirements to read as follows: 
 

1204.1 Accessibility requirements. The provisions of Sections 705, 806 and 
906, as applicable, shall apply to facilities designated as historic structures that 
undergo alterations, unless technically infeasible. Where compliance with the 
requirements for accessible routes, entrances and toilet rooms would threaten or 
destroy the historic significance of the building or facility, as determined by the 
code official and historic preservation officer or designee, the alternative 
requirements of Sections 1204.1.1 through 1204.1.4 for that element shall be 
permitted. 

 

Amend Section 1205.6 Means of egress to read as follows: 
 

12045.6 Means of egress and emergency escape and rescue. Existing 
window and door openings and corridor and stairway widths less than those that 
would be acceptable for non-historic buildings under these provisions shall be 
approved, provided that, in the opinion of the code official, there is sufficient  
width and height for a person to pass through the opening or traverse the exit  
and that the capacity of the exit system is adequate for the occupant load, or 
where the other operational controls to limit occupancy are approved by the code 
official. 

 

Amend Section 1205.14 Natural light to read as follows: 
 

1205.14 Natural light. When it is determined by the code official and the historic 
preservation officer or designee that compliance with the natural light  
requirement of Section 10101.1 will lead to loss of historic character or historic 
materials in the building, the existing level of natural lighting shall be considered 
acceptable. 

 
 

SECTION 9. The current sections of Chapter 18 of the Peoria City Code (1992) 
will be renumbered and/or amended by way of a separate ordinance to be 
submitted to the Mayor and City Council for approval. 

 

SECTION 10. If any section, subsection, sentence, clause or phrase of this 
Ordinance is for any reason held to be invalid or unconstitutional by the decision 
of any Court of competent jurisdiction, such decision shall not affect the validity of 
the remaining portions of this Ordinance. 
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SECTION 11. This Ordinance shall become effective in the manner provided by 
law. 

 
 PASSED AND ADOPTED by the Mayor and Council of the City of 
Peoria, Arizona, this 21st day of May, 2019. 

 
 
 
 
 
 

Cathy Carlat, Mayor 
 

 

Date Signed 
 
 

ATTEST: 
 
 

 

Rhonda Geriminsky, City Clerk 

 
 

APPROVED AS TO FORM: 
 
 

 

Vanessa P. Hickman, City Attorney 
 
Published in Peoria Times 
Publication Dates: May 30, 2019 
Effective Date:  


